(7)	Sets the emulation mode

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�OPEN SYSTEM�Operates in the open system mode. (default)��2�AS/400 MODE�Operates in the AS/400 mode.��3�VMS MODE�Operates in the VMS mode.��4�7135MODE�Operates in IBM7135 I/O path switch emulation mode.��5�NCR MODE�Operates in NCR I/O path switch emulation mode.��6�TRESPASS MODE�Operates in the TRESPASS mode.��7�WOLFPACK MODE�Operates in WolfPack mode.��8�QUIT�Returns to the initial menu.��

(7-1) Sets the AS/400 connection configuration

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�INQUIRY DATA�Sets the INQUIRY data..��2�QUIT�Returns to the emulation menu.��



�(7-1-1) Sets the INQUIRY data

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�SCSI VERSION�Sets the SCSI version.��2�UNKNOWN1�Sets the unknown information 1.��3�UNKNOWN2�Sets the unknown information 2.��4�PRODUCTID�Sets the product ID.��5�VENDOR1-1�Sets the vendor specified information 1 (first).��6�VENDOR1-2�Sets the vendor specified information 1 (middle).��7�VENDOR1-3�Sets the vendor specified information 1 (last).��8�VENDOR2-1�Sets the vendor specified information 2 (first).��9�VENDOR2-2�Sets the vendor specified information 2 (middle).��10�VENDOR2-3�Sets the vendor specified information 2 (last).��11�QUIT�Returns to the emulation menu.��



�(7-1-1-1) Sets the SCSI version

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Enter a one-digit decimal number (0 to 7).   The input result is immediately reflected.

(ii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iii)	If the entered value is invalid, the previous value is displayed again.

(iv)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



(7-1-1-2) Sets the unknown information 1

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0035 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the ASCII code into “� EMBED Word.Picture.6  ���(”. The input result is reflected on the cursor position in characters.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



�(7-1-1-3) Sets the unknown information 2

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0035 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the ASCII code into “� EMBED Word.Picture.6  ���(”. The input result is reflected on the cursor position in characters.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



(7-1-1-4) Sets the product ID

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0035 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the ASCII code into “� EMBED Word.Picture.6  ���(”. The input result is reflected on the cursor position in characters.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



�(7-1-1-5) Sets the vendor specified information 1 (first)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



(7-1-1-6) Sets the vendor specified information 1 (middle)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



�(7-1-1-7) Sets the vendor specified information 1 (last)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.



(7-1-1-8) Sets the vendor specified information 2 (first)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of INQUIRY data menu.



�(7-1-1-9) Sets the vendor specified information 2 (middle)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the AS/400 connection configuration menu.



(7-1-1-10) Sets the vendor specified information 2 (last)

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the AS/400 connection configuration menu.





�(8)	Sets the controller serial No.

(a)	Panel display
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(b)	Key and other operations (Refer to ( on PNL-0035 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the ASCII code into “� EMBED Word.Picture.6  ���(”. The input result is reflected on the cursor position in characters.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the INQUIRY data menu.









�(9)	Sets the save data pointer response

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�ALL PORT COMMON�Set the save data pointer of the all PORT common. (default)��2�PORT #A�Set the save data pointer of the PORT #A.��3�PORT #B�Set the save data pointer of the PORT #B.��4�PORT #C	(*1)�Set the save data pointer of the PORT #C.��5�PORT #D	(*1)�Set the save data pointer of the PORT #D.��6�QUIT�Returns to the initial menu.��*1	: Not displayed in the case of the DF400-RKL.



(9-1) Sets the save data pointer

(a)	Panel display

A display when ALL PORT COMMON is selected is shown below.

�EMBED Word.Picture.6���

A display when PORT #* (* is replaced with one of A to D) is selected is shown below.

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�NOTHING�The save data pointer does not respond to anything. (default)��2�AFTER DATA & CMD�The save data pointer responds after the data and command phases.��3�ONLY AFTER DATA�The save data pointer responds only after the data phase.��4�ONLY AFTER CMD�The save data pointer responds only after the command phase.��5�QUIT�Returns to the save data pointer menu.��



�(10)	Sets the host block size

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�512BYTES�512 bytes per block. (default)��2�520BYTES�520 bytes per block.��3�QUIT�Returns to the initial menu.��

(11)	Sets the RS232C error information outflow mode

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�ON (NORMAL)�Does not inhibit outflow of information.

Outputs only the fault messages.��2�ON (HITRACK)�Does not inhibit outflow of information.

Displays the fault messages and the normal status of the unit.��3�OFF�Inhibits outflow of information. (default)��4�QUIT�Returns to the initial menu.��

(12)	Sets whether or not the spare disk is mounted

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�SPARE1�One spare disk is valid. (S0 or 50)��2�SPARE2	(‡1)�Two spare disks are valid.

(Do not select this in the case of the CK and RKL type subsystem.)��3�NOTHING�Spare HDU ASSY is not mounted.��4�QUIT�Returns to the initial menu.��When adding or removing the spare HDU ASSY, select from No.1 to 3 according to the new configuration of the DF400.

‡1 : This menu is displayed only with flash program Rev. B06 and later, and supported with MICRO_Disk_Ver. 0404, 4404, 0454, 4454, and later respectively.

�(13)	Sets the controller identifier

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�DISABLE�Does not set the controller identifier. (default)��2�ENABLE�Sets the controller identifier.��3�QUIT�Returns to the initial menu.��When selecting the “ENABLE”, the panel display changes to the one shown below and then the controller identifier setting operation starts.

(c)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0035 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the ASCII code into “� EMBED Word.Picture.6  ���(”. The input result is reflected on the cursor position in characters.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of controller identifier setting menu.





�(14)	Sets the last LBA information

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�ALL ROW COMMON�Sets the last LBA common to all rows.��2�ROW #0�Sets the last LBA of the ROW#0.��3�ROW #1�Sets the last LBA of the ROW#1.��4�ROW #2�Sets the last LBA of the ROW#2.��5�ROW #3�Sets the last LBA of the ROW#3.��6�ROW #4�Sets the last LBA of the ROW#4��7�ROW #5�Sets the last LBA of the ROW#5.��8�QUIT�Returns to the initial menu.��

(14-1) Sets the last LBA information

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�MANUAL�Input the value using the panel and set it.��2�4GB�Automatically sets as a 4.1 G bytes HDD on the subsystem side.��3�9GB�Automatically sets as a 8.7 GB bytes HDD on the subsystem side.��4�18GB�Automatically sets as a 17.8 GB bytes HDD on the subsystem side.��5�36GB�Automatically sets as a 35.7 GB bytes HDD on the subsystem side.��6�72GB	(‡1)�Automatically sets as a 71.6 GB bytes HDD on the subsystem side.��7�QUIT�Returns to the initial menu.��‡1:This menu is displayed by the flash program Rev.B16 or later.



�(14-1-1) Sets the MANUAL

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the last LBA information setup menu.



(14-2) Sets the last LBA for each ROW

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�MANUAL�Input the value using the panel and set it.��2�4GB�Automatically sets as a 4.1 G bytes HDD on the subsystem side.��3�9GB�Automatically sets as a 8.7 G bytes HDD on the subsystem side.��4�18GB�Automatically sets as a 17.8 G bytes HDD on the subsystem side.��5�36GB�Automatically sets as a 35.7 G bytes HDD on the subsystem side.��6�72GB	(‡1)�Automatically sets as a 71.6 G bytes HDD on the subsystem side.��7�QUIT�Returns to the initial menu.��‡1:This menu is displayed by the flash program Rev.B16 or later.



(14-2-1) Sets the MANUAL

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Key and other operations (Refer to ( on PNL-0030 for the key input.)

(i)	Using the �EMBED Word.Picture.6��� and �EMBED Word.Picture.6��� keys changes the cursor position.

(ii)	Enter the two decimal digits into “(”. The input result is immediately reflected on the cursor position as a hexadecimal number.

(iii)	Press the �EMBED Word.Picture.6��� key to define the entered value.

(iv)	If the entered value is invalid, the previous value is displayed again.

(v)	When the setting is completed, the screen returns to that of the last LBA information setup menu.

�(15)	Sets whether or not the buzzer sounds

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�ENABLE�The buzzer sounds if a failure occurs. (default)��2�DISABLE�The buzzer does not sound even if a failure occurs.��3�QUIT�Returns to the initial menu.��

(16)	Downed in the system if a system error (CHK1) occurs

(a)	Panel display

�EMBED Word.Picture.6���

(b)	Contents of display

No.�Message displayed�Description��1�SYSTEM DOWN�Downed in the system.��2�AUTO RESET�Automatically resets the system. (default)��3�QUIT�Returns to the initial menu.��
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