(13)	Menu for turning on/off the CTL power

When replacing the CTL ASSY or the I/F ADAPTER ASSY, it is required to menu for turning on/off the CTL power.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�ON�Turns on the CTL power.��2�OFF�Turns off the CTL power.��3�(QUIT)�Returns to the previous menu (statistics clear menu).��

(13-1) When turning off the controller power

When selecting No.2 “OFF” in “(13) Menu for turning on/off the CTL power”, the following is displayed.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�YES�Executes powering off.��2�(QUIT)�Cancels and returns to the previous menu.��(	When selecting “YES”, the following is displayed and the power is turned off.
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(	If the configuration is normal, turning off of the power supply cannot be done.
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The above message is displayed and the display returns to that of “(13) Menu for turning on/off the CTL power”.



�(13-2) The case of power ON

When selecting No.1 “ON” in “(13) Menu for turning on/off the CTL power.”, the following is displayed.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�YES�To action of power ON.��2�(QUIT)�Returns to the previous menu (statistics clear menu).��(	Selected the YES.
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To power on.

(	If “YES” is selected when the controller power supply is not installed, the following is displayed.
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The above message is displayed and the display returns to that of “(13) Menu for turning on/off the CTL power”.



�(14)	Buzzer control (volume adjustment) menu

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description���1�4. >>>>���2�3. >>>�Enables to set the buzzer volume to one of four levels.��3�2. >>�(Maximum level is 4 (default).)��4�1. >���5�(QUIT)�Returns to the previous menu.��* : The sound volume currently set is displayed with a symbol ‘*’.



(14-1) Confirming buzzer volume

By selecting one of the four levels in the buzzer control menu, the display is switched to the following so that the buzzer volume can be confirmed.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�TEST�Enables to confirm the currently set volume level.��2�YES�confirms the volume level.��3�(QUIT)�Cancels the selected volume level and returns the display to the previous menu.��(	When selecting No.2 “YES”, the volume level is changed and the display is switched to the following.
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�(15)	Menu concerning the serial number control information FD (‡1)

‡1 This menu is supported only with MICRO_Disk Ver. 0404, 4404, 0454, 4454, and later respectively.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�GET INFO�Writes the serial number control information onto the FD.��2�SET INFO�Reads the serial number control information from the FD.��3�(QUIT)�Cancels the selected volume level and returns the screen to the immediately previous menu.��

(15-1) Writing the serial number control information onto the FD

(a)	Panel display
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(b)	Contents of display on the second line

(Dual mode)

No.�Message displayed�Description��1�DEVICE�Acquires information on the subsystem/customer.��2�CONTROLLER 0�Acquires information on the CTL-00.��3�CONTROLLER 1�Acquires information on the CTL-01.��4�(QUIT)�Returns to the previous menu.��(Single mode)

No.�Message displayed�Description��1�DEVICE�Acquires information on the subsystem/customer.��2�CONTROLLER�Acquires information on the controller.��3�(QUIT)�Returns to the previous menu.��(c)	Key and other operations

(	When the object to be written is selected, the indication is switched to that shown below, and prompts to confirm whether to execute the writing before executing it.
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Writes information on the selected object onto the FD.��2�(QUIT)�Writes no information and returns the screen to the immediately previous menu.��(	When receiving the confirmation for the writing, the indication is switched to that shown below to inform that the writing is in progress.
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�(	When the information writing is completed, the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�(QUIT)�Returns to the previous menu.��

(15-2) Reading the serial number control information from the FD

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�DEVICE�Acquires information on the subsystem/customer.��2�(QUIT)�Returns to the previous menu.��(c)	Key and other operations

(	When the reading object is selected, the indication is switched to that shown below, and prompts to confirm whether to execute the writing before executing it.
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Reads the selected object and write it onto the FD.��2�(QUIT)�Reads nothing and returns the screento the immediately previous menu.��(	When receiving the confirmation for the reading, the indication is switched to that shown below to inform that the writing is in progress.
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(	When the information reading is completed, the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�(QUIT)�Returns to the previous menu.��

�(16)	IP ADDRESS (‡1), SUB NET MASK (‡1) and GATEWAY ADDRESS (‡2) reference menu

‡1 : This menu is supported only with MICRO_Disk Ver. 0404, 4404, 0454, 4454, and later respectively.

‡2 : This menu is supported only with MICRO_Disk Ver. 0406, 4406, 0456, 4456, and later respectively.

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�IP ADDRESS�Refers to the IP address.��2�SUB NET MASK�Refers to the Sub Net Mask value.��3�GATEWAY ADDRESS�Refers to the GATEWAY address.��4�(QUIT)�Returns to the previous menu.��

(16-1) IP ADDRESS reference menu

(	Selecting the IP ADDRESS switches to the following display.
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(	If the equipment fails into detecting IP ADDRESS, the following message is displayed.
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(	If the equipment is single controller mode, the following message is displayed for CTL-01.
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�(16-2) SUB NET MASK reference menu

(	Selecting the SUB NET MASK switches to the following display.
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(	If the equipment fails into detecting SUB NET MASK, the following message is displayed.
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(	If the equipment is single controller mode, the following message is displayed for CTL-01.
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(16-3) GATEWAY ADDRESS reference menu

(	Selecting the GATEWAY ADDRESS switches to the following display.
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(	If the equipment fails into detecting GATEWAY ADDRESS, the following message is displayed.
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(	If the equipment is single controller mode, the following message is displayed for CTL-01.
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�(17)	Optional function reference and setting menu

The optional functions are the following.

No.�Function�Product name�Description��1�Turbo LU residence function�DF-F400-WLU�This menu is supported only with MICRO_Disk Ver.0404, 4404, 0454, 4454, and later respectively.��2�LUN security function�DF-F400-WSEC�This menu is supported only with MICRO_Disk Ver.0459, 4459, and later respectively.��3�Dual Active ID take-over function�DF-F400-WD�This menu Is supported only with MICRO_Disk Ver.0409, 4409, 0459, 4459, and later respectively.��4�Password security protection function�DF-F400-WSPS�This menu Is supported only with MICRO_Disk Ver.040A, 440A, 045A, 445A, and later respectively.��(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�OPTION OPEN�Unlocks the optional function.��2�OPTION CLOSE�Locks the optional function.��3�(QUIT)�Returns the screen to the immediately previous SVP function selection menu.��(17-1) Unlocking the optional function (Insertion of the optional FD is requited beforehand)

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�OP OPEN START�Starts an unlocking of the option.��2�TURBO-LU                           (*1)�Shows that the LU residence in cache function has been unlocked.

(This is not displayed before it is unlocked)��3�LUN SECURITY�Shows that the LUN security function has been unlocked.

(This is not displayed before it is unlocked)��4�ID TAKING OVER�Shows that the Dual Active ID take-over function has been unlocked. (This is not displayed before it is unlocked)��5�PSW PROTECT�Shows that the Password security protection function has been unlocked. (This is not displayed before it is unlocked)��6�(QUIT)�Returns the screen to the immediately previous SVP function selection menu.��*1:”TURBO-LU” is displayed as “P-CACHE” in versions 0405, 4405, 0455, 4455, and earlier respectively of MICRO_Disk.



�(c)	Key and other operations

(	Insert the Option floppy disk supplied with each product.

(	When selecting “OP OPEN START” (by displaying it in the second line and pressing the �EMBED Word.Picture.6��� key), the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Unlocks the optional function. (An access to the FD is started)��2�(QUIT)�Unlocks no optional function, and returns the screen to the immediately previous menu.��(	When receiving the confirming response, the indication is switched to that shown below, and confirms whether to unlock the LU residence in cache function before executing it.

�EMBED Word.Picture.6���

(	When reading from the floppy disk is completed, the screen for confirming whether to unlock the optional function is displayed.

(	Screen for confirming whether to unlock the Turbo LU residence function
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(	Screen for confirming whether to unlock the that the LUN security function
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(	Screen for confirming whether to unlock the Dual Active ID take-over function
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(	Screen for confirming whether to unlock the Password security protection function
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Unlocks the optional function.��2�(QUIT)�Does not unlock the optionl function, and returns the screen to the immediately previous menu.��*1:”TURBO-LU” is displayed as “P-CACHE” in versions 0405, 4405, 0455, 4455, and earlier respectively of MICRO_Disk.



�(	When receiving the confirming response and completing the unlocking, the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�(QUIT)�Returns the screen to the optional function unlocking menu.��(17-2) Locking the optional function (Insertion of the optional FD is requited beforehand)

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�OP CLOSE START�Starts an locking of the option.��2�(QUIT)�Returns the screen to the immediately previous SVP function selection menu.��(c)	Key and other operations

(	Insert the Option floppy disk supplied with each product.

(	When selecting “OP CLOSE START” (by displaying it in the second line and pressing the �EMBED Word.Picture.6��� key), the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Locks the optional function. (An access to the FD is started)��2�(QUIT)�Locks no optional function, and returns the screen to the immediately previous menu.��(	When receiving the confirming response, the indication is switched to that shown below, and confirms whether to unlock the LU residence in cache function before executing it.
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(	When reading from the floppy disk is completed, the screen for confirming whether to unlock the optional function is displayed.

(	Screen for confirming whether to unlock the Turbo LU residence function
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(	Screen for confirming whether to unlock the that the LUN security function
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*1:”TURBO-LU” is displayed as “P-CACHE” in versions 0405, 4405, 0455, 4455, and earlier respectively of MICRO_Disk.



�(	Screen for confirming whether to unlock the Dual Active ID take-over function
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(	Screen for confirming whether to unlock the Password security protection function
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Contents of display on the second line

No.�Message displayed�Description��1�YES�Unlocks the LU residence in cache function.��2�(QUIT)�Does not unlock the LU residence in cache function, and returns the screen to the immediately previous menu.��(	When receiving the confirming response and completing the unlocking, the indication is switched to that shown below.
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Contents of display on the second line

No.�Message displayed�Description��1�(QUIT)�Returns the screen to the optional function unlocking menu.��

<Remark>  Setting validity/invalidity for the optional function

You can invalidate the optional function (LU residence in cache functin, LUN security function, Dual Active ID take-over function, Password security protection function) leaving it unlocked.  To perform the operation, you must unlock the function beforehand by performing the operation in Item (17-1) (see page PNL-0965.)

(a)	Panel display
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(b)	Contents of display on the second line

No.�Message displayed�Description��1�OP OPEN START�Starts an unlocking of the option.��2�TURBO-LU                           (*1)�Shows that the LU residence in cache function has been unlocked.��3�LUN SECURITY�Shows that the LUN security function has been unlocked.��4�ID TAKING OVER�Shows that the Dual Active ID take-over function has been unlocked.��5�PSW PROTECT�Shows that the Password security protection function has been unlocked.��6�(QUIT)�Returns the screen to the immediately previous SVP function selection menu.��*1:”TURBO-LU” is displayed as “P-CACHE” in versions 0405, 4405, 0455, 4455, and earlier respectively of MICRO_Disk.



�(c)	Key and other operations

The procedure for setting the Turbo LU residence function invalid is shown below.

(The LU security function and Dual Active ID take-over function can also be set to be invalid in the same way)

(	When selecting “TURBO-LU” (by displaying it in the second line and pressing the �EMBED Word.Picture.6��� key), the indication is switched to that shown below and confirms whether the FD has been inserted.
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(	To invalidate the function, display “DISABLE” using �EMBED Word.Picture.6��� key and press the �EMBED Word.Picture.6��� key.  Then, the changing process is executed and the indication is switched to that shown below.
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Press the �EMBED Word.Picture.6��� key to terminate the process.�Display “(QUIT)” in the second line and press the �EMBED Word.Picture.6��� key.

*1:”TURBO-LU” is displayed as “P-CACHE” in versions 0405, 4405, 0455, 4455, and earlier respectively of MICRO_Disk.
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