6.5	Using in the DATA SHARE MODE


Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.


Procedure ( : Operate as described below.
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6.6	When the VxVM DMP Is Used on the Host Side


A procedure to set options when the host uses VxVM DMP is explained below.�This mode cannot be set for each port.


(	When making the settings using the Disk Array Utility, set the “VxVM mode enable” of “Window 3/Option 1” by executing the “System Parameter Wizard” in the “System Parameter Setup” menu. Do not set the other “Option 1” and “Window 4/Option 2”.


6.6.1	When the VxVM V2.6/2.6.1 is used


Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.


Procedure ( : Operate as described below.
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6.6.2	When the VxVM V3.0.1 DMP is used


When using the I/O path switching function in the state being connected to VxVM Ver.3.0.1 DMP, setting of the SPECIAL CONNECT mode, TRESPASS mode, OPTION mode, ENHANCE OPTION mode, and INQUIRY INF mode from the SVP function is needed.


Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.


Procedure ( : Operate as described below.
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6.7	When the HACMP Is Used by the Host Side


Note :	This setting is not required for the DF400.





�
6.8	When Sun OS Solaris 2.5.1 and Later Is Used by the Host Side


If the following message is displayed on the console screen while executing SUN Format command, use the subsystem with its mode changed to this one.


[Computing capacity exceeds actual disk capacity.]


This mode cannot be set for each port.


(	When making the settings using the Disk Array Utility, set the “SUN Solaris 2.5.1 mode enable” of “Window 3/Option 1” by executing the “System Parameter Wizard” in the “System Parameter Setup” menu. Do not set the other “Option 1” and “Window 4/Option 2”.


Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.


Procedure ( : Operate as described below.
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6.9	When Using the Subsystem in Connection with MP5400


Set OPTION in the system parameter menu. The procedure to set OPTION is explained below.


This mode cannot be set for each port.


(	When making the settings using the Disk Array Utility, set the “MP5400 mode enable” of “Window 3/Option 1” by executing the “System Parameter Wizard” in the “System Parameter Setup” menu. Do not set the other “Option 1” and “Window 4/Option 2”.


Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.


Procedure ( : Operate as described below.
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