6.10	When Connecting the Subsystem to the HP with Host Board Adapter Based on HP Tachyon (Fibre Channel)

When connecting to the subsystem to the HP with Host Board Adapter based on the HP Tachyon, change the subsystem mode to this mode before using the subsystem.

The setting method changes with MULTI PF MODE of system parameter menu.�MULTI PF MODE is displayed by the Flash program Rev.B10 and later, and is supported with the MICRO_Disk Ver.0404, 4404, 0454, 4454 and later respectively.�In use of the version before these, execute the (a).

Procedure ( : Execute the procedure ( referring to the flowchart on page RKL-INS-1210.

Procedure ( : Operate as described below.

(a)	When MULTI PF MODE is “NON MULTI”

When a MULTI PF MODE menu is not displayed in the SVP Panel, please follow this procedure.�Refer to the multi port extension function setup for setting MULTI PF MODE.

(	When making the settings using the Disk Array Utility, set the “HP Connection mode enable” of “Window 3/Option 1” by executing the “System Parameter Wizard” in the “System Parameter Setup” menu. Do not set the other “Option 1” and “Window 4/Option 2”.
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�(b)	When MULTI PF MODE is “MULTI”

The setup for every port is attained.�Refer to the multi port extension function setup for setting MULTI PF MODE.

(	In the case of the setting using Disk Array Utility, click the “Set Port x Option” buttom on the “Window 9/Port Type”, and set “HP Connection mode enable” on the Port Option (Port x) setting screen.

� EMBED Word.Picture.6  ���



�(i)	When setting all ports.
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�(ii)	When setting specific port.
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