4.	Setting the Subsystem Parameter





Setting the system parameters and downloading
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Figure 4.1  Panel Configuration (System parameter is Set)





�
(1)	Display


The SETUP MENU - SET SYSPRM function for setting the subsystem parameters, DIP SWITCH SET function, and SVP FUNCTION are displayed on the panel display in the format shown below.


��EMBED Word.Picture.6���















































(a)	Message display


One display is provided for the two controllers. You can determine which of the two controllers displayed the message as follows.


Message from the CTL-00	:	The first (left most) character is in uppercase.


Message from the CTL-01	:	The first (left most) character is in lowercase.


Example)


CTL-00	:	W61900 FLSWAR-00


CTL-01	:	w61901 FLSWAR-01


For the dual controllers, the menu title with the display format 2 is displayed as indicated above. (For the panel operation messages, the first (left most) character is always in uppercase regardless of the controller No.)


For the single controller, the first (left most) character is always in uppercase.


(b)	Cursor display


CTL-00 :	(


CTL-01 :	(


When setting the system parameter, you can determine CTL-00/01 by the difference of cursor.








�
(c)	When the controller number is displyaed


During operation of SET SYSPRM, number of the controller concerned is shown as “#0” or “#1”.


SET SYSPRM #0 :	Parameter of the CTL-00 is to be set.


SET SYSPRM #1 :	Parameter of the CTL-01 is to be set.


(2)	Keys


Use the �EMBED Word.Picture.6��� - �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� - �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� �EMBED Word.Picture.6���  �EMBED Word.Picture.6��� �EMBED Word.Picture.6���  keys for panel operation.


�EMBED Word.Picture.6��� - �EMBED Word.Picture.6��� �EMBED Word.Picture.6��� - �EMBED Word.Picture.6��� 	Used for entering the parameter values.


�EMBED Word.Picture.6���	Used for determining the menu or the input parameter.


�EMBED Word.Picture.6��� �EMBED Word.Picture.6���	Used for determining the parameter input position.


�EMBED Word.Picture.6��� �EMBED Word.Picture.6���	Used for selecting the menu.





The �EMBED Word.Picture.6��� key can cancel a setting made.


However, the �EMBED Word.Picture.6��� key is valid for the following functions only.
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The �EMBED Word.Picture.6��� key can move the cursor backward deleting entered data one by one each time when it is pressed.


The �EMBED Word.Picture.6��� key is not used.





(3)	Setting subsystem parameters


(	Parameters required to be set are shown below.


- System parameters


- Own port ID (in the case of the fibre channel connection)


- Configuration information


(	Set the parameters in the following procedure.


Step 1 : Setting system parameters


Set the system parameters following instructions in Section 4.1.


Step 2 : Setting own port ID


Set the own port ID following instructions in Section 4.2.


Step 3 : Setting configuration information


Set the configuration information following instructions in Section 4.3.





�
4.1 Setting the System Parameter


Perform the setting operation (*1) following the flowchart below.
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(*1)	For details of the setting, see Chapter 8, “PANEL”.


(*2)	Setting items and selection methods of the system parameters differ depending on whether the subsystem is connected via SCSI or the Fibre Channel.


(*3)	To confirm the revision number of the flash program, see Section 3.2, “Confirmation of Flash Program Revision” in Chapter 7 on page MIC-0080.


�
Procedure (


(1)	Operate as described below.


� EMBED Word.Picture.6  ���








�
Supplementary procedure to the procedure (�: When performing the setting using the DIP switch


(1)	Set No. 4 of the DIP switch 1 on the SW PANEL ASSY, before turning the power of the equipment ON.�(When it is used the dual controller, also set the DIP switch 2 in the same way.)
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(2)	Operate as described below.
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�
(a)Setting the SNMP option


(a-1)Setting the IP address
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�
(a-2) Setting the SUB NET MASK
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�
(a-3) Setting the DEFAULT GATEWAY address
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Notice (  If an invalid GATE WAY address is set ( the IP address of the device is different from network address.), either of warning messages as shown below is displayed until the READY LED of the subsystem lights on.�Power off the subsystem and set IP address and DEFAULT GATE WAY address correctly.
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( Menu title


There are two kinds of menu title described below.


SETUP MENU/SET SYSPRM or DIPSWITCH SET:


 For setting the target ID, buzzer, etc.


SVP FUNCTION:


 For the operations other than described above.


( Warning


A hatch mark “#” indicates that a message has occurred in the host command processing during panel operation.


( Current setting


An asterisk “*” indicates the item currently set.


( Menu item/parameter value


This indicates the menu item or the parameter value entered from the panel.














