[Procedure (-B] Verifying RAID group
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�1 This menu is displayed only with MICRO_Disk Ver. 0404, 4404, 0454, 4454, and later respectively.
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When no problem was found in verifying RAID group, go to procedure (-E.
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[Procedure (-C] Setting RAID group
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Go to procedure (-B.





�
Note 1 :	Set RAID group for each ROW when you want to set it for each ROW.


Note 2 :	RAID levels which can be set for Permanent LU Cache are RAID 5, RAID A and RAID C.�Therefore, set RAID level of RAID group to which Permanent LU Cache belongs as RAID 5 or RAID A or RAID C.
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[Procedure (-D] Deleting RAID group


Notice :	All user data is lost by deleting the RAID group.�Backup the user data before deleting the RAID group.
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Go to procedure (-D-1 when you want to delete all RAID groups, Go to (-D-2 when you want to delete appointed RAID groups. RAID group delete can be canceled by selecting the QUIT.


[Procedure (-D-1] Deleting all RAID groups
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Go to procedure (-C.
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[Procedure (-D-2] Deleting assigned RAID groups
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Go to procedure (-C.
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[Procedure (-E] Completion of verifying RAID group
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4.3.3	Setting LU


Following procedures are used to set, delete, refer or format the LU.


This function can be used when the subsystem is ready.


Notice :	All user data is lost by deleting the LU.�Backup the user data before deleting the LU.


[Procedure (-A] Preparing of setting LU
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When RAID group is already set, go to procedure (-C.


When changing no RAID group, go to procedure (-D.





�
[Procedure (-B] Verifying LU
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When no problem was found in verifying LU, go to procedure (-E.


When any problem was found, go to procedure (-D.
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