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1.	Notice on Adding Optional Subsystem
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(1)	Ensure that the user data has been backed up before starting the addition because there may be a risk of losing user data by mistake in operation.


(2)	Setting DIP switches after expansion of optional units�Insert the floppy disk for system parameter backup into the floppy disk drive and perform a backup of the system parameters according to Chapter 11, ”OPTIONAL INSTALLATION” on page RKL-OPT-0030 or RK-OPT-0040 or RKY-OPT-0040.


(3)	Add the optional subsystem after powering off the existing subsystem according to Chapter 11, ”OPTIONAL INSTALLATION” on page RKL-OPT-0200 or RK-OPT-0100 or RKY-OPT-0110. If this operation is omitted, user data may be lost.
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2.	Procedure for Adding RKY Type Subsystem on U3 Frame


A maximum of the four DF400-RKY subsystem can be mounted on the Hitachi rack frame (DF-F400-U3).


2.1	Optional Parts


Check visually the unit appearance for distortion or damage during the transportation.�Check items and quantities of system components and other items shipped together with the unit. Cross-check with the packing list.


Table 2.1.1  Optional Parts


No.�
Part Name�
Part No.�
Qty.�
Remarks�
�
1�
DF400-RKY�
�
1 to 4�
(*)�
�
2�
Washer and SB510�
3183095-510�
8�
For securing the front side of the subsystem.


(2 spares are included.)�
�
* : For the part is installing of the DF400-RKY mounted on the U3 rack frame, see page RKY-INS-0060.





2.2	Tools Required


(	Phillips screwdriver (No.2)


(	Hexagon wrench (No.4)
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2.3	Installing the Subsystem into the Rack Frame
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(	The leveling bolts of the frame should have been lowered to touch the floor before installing the subsystem into the rack.�Do not attempt to start installation before lower the leveling bolts (to prevent the equipment from falling).


(	Do not drawout two subsystems from the rack at a time (to prevent the equipment from falling).


(	Be sure to perform the work with two or more persons.�The weight of the DF400-RKY disk subsystem is approximately 170 kg.


(	Install the DF400-RKY in the location starting from the bottom of the rack frame in principle.


(	The carrier is not fixed to the rack frame.   Therefore take care when lifting/mounting the unit from/on the carrier.
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2.3.1	Procedures for installation


Install the unit following the procedure below.
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2.3.2	Remove the brank panel


The blank panels are attached to the third and fourth shelves (numbered from bottom to top) of the U3 frame. These blank panels must be removed when three or four RKY type subsystems are mounted on the frame.


(1)	Remove four M5(10 binding screws and remove the blank panel.
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Figure 2.3.1  Remove the Brank Panel
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2.3.3	Installing the subsystem into the rack
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Make sure that the front panel of the DF400-RKY is secured tightly before installing the DF400-RKY in the rack frame.


If not, the front panel may comes off during the installation causing a personal injury.


The DF400-RKY unit weights approx. 170 kg.


(1)	Get the subsystem off the tranceportion. (the tranceportion is a property of the customer)


(2)	Place the DF400-RKY unit on the elevator of the lifter.


(3)	Move it to the rack frame installing position.


(4)	Place it on the rails in the rack frame.


(5)	Push it towards the rear of the rack frame gently.
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Figure 2.3.2  Installing the Subsystem in the Rack
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2.3.4	Securing the front side of the subsystem


(1)	Secure t he subsystem at six places using the washer and SB510 (M5 ( 10).
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Figure 2.3.3  Securing the Front Side of the Subsystem
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2.3.5	Securing the rear side of the subsystem


(1)	Make sure that the subsystem is caught by the bracket as shown in the figure.
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Figure 2.3.4  Securing the Rear Side
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