10 Procedure of Micro-program replacement to SVP





(1)	<Maintenance window>
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	‘Maintenance’ window is displayed by ‘Modify Mode’.


	In the ‘Maintenance’ window, check and select (CL) �[DKC] to be replaced.























(2)	<Select [SVP] >


�


	Select (CL) part [SVP] to be replaced from ‘DKC’.





























(3)	<Execute>
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	Select (CL) [Execute].





�























(4)	<Check beginning of [SVP] Replacement>


�EMBED Word.Picture.6���


	Select (CL) [Yes] in response to “Do you �want to replace the "SVP? "”.


























�
(5)	<Check the starting of [SVP] Replacement>


�


	Select (CL) [OK] in response to the message �shown on the right.


























(6)	The message “Blocking SVP-SSVP communication.  


�


	Wait...” is displayed.

















�


	The message “Blocking DKC-SVP communication.  �Wait...” is displayed.

















(7)	The message “This will end SVP operation.  


�


	Replace SVP after turning off.” is displayed.


	Select (CL) [OK], so SVP is turned off automatically.























�
(8)	<Disconnect the RS232C cable>


(8-1)  Power Off SVP


(	Insert the Shut Down Jumpers in SVPPS1 and SVPPS2.


(	Wait for one minute.
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(8-2)  Disconnect the RS232C cable from the SVP


�(	Disconnect the  a  (RS232C cable) from the SVP
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(8-3)  Remove the Shut Down Jumpers in SVPPS1 and SVPPS2.


(Power on SVP )











�
(9)	<Restart the computer in MS-DOS mode>


(9-1)  <Shut Down Windows>


�


	Select (CL) [Start].


	Select (CL) [Shut Down].


























(9-2)  <Restart the computer in MS-DOS mode>


�


	Select “Restart the computer in MS-DOS mode” �from Shut Down Windows, and select (CL) �[Yes] in response to “Are you sure you want �to:”.




















<Installation of Micro-program>


�














(	Insert the floppy disk of (1/24 or 1/31) into the FDD.


(	Input “a:\setcopy.bat” in ‘DOS prompt’, and press the [Enter] key.


(	When the message “SET FD NO. (2/24 or 1/31)” is displayed, insert the floppy disk of �(2/24 or 1/31) into the FDD and press the [Enter] Key.


(	Copy the remaining floppy disks ((3/24 or 3/31) through (24/24 or 31/31)) in succession in �response to the displayed messages.


(	When the message “SET FD NO. (1/24 or 1/31)” is displayed, insert the floppy disk of �(1/24 or 1/31) into the FDD and press the [Enter] key.


(	Remove the floppy disk of (1/24 or 1/31) from FDD.





(11)	<Copy the SVP information to HD>


(	Insert the floppy disk of (1/24 or 1/31) into the FDD.


(	Input “a:\pcconf.bat” in ‘DOS prompt’ and press the [Enter] key.


(	The message “"pcconf" change START!!” is displayed, when the message “"pcconf" change �END!!” is displayed, file copy, is complete.


(	Press the [Enter] key, and remove the floppy disk of (1/24 or 1/31) from the FDD.





�
(12)	<Reboot the SVP>


(	Reboot the SVP by [Alt], [Ctrl], and [Del] keys simultaneously.








(13)	<Set IP address of SVP>


(13-1)  <Open [Install]>


	Select (CL) [Install] from ‘SVP’.








(13-2)  <Select [Set Subsystem IP Address...]>


�


	Select (CL) [Set Subsystem IP Address...] from �‘Install’.


























(13-3)  <Set IP Address>


�


	Select (CL) [Specify], Enter “Serial No.”.


	Select (CL) [OK].




















(13-4)  <Check SVP reboot>


�


	Select (CL) [OK].


























(13-5)  <Select [Exit]>


�


	Select (CL) [File].


	Select (CL) [Exit].











�
(14)	<Reboot the SVP>


(14-1)  <Shut Down Windows>


�


	Select (CL) [Start].


	Select (CL) [Shut Down].


























(14-2)  <Shut down the SVP>


�


	Select (CL) “Shut down the computer?” from �Shut Down Windows, and select (CL) [OK] in �response to “Are you sure you want to:”.























�
(15)	<Connect the RS232C cable>


(15-1)  Power Off SVP


(	Insert the Shut Down Jumpers in SVPPS1 and SVPPS2.


(	Wait for one minute.
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(15-2)  Connect the RS232C cable from the SVP


�(	Connect the  a  (RS232C cable) from the SVP
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(15-3)  Remove the Shut Down Jumpers in SVPPS1 and SVPPS2.


(Power on SVP)











�
(16)	<Load the Configuration from the SM to the SVP’s HDD>


(16-1)  <Open [Maintenance]>


	Wait a few minutes, message “Loading SVP Program...  SVP requests to DKC can not be performed presently.  Please wait...” will be extinguished.


	Then select (CL) [Maintenance] form ‘SVP’.

















(16-2)


	Check “Connection error occurred SVP-DKC.” is not displayed.


	If “Connection error occurred SVP-DKC” is displayed, see TRBL05-70.




















(16-3)  <Select [Exit]>


�


	Select (CL) [File] from the “Maintenance”.


	Select (CL) [Exit].























(17)	<SSVP Reset>


�	Press the “SSVP ALARM RESET” switch (see  30  on page LOCATION03-40).


	Open the “Maintenance” window and wait until the initializing SSVP message ceases to be displayed (for about 15 minutes).

















(18)	<SIM Complete>


	See SVP02-500.
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NOTICE


When the screen prompting an operator to input a password in order to prevent a multiple maintenance, contact the technical support center to ask for an instruction.





NOTICE


Do not Micro-program replacement to SVP for 20 minutes after turning AC Power on.


The SSVP may power off and power on the SVP in order to recover.











