12 Procedure of setting System Option Mode (RAID300)





(1)	Make it on the screen which shows SVP in the


�


	following.





























(2)	Put down the following keys at one to input in the password


�


	and. Select (CL) [OK].


	“[CTL]”, ”[Shift]” and “[D]”.


























(3)	Select (CL) the [Install].


�
































(4)	Select (CL) the [Change Configuration].


�
































�
(5)	“Reading configuration...” is displayed.


�
































(6)	Select (CL) the [System Option] and select


�


	(CL) [OK].























(7)	Select (CL) the [Mode] and select (CL) [OK].


�









































(8)	Select (CL) the [Up>>].


�


	the message is displayed with select (CL) the [OK].





























�
(9)	Select (CL) the [Mode 53] and select (CL) [OK].


�
































(10)	Select (CL) [OK].


�









































(11)	“Loading configuration...” is displayed.


�
































(12)	“Change Configuration completed” is displayed.


�


	Select (CL) [OK].





























�
(13)	“Reading Subsystem configuration data...” is displayed.


�
































(14)	“Please insert config FD in FDD.” is displayed. 


�


	Insert ‘RAID300 CONFIG FD’ in FDD, Select (CL) [OK].





























(15)	“Copying subsystem configuration data...” is displayed.


�
































(16)	“Backup is done, Remove FD.” is displayed.


�


	Remove ‘RAID300 CONFIG FD’ from FDD,


	Select (CL) [OK].


























�
(17)	Check system Option (Mode 53).


	Perform procedure (4) to (8).


	Confirm that ‘Mode 53’ is being marked.


	Select (CL) the [Cancel], Return to ‘System Option’ screen.


	Select (CL) the [Cancel], Return to ‘Install’ screen.




















(18)	Close the ‘Install’ window, change view Mode.
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