4.3 Disconnection of DKC


4.3.1 Disconnection between DKC and 1st DKU


(1)  Disconnect the AC cables from the AC boxes.


a.	Loosen the two screws.


b.	Remove the plate.
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Fig. 4.3.1-1  Removal of the plate





c.	Remove the repeat binders.
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Fig. 4.3.1-2  Removal of the repeat binders





�
d.	Disconnect the AC cables from the AC boxes.
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Fig. 4.3.1-3  Disconnection of the AC cables





e.	Re-Install the plate.
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Fig. 4.3.1-4  Re-Installation of the plate





�
(2)  Disconnect the DKUMN cables from the DKUMN PCBs.


a.	Disconnect the DKUMN cables from the DKUMN PCBs.
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Fig. 4.3.1-5  Disconnection of DKUMN cables





b.	Loosen the four screws.


c.	Lift the DKUMN PCBs.


d.	Slide and secure the DKUMN PCBs.
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Fig. 4.3.1-6  Lift of DKUMN PCBs





�
e.	Remove the repeat binders.
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Fig. 4.3.1-7  Removal of repeat binders





�
(3)  Disconnect the SCSI interface cables from the SCSI BFR PCBs.


a.	Disconnect the SCSI interface cables from the SCSI BFR PCBs.
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Fig. 4.3.1-8  Disconnection of SCSI Interface Cables





b.	Remove the cable fixing wires and repeat binders.
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Fig. 4.3.1-9  Removal of the cable fixing wire and repeat binder





�
(4)  Remove the frame ground cable.
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Fig. 4.3.1-10  Removal the frame ground cable





(5)  Remove the kick plates.
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Fig. 4.3.1-11  Removal of the kick plates





�
(6)  Exchange the fixed plate.


a.	Loosen the screws.


b.	Exchange the fixed plate.


c.	Fix the fixed plate with the screws.
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Fig. 4.3.1-12  Exchange of the fixed plate





(7)  Fix the movable rack with the screws.
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Fig. 4.3.1-13  Fixing the movable rack





�
(8)  Disconnect the connecting bolts.
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Fig. 4.3.1-14  Disconnection of the connecting bolts.





(9)  Loosen the screw jack of First DKU.
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Fig. 4.3.1-15  Loosening the screw jack





�
(10)  Secure the power cable assy.


a.	Loosen the four screws.
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Fig. 4.3.1-16  Fixing of the power cable assy





b.	Secure the power cable assy with the screws.
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Fig. 4.3.1-17  Fixing of the power cable assy





�
(11)  Remove the DKC.


Notice : Move the DKC and the DKU as being careful of floor cut.





[In case that there isn’t second DKU.]


a.	In case that there isn’t second DKU, remove the DKC from basic DKU.
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Fig. 4.3.1-18 Removal of the DKC





[In case that there is second DKU.]


a.	In case that there is second DKU, remove the basic DKU from DKC.
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Fig. 4.3.1-19  Removal of the basic DKU





�
(12)  Fix the DKUMN cables, the SCSI interface cables and the AC power cables.
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Fig. 4.3.1-20  Fixation of the cables





(13)  Replace the New DKC.


In case that there is second DKU, go to “Disconnection between DKC and second DKU” [DKCREP04-220].





Go to “Connection of New DKC” [DKCREP04-320].
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