4.6 Power ON of Disk Subsystem





(1)  Power on procedures are shown below. Refer to the details and start the operation.


a.	Turn on the main circuit breaker at the distribution board.


b.	Turn on the main circuit breaker at the AC Box on the Disk Unit.
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Fig. 4.6-1  Main Circuit Breaker on AC Box





�
c.	Turn on the circuit breaker at the Breaker Box-1 and 2 in the Disk Controller.
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Fig. 4.6-2  Circuit Breaker in Breaker Box-1 and 2








d.	Turn on the circuit breaker at the Outlet Box in the Disk Controller.
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Fig. 4.6-3  Circuit Breaker in Outlet Box





�
e.	Turn the “ENABLE/DISABLE” switch on the DKUMN PCB’s to “ENABLE”.
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Fig. .4.6-4  ENABLE/DISABLE Switch on DKUMN PCBs





f.	Turn “ENABLE/DISABLE” switch on the CE panel PCB to “ENABLE”.


g.	[Case as custom engineer operates]�	Turn the “REMOTE/LOCAL” switch on the CE panel PCB to “LOCAL”.�	Turn the “POWER ON/OFF” switch on the CE panel PCB to “ON”.�[Case as operate from CPU]�	Turn the “REMOTE/LOCAL” switch on the CE panel PCB to “REMOTE”.�	Turn on the power supply from CPU.
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Fig. 4.6-5  Switches on CE Panel PCB
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