9 Procedure of saving configuration information to FD for DKC Change





(1)	Change the mode to [Swap Mode].


	• Select “Shift”+“Ctrl”+“Alt”+“P”.


	• Enter the password and select [OK] (CL).


	• Select [Install] (CL).























(2)	<DKC REPLACEMENT>


� EMBED Paint.Picture  ���


	Select (CL) [DKC REPLACEMENT].





























(3)	Enter the password and select [OK] (CL).


� EMBED Paint.Picture  ���


	Password is needed for this operation.


	Please call Technical Support Center to obtain password and authorization.























(4)	Select (CL) “Save Configuration information


� EMBED Paint.Picture  ���


	to FD (used in old DKC)” and select (CL) [OK] in the [DKC Replacement] window.


























�
(5)	Please vary connected channel paths offline.


� EMBED Paint.Picture  ���


	After you have done this operation, select(CL) [OK].


























(6)	Insert CONFIG FD in FDD.


� EMBED Paint.Picture  ���


	Then select(CL) [OK].





























	<Error case>


� EMBED Paint.Picture  ���


	Insert correct FD.


	Then select(CL) [Retry].


























	<Error case>


� EMBED Paint.Picture  ���


	Remove the write-protection.


	Then select(CL) [OK].


























�
(7)	“Checking Subsystem...” is displayed.
































(8)	“Reading the subsystem configuration data...”is displayed.





	<Error case>


	“Communication error has occurred.”


	“Operation is rejected by DKC.”




















(9)	Remove FD and turn off the subsystem.


� EMBED Paint.Picture  ���


	Wait until power is off.


	Then select(CL) [OK].


























(10)	Select(CL) [OK].


� EMBED Paint.Picture  ���


Note:	Do not connect the old DKU to the new DKC.
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