2.6 Trouble shooting for errors in install SVP procedure
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*1	In case of the message “Renewal process has completed”



*2	“There is no change in configuration data (upgrade/de-install)”





�2.7 Trouble shooting for errors in de-install SVP procedure
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*1	In case of the message “Renewal process has completed”



*2	“There is no change in configuration data (upgrade/de-install)”





�2.8 Change Configuration



When Changing Configuration Information such as subsystem ID, DKC Emulation Type, Control Devices, Device Address, and Channel Speed, perform the following General flow chart.

Above Configuration Information can not change while subsystem is running.

After changing Configuration Information, PS off/on required.



System tuning

1) Device Structure Set Up

2) Channel Configuration

3) System Option















	K6601527-



REV.1�Jan.1998�Mar.1999������Copyright ©1998,1999, Hitachi, Ltd.

INST02-�page �6�0



REV.0�Jan.1998�������Copyright ©1998, Hitachi, Ltd.

INST02-�page �61�



REV.0�Jan.1998�������Copyright ©1998, Hitachi, Ltd.

INST02-�page �7�0



REV.0�Jan.1998�������Copyright ©1998, Hitachi, Ltd.

INST02-�page �71�



REV.0�Jan.1998�������Copyright ©1998, Hitachi, Ltd.

INST02-�page �8�0







START



INLINE CUDG error?



See DIAGNOSIS SECTION for analysing



Normal end?



Is there any message showed as below?



Error L-DEV formatting?



B



Is error message displayed?



Is there any part other than P-DEV/L-DEV status is not normal?



See SVP-MSG SECTION



Is any SIM or SSB created?



See TROUBLE SHOOTING SECTION



See SSB or SIM-RC for analysing



See REPLACE SECTION for replacing failure parts
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Execute the procedures described in “Isolation and Recovery Procedures for Common SCSI Bus Error” in Trouble Shooting section.



The �Configuration match with what you want?



See REPLACE SECTION for replacing failure parts



See SVP SECTION for L-DEV formatting



END



No



Yes



No



Yes



Is there any P-DEV status is not normal?



Is there any L-DEV status is not normal?



A



Redefine Configuration as what you tried to do



See INSTALLATION SECTION for performing install procedure



Normal end?



to START



B
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START



INLINE CUDG error?



See DIAGNOSIS SECTION for analysing



Normal end?



Is there any message showed as below?



The Configuration match with what you want?



Is there any P-DEV status is not normal?



Error L-DEV formatting?



B



See REPLACE SECTION for replacing failure parts



Is there any L-DEV status is not normal?



See SVP SECTION for L-DEV formatting



END



Is error message displayed?



Is there any part other than P-DEV/L-DEV status is not normal?



See SVP-MSG SECTION



Is any SIM or SSB created?



See TROUBLE SHOOTING SECTION



See SSB or SIM-RC for analysing



See REPLACE SECTION for replacing failure parts
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A



Redefine Configuration as what you tried to do



See INSTALLATION SECTION for performing de-install procedure



Normal end?



to START



B
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