3.13 Installation of Interface Connector





3.13.1 Installation of PCI I/F Connector (DKC-F310I-18)





3.13.1.1 Flowchart





	1.	Confirm that the REMOTE/LOCAL Switch of CE Panel is set to LOCAL.  If not, set the REMOTE/LOCAL Switch to LOCAL.


(


	2.	Connect the "CE Panel INH" jumper plug to the sockets on the HUB.


(


	3.	Set the jumper connectors(JP1 and JP2) of the CE Panel.


(


	4.	Attach the PCI CONN PCB.


(


	5.	Restore the REMOTE/LOCAL switch and jumpers (JP1 and JP2) on the CE panel.


(


	6.	Disconnect the "CE Panel INH" jumper plug from the socket on the HUB.


(


	7.	Attach the nameplate.








3.13.1.2 Parts List





Table 3.13.1.2-1  Parts List


No.�
Model Number�
Part Name�
Part No.�
Quantity�
Remarks�
�
1�
DKC-F310I-18�
PCI CONN�
3236713-A�
1�
�
�
�
�
Nameplate�
3252542-14�
1�
�
�






�
3.13.1.3 Installation Procedure of PCI I/F Connector





Be sure to wear your wrist strap and attach to ground prior to performing the following work.  This will ensure that the IC and LSI on the PCB are protected from static electricity.





Confirm that the REMOTE/LOCAL Switch of CE Panel is set to LOCAL.  If not, set the REMOTE/LOCAL Switch to LOCAL.


� EMBED Word.Picture.6  ���





Fig. 3.13.1.3-1  Setting of REMOTE/LOCAL Switch





Connect the "CE Panel INH" jumper plug to the sockets on the HUB.





� EMBED Word.Picture.6  ���





Fig. 3.13.1.3-2  Insertion of Jumper Plug





�
Set the jumper connectors(JP1 and JP2) of the CE Panel.





� EMBED Word.Picture.6  ���





Fig. 3.13.1.3-3  Insertion of Jumper Plug





Attach the PCI CONN PCB.


a.	Remove the screw( and remove the plate.


b.	Attach the PCI CONN PCB and fasten the screw(.


c.	Attach the plate and fasten the screw(.


d.	Connect the cable.
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Fig. 3.13.1.3-4 Attachment of PCI CONN PCB





�
Restore the REMOTE/LOCAL switch and jumpers (JP1 and JP2) on the CE panel.


a.	Restore the REMOTE/LOCAL switch and jumpers (JP1 and JP2) on the CE panel set in step 1 and 2 to its previous setting. The relation between the REMOTE/LOCAL switch and the jumper settings are shown below.





Table 3.13.1.3-1  Jumper setting of CE Panel


No.�
Description�
JP1 and JP2 Setting�
�



1�
When power is controlled from the host


(at least one PCI cable attached to JP1-JP8 on PCI CONN PCB), set the jumpers as shown.�
� EMBED Word.Picture.6  ����
�



2�
When power is not controlled from the host,   no PCI Cable attached to JP1-JP8 PCI CONN PCB, to disable the EPO of host, set the jumpers as shown.


�
� EMBED Word.Picture.6  ����
�






Disconnect the "CE Panel INH" jumper plug from the socket on the HUB.�


Attach the nameplate.


a.	Attach the nameplate of DKC-F310I-18.
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Fig. 3.13.1.3-5  Location of the Nameplate





Return to General Flow.�New Installation :  	Go to INST02-10 step (2)-2.  But if RCU I/F Connector must be installed, �	perform INST03-2450 through 2470.�Non-Disruptive Installation :  Go to INST02-24 step (11)-2.�Disruptive Installation :  Go to INST02-41 step (6)-2.





�
3.13.2 Installation of RCU I/F Connector (DKC-F310I-19)





3.13.2.1 Flowchart





	1.	Attach the RCU CONN PCB.


(


	2.	Attach the nameplate.








3.13.2.2 Parts List





Table 3.13.2.2-1  Parts List


No.�
Model Number�
Part Name�
Part No.�
Quantity�
Remarks�
�
1�
DKC-F310I-19�
RCU CONN�
3236713-B�
1�
�
�
�
�
Nameplate�
3252542-15�
1�
�
�






�
3.13.2.3 Installation Procedure of RCU I/F Connector





Be sure to wear your wrist strap and attach to ground prior to performing the following work.  This will ensure that the IC and LSI on the PCB are protected from static electricity.





Attach the RCU CONN PCB.


a.	Remove the screw( and remove the plate.


b.	Attach the RCU CONN and fasten the screw(.


c.	Attach the plate and fasten the screw(.


d.	Connect the cables(P70, 71).
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Fig. 3.13.2.3-1  Attachment of RCU CONN PCB








�
Attach the nameplate.


a.	Attach the nameplate of DKC-F310I-19.
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Fig. 3.13.2.3-2  Location of the Nameplate





Return to General Flow.�New Installation :  Go to INST02-10 step (2)-2.�Non-Disruptive Installation :  Go to INST02-24 step (11)-3.�Disruptive Installation :  Go to INST02-41 step (7).
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