3.14 Installation of Outlet Box


3.14.1 Installation of Outlet Box(IU)
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	Perform The Outlet Box with care.


	This Outlet Box is concerned with Primary Circuit.


	Perform this procedure before connecting the Disk Unit to the frame and the Power Cable Assy.


	Be sure to mind your head during operation, or you might hit your head against the movable rack, which causes injury.








3.14.1.1 Flowchart





Cover Removal


(


Outlet Box Attachment


(


Cover Attachment








3.14.1.2 Parts List





Table 3.14.1.2-1  Parts List


No.�
Name of Part�
Part Number�
Quantity/Unit�
Remarks�
�
1�
Outlet Box (IU type)�
5497351-A�
1�
�
�
2�
Jumper Plug (P311:208V)�
3250946-B�
1�
�
�
3�
Jumper Plug (P311:230/400V)�
3250946-D�
1�
�
�
4�
Jumper Plug (P312:115V)�
3250946-G�
1�
�
�
5�
OLB BASE ASM�
3252602-A�
1�
�
�






�
3.14.1.3 Procedure of Outlet Box(IU) Installation


Cover removal


a.	Remove the Front PS Box Cover 2.  Refer to INST03-10.


b.	Loosen the two screws and remove the cable duct cover.





� EMBED Word.Picture.6  ���





Fig. 3.14.1.3-1  Removal of Cable Duct Cover





Outlet Box attachment


a. Loosen the screw( and attach the OLB BASE ASM with three screws.


 


� EMBED Word.Picture.6  ���


Fig. 3.14.1.3-2  Attachment of OLB BASE ASM


�
b.	Insert the Outlet Box to the stopper position located at the bottom of the Disk Controller.





� EMBED Word.Picture.6  ���         � EMBED Word.Picture.6  ���





Fig. 3.14.1.3-2A  Attachment of Outlet Box





�
c.	Attach the Outlet Box with two screws.�Attach the frame ground cable to the Disk Controller frame using the screw and lock washer.
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Fig. 3.14.1.3-3  Attachment of Outlet Box





d.	Remove the cover and pass the OLB power cable (P203) through the gap in the plate.  Attach the cover.
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Fig. 3.14.1.3-4  Attachment of Outlet Box Power Cable





�
e.	Insert the Outlet Box connector as it was.�Attach the OLB power cable (P203).





Table 3.14.1.3-1  Outlet Box Connectors


Part Name�
Connector No.�
Remarks�
�
�
P203�
J313�
�
�
�
Outlet Box(IU)�
(�
(�
(�
�
�
�
OLB power cable


(Breaker Box-1)�
�
�
�
�
Symbols)	(: Insert the connector.  (: Do not insert the connector.�(: Insert the connector as needed
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Fig. 3.14.1.3-5  Connection of Outlet Box Power Cable





�
Cover Attachment


a.	Attach the Front PS Box Cover 2.  Refer to INST03-10.


b.	Attach the cable duct cover and fasten the two screws.  Refer to Fig. 3.14.1.3-1.


Checking the Voltage Select Jumper Connector at the Outlet Box.


a.	Check the P311 and P312 jumper connectors at the Outlet Box.
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Fig. 3.14.1.3-6  Voltage Select Jumper Connectors





Table 3.14.1.3-2  Voltage Select Jumper Connector Setting


Input�
Jumper Connectors�
Output Voltage�
�
Input Voltage�
Frequency�
J311�
J312�
�
�
208 Vac�
60 Hz�
P311


208V�
P312


115V�
115 Vac�
�
230 Vac�
�
P311


230/400V�
P312


115V�
�
�



Return to General Flow.�New Installation: Go to INST02-10 step (2)-3.


Non-Disruptive Installation : Go to INST02-24 step (12)-2.


Disruptive Installation : Go to INST02-41 step (7)-2.





�
3.14.2 Installation of Outlet Box(IE)





�EMBED MSDraw  \* MERGEFORMAT���


	Perform The Outlet Box with care.


	This Outlet Box is concerned with Primary Circuit.


	Perform this procedure before connecting the Disk Unit to the frame and the Power Cable Assy.


	Be sure to mind your head during operation, or you might hit your head against the movable rack, which causes injury.








3.14.2.1 Flowchart





Cover Removal


(


Outlet Box Attachment


(


Cover Attachment








3.14.2.2 Parts List





Table 3.14.2.2-1  Parts List


No.�
Name of Part�
Part Number�
Quantity/Unit�
Remarks�
�
1�
Outlet Box (IE type)�
5497351-B�
1�
�
�
2�
OLB BASE ASM�
3252602-A�
1�
�
�






�
3.14.2.3 Procedure of Outlet Box(IE)  Installation


Cover removal


a.	Remove the Front PS Box Cover 2.  Refer to INST03-10.


b.	Loosen the two screws and remove the cable duct cover.
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Fig. 3.14.2.3-1  Removal of Cable Duct Cover





Outlet Box attachment


a. Loosen the screw( and attach the OLB BASE ASM with three screws.
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Fig. 3.14.2.3-2  Attachment of OLB BASE ASM


�
b.	Insert the Outlet Box to the stopper position located at the bottom of the Disk Controller.
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Fig. 3.14.2.3-2A  Attachment of Outlet Box





�
c.	Attach the Outlet Box with two screws�Attach the frame ground cable to the Disk Controller frame using the screw and lock washer.
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Fig 3.14.2.3-3  Attachment of Outlet Box





d.	Remove the cover and pass the OLB power cable (P203) through the gap in the plate.  Attach the cover.
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Fig. 3.14.2.3-4  Attachment of Outlet Box Power Cable





�
e.	Insert the Outlet Box connector as it was.�Attach the OLB power cable (P203) with three repeat binders.





Table 3.14.2.3-1  Outlet Box Connectors


Part Name�
Connector No.�
Remarks�
�
�
P203�
P311�
P312�
J313�
�
�
�
Outlet Box(IE)�
(�
(�
(�
(�
(�
�
�
�
OLB power cable


(Breaker Box-1)�
For setting the input voltage�
For setting the output voltage�
�
�
�
�
Symbols)	(: Insert the connector.  (: Do not insert the connector.�(: Insert the connector as needed
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Fig. 3.14.2.3-5  Connection of Outlet Box Power Cable





�
Cover Attachment


a.	Attach the Front PS Box Cover 2.  Refer to INST03-10.


b.	Attach the cable duct cover and fasten the two screws.  Refer to Fig. 3.14.2.3-1.





Return to General Flow.�New Installation: Go to INST02-10 step (2)-3.�Non-Disruptive Installation : Go to INST02-24 step (12)-3.�Disruptive Installation : Go to INST02-41 step (8).





�
3.15 Installation of Dump/Restore Function for Multi-Platform (DKC-F310I-M80)





3.15.1 Installation Procedure of Dump/Restore Function for Multi-Platform





Change the Nameplate.


a.	Wipe off the number ( of the nameplate.
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Fig. 3.15.1-1  Location of the Nameplate





Return to General Flow.�New Installation :  Go to INST02-11 step (11).�Non-Disruptive Installation :  Go to INST02-24 step (14).�Disruptive Installation :  Go to INST02-41 step (9).








�
3.16 Installation of Dynamic Cache Resident Feature (DKC-F310I-M81)





3.16.1 Installation Procedure of Dynamic Cache Resident Feature





Change the Nameplate.


a.	Wipe off the number ( of the nameplate.
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Fig. 3.16.1-1  Location of the Nameplate





Return to General Flow.�New Installation :  Go to INST02-11 step (12).�Non-Disruptive Installation :  Go to INST02-24 step (15).�Disruptive Installation :  Go to INST02-41 step (10).








�
3.17 Installation of Customized Volume Size Feature (DKC-F310I-M82)





3.17.1 Installation Procedure of Customized Volume Size Feature





Change the Nameplate.


a.	Wipe off the number ( of the nameplate.
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Fig. 3.17.1-1  Location of the Nameplate





Return to General Flow.�New Installation :  Go to INST02-12 step (12a).�Non-Disruptive Installation :  Go to INST02-24 step (16).�Disruptive Installation :  Go to INST02-41 step (10a).
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