4.3 Disconnection of SCSI Interface Cables

4.3.1 Disconnection of Additional SCSI Interface Cables (DKU-F305I-3C)

4.3.1.1 Flowchart

1. Disconnection Procedure of SCSI Interface Cables between DKC and Third DKU (HDU-L10-L13) Chassises

1 Disconnection of the SCSI Interface Cables (Before removal of Third DKU(DKU305-14))	[INST04-340]



(1) Disconnect the SCSI interface cables.	[INST04-340]

(

(2) Remove the cable fixing wire and repeat binder.	[INST04-350]

(

(3) Remove the nameplate.	[INST04-360]



2 Removal of SCSI Interface Cables (After removal of Third DKU(DKU305I-14))	[INST04-360]



(1) Remove the cable duct cover.	[INST04-360]

(

(2) Remove the four SCSI interface cables from the DKC.	[INST04-370]

(

(3) Attach the cable duct cover.	[INST04-370]



2. Disconnection Procedure of SCSI Interface Cables between DKC and Third DKU (HDU-L14-L17) Chassises

1 Disconnection of the SCSI Interface Cables (Before removal of HDU Boxes(DKU-F305I-B4))	[INST04-380]



(1) Disconnect the SCSI interface cables.	[INST04-380]

(

(2) Remove the cable fixing wire and repeat binder.	[INST04-390]



2 Removal of SCSI Interface Cables (After removal of HDU Boxes(DKU-F305I-B4))	[INST04-400]



(1) Remove the cable duct cover.	[INST04-400]

(

(2) Remove the four SCSI interface cables from the DKC.	[INST04-400]

(

(3) Attach the cable duct cover.	[INST04-410]

(

(4) Secure the 8 SCSI interface cables.	[INST04-410]



4.3.1.2 Parts List

Table 4.3.1.2-1 Parts List for Additional SCSI Interface Cable

No.�Model Number�Parts Name�Parts No.

(Spare Parts No.)�Quantity�Remarks��1�DKU-F305I-3C�SCSI Interface Cable�2101654-A through R

(5500004-A through R)�16�HDU-L10-L17����Nameplate�2099650-75�1���

�4.3.1.3 Disconnection Procedure of Additional SCSI Interface Cables (In case of HDU-L13 from L10)

1. Disconnection of the SCSI Interface Cables (Before removal of Third DKU(DKU305-14))

a.	Open the front and rear doors from the DKC and Third DKU.

b.	Remove the Rear Logic Box cover.

c.	Refer to Fig. 4.3.1.3-1. Disconnect the SCSI interface cables from the sub-edges on the disk adapter PCBs that are installed in locations Nos. D and K in the Rear Logic Box.

�EMBED Word.Picture.6���

Fig. 4.3.1.3-1 SCSI Interface Cable Disconnecting Diagram (Disk Adapter PCB Side)



d.	Refer to Fig. 4.3.1.3-2. Disconnect the SCSI interface cables from the sub-edges on the SCSI BFR PCBs located in the HDU box.

�EMBED Word.Picture.6���

Fig. 4.3.1.3-2 SCSI Interface Cable Disconnecting Diagram (SCSI BFR PCB Side)

�e. Refer to Fig. 4.3.1.3-3. Remove the cable fixing wire and repeat binder that are securing the SCSI interface cables from cable duct.

�EMBED Word.Picture.6���



�EMBED Word.Picture.6���

Fig. 4.3.1.3-3 Removal of the cable fixing wire and repeat binder

�f. Refer to Fig. 4.3.1.3-4. De-install the name plate.



�EMBED Word.Picture.6���

Fig. 4.3.1.3-4 De-installation of nameplate



g. Return to General Flow

Non-Disruptive De-Installation :  Go to INST02-32 step (5)-7.

Disruptive De-Installation :  Go to INST02-53 step (12)-5.



2. Removal of the SCSI Interface Cables (After removal of Third DKU(DKU305-14))

a. Loosen the two screws and remove the cable duct cover.



�EMBED Word.Picture.6���

Fig. 4.3.1.3-5 Removal of  Cable Duct Cover

�b. Refer to Fig. 4.3.1.3-6. Remove the four SCSI interface cables listed in Table 4.3.1.3-1 from the DKC.



Table 4.3.1.3-1 Parts List for Additional SCSI Interface Cable

No.�Connector� No.�Parts No.���Source�Destination�(Spare Parts No.)��1�1R(D1�0U(P501�2101654-A (5500004-A)��2�1R(D2�1U(P501�2101654-C (5500004-C)��3�2R(K1�0L(P501�2101654-B (5500004-B)��4�2R(K2�1L(P501�2101654-D (5500004-D)��
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Fig. 4.3.1.3-6 Attachment of SCSI Interface Cable



c. Attach the cable duct cover and fasten the two screws.

d. Replace the Rear Logic Box cover.

e. Close the front and rear doors on the DKC and Third DKU.



�4.3.1.4 Disconnection Procedure of Additional SCSI Interface Cables (In case of HDU-L17 from L14)



1. Disconnection of the SCSI Interface Cables (Before removal of HDU Boxes(DKU-F305I-B4))

a.	Open the front and rear doors from the disk controller and Third Disk Unit.

b.	Remove the Rear Logic Box cover.

c.	Refer to Fig. 4.3.1.4-1. Disconnect the SCSI interface cables from the sub-edges on the disk adapter PCBs that are installed in locations Nos. E and L in the Rear Logic Box.
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Fig. 4.3.1.4-1 SCSI Interface Cable Disconnecting Diagram (Disk Adapter PCB Side)



d.	Refer to Fig. 4.3.1.4-2 Disconnect the SCSI interface cables from the sub-edges on the SCSI BFR PCBs located in the HDU box.
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Fig. 4.3.1.4-2  SCSI Interface Cable Disconnecting Diagram (SCSI BFR PCB Side)

�e. Refer to Fig. 4.3.1.4-3. Remove the cable fixing wire and repeat binder that are securing the SCSI interface cables from the cable duct.
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Fig. 4.3.1.4-3 Removal of Cable Clamp

f. Return to General Flow

Non-Disruptive De-Installation :  Go to INST02-31 step (4)-6.

Disruptive De-Installation :  Go to INST02-52 step (11)-5.

�2. Removal of the SCSI Interface Cables (After removal of HDU Boxes(DKU-F305I-B4))

a. Refer to Fig. 4.3.1.4-4  Loosen the two screws and remove the cable duct cover.
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Fig. 4.3.1.4-4 Removal of  Cable Duct Cover

b. Refer to Fig. 4.3.1.4-5. Remove the four SCSI interface cables listed in Table 4.3.1.4-1 from the DKC.



Table 4.3.1.4-1 Parts List for Additional SCSI Interface Cable

No.�Connector� No.�Parts No.���Source�Destination�(Spare Parts No.)��1�1R(E1�4U(P501�2101654-J (5500004-J)��2�1R(E2�5U(P501�2101654-L (5500004-L)��3�2R(L1�4L(P501�2101654-K (5500004-K)��4�2R(L2�5L(P501�2101654-M (5500004-M)���EMBED Word.Picture.6���

Fig. 4.3.1.4-5 Attachment of SCSI Interface Cables�c. Attach the cable duct cover and fasten the two screws.

d. Refer to Fig. 4.3.1.4-6. Secure the 8 SCSI interface cables that removed inside the First Disk Unit with the tie wraps.
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Fig. 4.3.1.4-6 Fixing of SCSI Interface Cables



d. Replace the Rear Logic Box cover.

e. Close the front and rear doors on the DKC and Third DKU.



f. Return to General Flow.

	Non-Disruptive De-installation :  Go to INST02-32 Step (5).

	Disruptive De-installation :  Go to INST02-53 Step (12).
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