4.3.2 Disconnection of Additional SCSI Interface Cables (DKU-F305I-24C)





4.3.2.1 Flowchart


The disconnection procedure of the extension SCSI interface cables (DKU-F305I-24C) is shown below.  You must perform the operations actually after referring to the details of the procedure.


When connecting the SCSI interface cable with disk subsystem inactive, you don’t have to check Shut Down LED on the SCSI BFR PCB and blocking/restoring both DKA PCB and SCSI BFR PCB through SVP.





1.	Disconnection Procedure of SCSI Interface Cables between First (HDU-R10-R13) and Second DKU (HDU-R20-R23) 	Chassises	[INST04-420]


2.	Disconnection Procedure of SCSI Interface Cables between First (HDU-R14-R17) and Second DKU (HDU-R24-R27) 	Chassises	[INST04-430]


3.	Disconnection Procedure of SCSI Interface Cables between Third (HDU-L10-L13) and Fourth DKU (HDU-L20-L23) 	Chassises	[INST04-440]


4.	Disconnection Procedure of SCSI Interface Cables between Third (HDU-L14-L17) and Fourth DKU (HDU-L24-L27) 	Chassises	[INST04-450]





1.	Disconnection Procedure of SCSI Interface Cables between First (HDU-R10-R13) and Second DKU (HDU-R20-R23) Chassises





(1)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis.�	[INST04-470]


(


(2)	In the first DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected. After the restoration is completed, block the SCSI BFR PCBs on the other side using the SVP. 	[INST04-480]


(


(3)	In the first DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs on the other side from which the SCSI interface cables are to be disconnected.	[INST04-490]


(


(4)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis.�	[INST04-500]


(


(5)	In the first DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected.	[INST04-510]


(


(6)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the second DKU chassis.	[INST04-520]


(


(7)	Remove the SCSI interface cables from inside the DKU chassises.	[INST04-540]


(


(8)	Remove the nameplate from the second DKU chassis.	[INST04-550]





�
2.	Disconnection Procedure of SCSI Interface Cables between First (HDU-R14-R17) and Second DKU (HDU-R24-R27) Chassises





(1)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis.	[INST04-570]


(


(2)	In the first DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected. After the restoration is completed, block the SCSI BFR PCBs on the other side using the SVP. 	[INST04-580]


(


(3)	In the first DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs on the other side from which the SCSI interface cables are to be disconnected.	[INST04-590]


(


(4)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis.	[INST04-600]


(


(5)	In the first DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected.	[INST04-610]


(


(6)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the second DKU chassis.	[INST04-620]


(


(7)	Remove the SCSI interface cables from inside the DKU chassises.	[INST04-640]


(


(8)	When the third DKU chassis consists of 4 HDU boxes, fix the disconnected SCSI interface cables in the second DKU chassis.	[INST04-650]





�
3.	Disconnection Procedure of SCSI Interface Cables between Third (HDU-L10-L13) and Fourth DKU (HDU-L20-L23) Chassises





(1)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the third DKU chassis.	[INST04-670]


(


(2)	In the third DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected. After the restoration is completed, block the SCSI BFR PCBs on the other side using the SVP. 	[INST04-680]


(


(3)	In the third DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs on the other side from which the SCSI interface cables are to be disconnected.	[INST04-690]


(


(4)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the third DKU chassis.	[INST04-700]


(


(5)	In the third DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected.	[INST04-710]


(


(6)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the fourth DKU chassis.	[INST04-720]


(


(7)	Remove the SCSI interface cables from inside the DKU chassises.	[INST04-740]


(


(8)	Remove the nameplate from the fourth DKU chassis.	[INST04-750]





�
4.	Disconnection Procedure of SCSI Interface Cables between Third (HDU-L14-L17) and Fourth DKU (HDU-L24-L27) Chassises





(1)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the third DKU chassis.	[INST04-770]


(


(2)	In the third DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected. After the restoration is completed, block the SCSI BFR PCBs on the other side using the SVP.	[INST04-780]


(


(3)	In the third DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs on the other side from which the SCSI interface cables are to be disconnected.	[INST04-790]


(


(4)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the third DKU chassis.	[INST04-800]


(


(5)	In the third DKU chassis, use the SVP to restore the SCSI BFR PCBs from which the SCSI interface cables are disconnected.	[INST04-810]


(


(6)	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the fourth DKU chassis.	[INST04-820]


(


(7)	Remove the SCSI interface cables from inside the DKU chassises.	[INST04-840]


(


(8)	When the fourth chassis consists of 4 HDU boxes, fix the disconnected SCSI interface cables in the fourth DKU chassis.	[INST04-850]











4.3.2.2 Parts List





Table 4.3.2.2-1 Parts List of the SCSI Interface Cable


No.�
Model Number�
Parts Name�
Parts No.


(Spare Parts No.)�
Quantity�
Remarks�
�
1�
DKU-F305I-24C�
SCSI Interface Cable�
2098192-A-R


(5487067-A-R)�
16�
HDU-R20-R27/L20-L27�
�
�
�
DKUMN Cable�
3239256-A,B�
2�
Dynamic 6�
�
�
�
DKUMN Cable�
2098190-A,B�
2�
MRP 100�
�
�
�
Nameplate�
2099650-78�
1�
�
�
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