4.3.2.3	Disconnection Procedure of Additional SCSI Interface Cables(In case of HDU-R23 from R20)





1.	In the first DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs from which the SCSI interface cables are to be disconnected.
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Fig. 4.3.2.3-1 Confirmation of the Shut Down LED Light





�
2.	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis referring to figures 4.3.2.3-2 and 4.3.2.3-3.





Notice


When disconnecting the SCSI interface extension cable (DKU-F305I-24C) during the operation of subsystem, take the following actions from SVP to allow disconnection of only the SCSI interface cable whose Shut Down LED goes on.


	1. Block the SCSI bus disconnecting the SCSI interface cable.


	2. Light the Shut Down LED on the SCSI BFR PCB on the SCSI bus.
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Fig. 4.3.2.3-2 Disconnection of the SCSI Interface Cables
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Fig. 4.3.2.3-3 Disconnection of the SCSI Interface Cables





3.	Refer to INST02-58( when disconnecting the additional SCSI interface cable while the sub-system is in operation. Refer to INST04-500 when disconnecting the additional SCSI interface cable with the sub-system switched off.





�
4.	In the first DKU chassis, check that the Shut Down LEDs are lit on the SCSI BFR PCBs on the other side from which the SCSI interface cables are to be disconnected.
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Fig. 4.3.2.3-4 Confirmation of the Shut Down LED Light





�
5.	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the first DKU chassis referring to figures 4.3.2.3-5 and 4.3.2.3-6.





Notice


When disconnecting the SCSI interface extension cable (DKU-F305I-24C) during the operation of subsystem, take the following actions from SVP to allow disconnection of only the SCSI interface cable whose Shut Down LED goes on.


	1. Block the SCSI bus disconnecting the SCSI interface cable.


	2. Light the Shut Down LED on the SCSI BFR PCB on the SCSI bus.
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Fig. 4.3.2.3-5 Disconnection of the SCSI Interface Cables
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Fig. 4.3.2.3-6 Disconnection of the SCSI Interface Cables





6.	Refer to INST02-59( when disconnecting the additional SCSI interface cable while the sub-system is in operation. Refer to INST04-520 when disconnecting the additional SCSI interface cable with the sub-system switched off.





�
7.	Disconnect the SCSI interface cables from the SCSI BFR PCBs in the second DKU chassis referring to figures 4.3.2.3-7 and 4.3.2.3-8.
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Fig. 4.3.2.3-7 Disconnection of the SCSI Interface Cables
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Fig. 4.3.2.3-8 Disconnection of the SCSI Interface Cables





�
8.	Remove the cable fixing wires and repeat binders and remove the SCSI interface cables from inside the DKU chassises.
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Fig. 4.3.2.3-9 Removal of the SCSI Interface Cables





�
9.	Remove the nameplate from the second DKU chassis.
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Fig. 4.3.2.3-10 Removal of the Nameplate





10.	Go to INST02-59 Step (.
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