4.6 De-Installation of Platform for the Canister Mount (DKU-F305I-B4)



4.6.1 Flowchart



The procedure for de-installing the platform for the canister mount is shown below.

(1) Confirmation of de-installation position of platform for the canister mount.	[INST04-1120]

(

(2) Installation of the jumper plug in the DKUMN PCB.	[INST04-1130]

(

(3) Setting of the PS enable switch on the multi power supply.	[INST04-1140]

(

(4) Disconnection of the INLET cable.	[INST04-1150]

(

(5) Removal of the acrylic cover, SCSI BFR PCB, multi power supply, and partition plate.�	[INST04-1160]

(

(6) Removal of the side plate.	[INST04-1180]

(

(7) Disconnection of the DKUMN cable.	[INST04-1190]

(

(8) De-Installation of the HDU Box.	[INST04-1200]

(

(9) Attachment of the acrylic cover, SCSI BFR PCB, multi power supply, and partition plate.�	[INST04-1200]

(

(10) Attachment of the side plate.	[INST04-1200]

(

(11) Removal of the nameplate and label (REV).	[INST04-1210]



4.6.2 Parts List



Table 4.6.2-1  Parts List for Platform for Canister Mount

No.�Model Number�Part Name�Part No.�Quantity�Remarks��1�DKU-F305I-B4�HDU Box�1505534-A�4�����Multi Power Supply�5497470-A/B/C�8�����SCSI BFR PCB�5497468-A�8�����HDD FAN Assembly�5497471-A�12�����Nameplate E (DKU-F305I)�2099650-57�1�����Label (REV)�5497283-1�1���

�4.6.3 De-Installation Procedure of Platform for the Canister Mount



1.	Confirmation of de-installation position of platform for the canister mount.



a.	Confirm a position to remove platform for the canister mount.
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Fig 4.6.3-1  Check of the Blocked State of Component to be De-Installed



�2.	Installation of the jumper plug in the DKUMN PCB.



a.	Install the jumper plugs for JP3 ( on the DKUMN PCBs (, referring to Fig. 4.6.3-2.
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Fig. 4.6.3-2  DKUMN PCB jumper plug Positions



�3.	Setting of the PS enable switch on the multi power supply.



a.	Set the PS enable switch ( on the multi power supply ( to Disable and make sure that the PS enable LED ( goes off.
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Fig. 4.6.3-3  Set the PS Enable Switch on the Multi Power Supply



�4.	Disconnection of the INLET cable.



a.	Disconnect the INLET cables referring to Table 4.6.3-1 and Fig. 4.6.3-4.
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Table 4.6.3-1  INLET Cables and Matching Connectors

Location of

HDU Box�No.�INLET Cable (�Connector��XX4�1�4-P601-1�4-J601-1���2�4-P601-2�4-J601-2��XX5�1�5-P601-1�5-J601-1���2�5-P601-2�5-J601-2��XX6�1�6-P601-1�6-J601-1���2�6-P601-2�6-J601-2��XX7�1�7-P601-1�7-J601-1���2�7-P601-2�7-J601-2��
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Fig. 4.6.3-4  Disconnection of the INLET Cable



�5.	Removal of the acrylic cover, SCSI BFR PCB, multi power supply, and partition plate.



a.	Remove the acrylic cover(.
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Fig. 4.6.3-5  Removal of the Acrylic Cover





�b.	Loosen screw ( on stopper ( securing the SCSI BFR PCB ( in the HDU box to be installed, slide stopper ( to the left, and pull out the SCSI BFR PCB (.
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Fig. 4.6.3-6  Removal of the SCSI BFR PCB



c.	Remove screws ( securing the multi power supply ( in the HDU box to be installed, flip up the buffering rubbers (, and pull out the multi power supply (.
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Fig. 4.6.3-7  Removal of the Multi Power Supply



�d.	Pull out the partition plates (.
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Fig. 4.6.3-8  Removal of the Partition Plate



6.	Removal of the side plate.



a.	Loosen screws ( and raise DKUMN PCBs ( and secure DKUMN PCBs ( with screws (.

b.	Remove screws ( and side plates (.

c.	Loosen screws ( and raise cable ducts ( when de-installing the HDU box.
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Fig. 4.6.3-9  Removal of the Side Plate



�7.	Disconnection of the DKUMN cable.



a.	Disconnection of the DKUMN cables ( referring to Table 4.6.3-2 and Fig. 4.6.3-10.
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Table 4.6.3-2 DKUMN Cables and Matching Connectors

Location of

HDU Box�No.�DKU MN Cable (�Connector��XX4�1�4-P301�4-J301���2�4-P302�4-J302��XX5�1�5-P301�5-J301���2�5-P302�5-J302��XX6�1�6-P301�6-J301���2�6-P302�6-J302��XX7�1�7-P301�7-J301���2�7-P302�7-J302��
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Fig. 4.6.3-10  Disconnection of the DKUMN Cable



�8.	De-Installation of the HDU Box.

a.	Remove screws ( and plastic washers (, and remove the HDU Box from the Disk Unit.
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Fig. 4.6.3-11 De-Installation of the HDU Box



9.	Attachment of the acrylic cover, SCSI BFR PCB, multi power supply, and partition plate.



a.	Attach the acrylic cover, SCSI BFR PCB, multi power supply, and partition plate in the HDU Box in the reverse order of Step 5.



10.	Attachment of the side plate.



a.	Attach the side plates in the reverse order of Step 6.



�11.	Removal of the nameplate and label (REV).

a.	Remove the nameplate ( and label (REV) ( of additional HUD box, referring to a Fig. 4.6.3-12.
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Fig. 4.6.3-12  Removal of the Nameplate and Label (REV)



12.	Return to General Flow.

Non-Disruptive De-installation: Go to INST02-31 Step (4)-8.

Disruptive De-installation: Go to INST02-52 Step (11)-6.
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