Cable No. 17-24  DKA-1D/2K through SC BFR-L10-L13U/L


(1)	Remove the cable fixing wires and repeat binders.
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Fig. H-26  Removal of the cable fixing wires and repeat binders


�
(2)	Remove the Front and Rear Logic Box covers. Refer to Installation Section 3.1.1 How to open / close the cover [INST03-20 and 40].





(3) Loosen the screws and remove the cable duct covers.
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Fig. H-27  Removal of Cable Duct Covers





�
(4)	Since the SCSI interface cable shown in the table below is not detachable, it should be replaced after wiring a cable for maintenance parts in a different route. Other cables should be wired in the same way as the previous route.





Table H-5  SCSI Interface Cable Connections


DKA PCB�
SCSI BFR PCB (1st/3rd DKU)�
�
Location No.�
Connector No.�
Cable No.�
Location No.�
Connector No.�
Cable No.�
�
DKA-1D�
1R(D1�
1R(D1�
SCBFR-L10U�
0U(J501�
0U(P501�
�
�
1R(D2�
1R(D2�
SCBFR-L11U�
1U(J501�
1U(P501�
�
DKA-2K�
2R(K1�
2R(K1�
SCBFR-L10L�
0L(J501�
0L(P501�
�
�
2R(K2�
2R(K2�
SCBFR-L11L�
1L(J501�
1L(P501�
�
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Fig. H-28  Routing of SCSI Inteface Cable


�
(5)	Replace the SCSI interface cable.





Cable No. 17  DKA-1D (1R(D1) through SC BFR-L10U (0U(J501)
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Fig. H-29  Replacement of SCSI Interface Cable





�
Cable No. 18  DKA-1D (1R(D2) through SC BFR-L11U (1U(J501)
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Fig. H-30  Replacement of SCSI Interface Cable





�
Cable No. 19  DKA-1D (1R(D3) through SC BFR-L12U (2U(J501)
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Fig. H-31  Replacement of SCSI Interface Cable





�
Cable No. 20  DKA-1D (1R(D4) through SC BFR-L13U (3U(J501)
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Fig. H-32  Replacement of SCSI Interface Cable





�
Cable No. 21  DKA-2K (2R(K1) through SC BFR-L10L (0L(J501)
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Fig. H-33  Replacement of SCSI Interface Cable





�
Cable No. 22  DKA-2K (2R(K2) through SC BFR-L11L (1L(J501)
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Fig. H-34  Replacement of SCSI Interface Cable





�
Cable No. 23  DKA-2K (2R(K3) through SC BFR-L12L (2L(J501)
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Fig. H-35  Replacement of SCSI Interface Cable





�
Cable No. 24  DKA-2K (2R(K4) through SC BFR-L13L (3L(J501)
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Fig. H-36  Replacement of SCSI Interface Cable





(6)	Attach the Front and Rear Logic Box covers. Refer to Installation Section 3.1.1 How to open / close the cover [INST03-20 and 40].





(7)	Attach the cable duct covers and fasten the screws. Refer to Fig. H-27.





�
(8)	Fix the SCSI interface cables in the DKU chassises with the cable fixing wires and repeat binders.
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Fig. H-37  Fixation of the SCSI Interface Cables





(9)	In case that there is 2nd/4th DKU, go to REP03-228.


   In case that there isn't 2nd/4th DKU, go to post-PROCEDURE h (REP04-420).
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