[HARDWARE T10]









Location�Function Name of Component�Part Name��Front PS Box

in DKC�1�SVP� ARMADA (COMPAQ)

 FLORA230 (HITACHI)

 FLORA270V (HITACHI)����LAN Card� PS-CE2-10BT

 PS-CE3-10BT��
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Notice: Be sure to wear your wrist strap and attach to ground prior to performing the following work.  This will ensure that the IC and LSI on the PCB are protected from static electricity.



�1�Replacement of SVP and LAN Card��

[1]  Removal of Failed SVP



Refer to Table T10-1 and Fig. T10-1, and go to corresponding step for removing the SVP.



T10-1  Removal of Failed SVP

No.�Failed SVP�Page��1�ARMADA (COMPAQ)�REP03-1340��2�FLORA230 (HITACHI)�REP03-1344��3�FLORA270V (HITACHI)�REP03-1348��
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T10-1  How to distinguish SVP



�When failed SVP is ARMADA





CAUTION :	Do not replace the SVP for 20 minutes after turning AC power on.�The SSVP may power off and then power on the SVP in order to recover.



1.	Turn off the SVP.

a.	Loosen the screw and open the Movable Rack.

b.	Remove the Front PS Box Covers 1 and 2 from the Front PS Box.

c.	Connect the Shut Down Jumpers to the SVP PS 1 and 2 PCBs in the Front PS Box.
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d.	Loosen the screw and pull out the SVP.
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e.	Open the SVP.



�2.	When replacing the SVP only, remove the LAN card.  (When replacing both the SVP and LAN card at the same time, go to step 3.)

a.	Loosen the screw and remove the plate.

b.	Move the lever located on the front left side of the SVP to left to release the LAN Card.
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3.	When replacing both the SVP and LAN card at the same time, remove the LAN cable. (When replacing the SVP only, go to step 4.)

a.	Loosen the screw and remove the plate.

b.	Remove the LAN cable.
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4.	Disconnect the cables.

a.	Disconnect the PS cable ( from the SVP.

b.	Loosen the two screws and disconnect the cable (.
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�5.	Remove the SVP.

a.	Loosen the four screws with a torque driver, and remove the plates which fix the side of SVP.

b.	Remove the SVP.
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6.	Disconnect the PS cable for the SVP. (When the model of the failed SVP is the same as that of the spare SVP, go to step 7.)

a.	Loosen the three screws and pull out the plate approximately 80mm.
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�b.	Open the Repeat binder and the two locking clamps under the plate, and then remove the PS cable and LAN cable.

c.	Put in your hand from the bottom of the plate, and disconnect the PS cable (SH-L11) from the connector (L11) on the MPS platter.
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7.	Install the spare SVP.

a.	Go to REP03-1360.



�When failed SVP is FLORA230





CAUTION :	Do not replace the SVP for 20 minutes after turning AC power on.�The SSVP may power off and then power on the SVP in order to recover.



1.	Turn off the SVP.

a.	Loosen the screw and open the Movable Rack.

b.	Remove the Front PS Box Covers 1 and 2 from the Front PS Box.

c.	Connect the Shut Down Jumpers to the SVP PS 1 and 2 PCBs in the Front PS Box.
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d.	Loosen the screw and pull out the SVP.
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e.	Open the SVP.



�2.	When replacing the SVP only, remove the LAN card.  (When replacing both the SVP and LAN card at the same time, go to step 3.)

a.	Loosen the screw ( and remove the plate (.

b.	Press the button on the right of the slot, and remove the LAN card from the lower slot.

c.	Loosen the two screws ( and remove the plate (.
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3.	When replacing both the SVP and LAN card at the same time, remove the LAN cable. (When replacing the SVP only, go to step 4.)

a.	Loosen the screw ( and remove the plate (.

b.	Remove the LAN cable from the LAN card.

c.	Loosen the two screws ( and remove the plate (.
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4.	Disconnect the cables.

a.	Disconnect the PS cable ( from the SVP.

b.	Loosen the two screws and disconnect the cable (.
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�5.	Remove the SVP.

a.	Loosen the three screws with a torque driver, and remove the plates which fix the side of SVP.

b.	Remove the SVP.
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6.	Disconnect the PS cable for the SVP. (When the model of the failed SVP is the same as that of the spare SVP, go to step 7.)

a.	Loosen the three screws and pull out the plate approximately 80mm.
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�b.	Open the Repeat binder and the two locking clamps under the plate, and then remove the PS cable and LAN cable.

c.	Put in your hand from the bottom of the plate, and disconnect the PS cable (SH-L11) from the connector (L11) on the MPS platter.
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7.	Install the spare SVP.

a.	Go to REP03-1360.



�When failed SVP is FLORA270V





CAUTION :	Do not replace the SVP for 20 minutes after turning AC power on.�The SSVP may power off and then power on the SVP in order to recover.



1.	Turn off the SVP.

a.	Loosen the screw and open the Movable Rack.

b.	Remove the Front PS Box Covers 1 and 2 from the Front PS Box.

c.	Connect the Shut Down Jumpers to the SVP PS 1 and 2 PCBs in the Front PS Box.
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d.	Loosen the screw and pull out the SVP.
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e.	Open the SVP.



�2.	When replacing the SVP only, remove the LAN card.  (When replacing both the SVP and LAN card at the same time, go to step 3.)

a.	Loosen the screw and remove the protector.

b.	Press the button on the lower left of the slot, and remove the LAN card from the lower slot.
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3.	When replacing both the SVP and LAN card at the same time, remove the LAN cable. (When replacing the SVP only, go to step 4.)

a.	Loosen the screw and remove the protector.

b.	Remove the LAN cable.
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�4.	Disconnect the cables.

a.	Disconnect the PS cable ( from the SVP.
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b.	Loosen the two screws and disconnect the cable (.
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5.	Remove the SVP.

a.	Loosen the four screws with a torque driver, and remove the stoppers which fix the side of SVP.

b.	Remove the SVP.
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�6.	Remove the base plate. (When the model of the failed SVP is the same as that of the spare SVP, go to step 8.)

a.	Loosen the two screws and remove the base plate from SVP base.
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7.	Disconnect the PS cable for the SVP.

a.	Loosen the three screws and pull out the plate approximately 80mm.

� EMBED Word.Picture.6  ���



�b.	Open the Repeat binder and the two locking clamps under the plate, and then remove the PS cable and LAN cable.

c.	Put in your hand from the bottom of the plate, and disconnect the PS cable (SH-L11) from the connector (L11) on the MPS platter.
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8.	Install the spare SVP.

a.	Go to REP03-1360.



�[2]  Installation of Spare SVP



(i)	When replacing both the SVP and LAN card at the same time, connect the LAN adapter cable to the LAN card referring to Fig. T10-2.�If the LAN adapter cable is connected to the LAN card, go to step (ii).



�



Fig. T10-2  Connection of LAN Adapter Cable



(ii)	Refer to Table T10-2 and Fig. T10-3, and go to corresponding step for installing the SVP.



Table T10-2  Installation of Spare SVP

No.�Spare SVP�Page��1�ARMADA (COMPAQ)�REP03-1361��2�FLORA230 (HITACHI)�REP03-1365��3�FLORA270V (HITACHI)�REP03-1369��
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Fig. T10-3  How to distinguish SVP



�When Spare SVP is ARMADA





1.	Connect the PS cable for the SVP. (When the model of the failed SVP is the same as that of the spare SVP, go to step 2.)

a.	Remove the two locking clamps on the SVP base, and affix the two locking clamps which are spare parts.
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b.	Connect the spare PS cable to the connector on the MPS platter.

c.	Fasten the PS cable with the Repeat binder and locking clamp.

d.	Fasten the LAN cable with the locking clamp.
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�e.	Return the plate, and fasten it with the three screws.
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�2.	Install the spare SVP.

a.	Install the spare SVP.

b.	Attach the spare plates and fasten the four screws.
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3.	Connect the PS cable.

a.	Connect the spare PS cable to the SVP.



Note :	In this step, do not connect the cable ( because it will be connected in Post-Procedure t1.
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�4.	Insert the LAN card.

a.	Insert the LAN card into the lower slot.

b.	Attach the plate and fasten the screw.
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5.	When replacing both the SVP and LAN card at the same time, install the LAN cable.  (When replacing the SVP only, go to step 6.)

a.	Attach the LAN cable to the LAN card.
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6.	Remove the Shut Down Jumpers from the SVP PS PCBs.

a.	Remove the Shut Down Jumpers attached to the SVP PS 1 and 2 PCBs.



7.	Go to SVP post procedure t1 [REP04-490].



�When Spare SVP is FLORA230





1.	Connect the PS cable for the SVP. (When the model of the failed SVP is the same as that of the spare SVP, go to step 2.)

a.	Remove the two locking clamps on the SVP base, and affix the two locking clamps which are spare parts.
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b.	Connect the spare PS cable to the connector on the MPS platter.

c.	Fasten the PS cable with the Repeat binder and locking clamp.

d.	Fasten the LAN cable with the locking clamp.
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�e.	Return the plate, and fasten it with the three screws.
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�2.	Install the spare SVP.

a.	Install the spare SVP.

b.	Attach the spare plates and fasten the three screws.
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3.	Connect the PS cable.

a.	Connect the spare PS cable to the SVP.



Note :	In this step, do not connect the cable ( because it will be connected in Post-Procedure t1.
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�4.	Insert the LAN card.

a.	Attach the Plate ( and fasten the two screws (.

b.	Insert the LAN card into the lower slot.

c.	Attach the Plate ( and fasten the screw (.
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5.	When replacing both the SVP and LAN card at the same time, install the LAN cable. (When replacing the SVP only, go to step 6.)

a.	Attach the LAN cable to the LAN card.
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6.	Remove the Shut Down Jumpers from the SVP PS PCBs.

a.	Remove the Shut Down Jumpers attached to the SVP PS 1 and 2 PCBs.



7.	Go to SVP post procedure t1 [REP04-490].



�When Spare SVP is FLORA270V





1.	Connect the PS cable for the SVP. (When the model of the failed SVP is the same as that of the spare SVP, go to step 2.)

a.	Remove the two locking clamps on the SVP base, and affix the two locking clamps which are spare parts.
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b.	Connect the spare PS cable to the connector on the MPS platter.

c.	Fasten the PS cable with the Repeat binder and locking clamp.

d.	Fasten the LAN cable with the locking clamp.
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�e.	Return the plate, and fasten it with the three screws.
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f.	Attach the base plate to SVP base and fasten the two screws.
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�2.	Install the spare SVP.

a.	Install the spare SVP.

b.	Attach the stoppers and fasten the three screws.
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3.	Connect the PS cable.

a.	Connect the spare PS cable to the SVP.

Note :	In this step, do not connect the cable ( because it will be connected in Post-Procedure t1.
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�4.	Insert the LAN card.

a.	Insert the LAN card into the lower slot.

b.	Attach the protector and fasten the screw.
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5.	When replacing both the SVP and LAN card at the same time, install the LAN cable. (When replacing the SVP only, go to step 6.)

a.	Attach the LAN cable to the LAN card.
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6.	Remove the Shut Down Jumpers from the SVP PS PCBs.

a.	Remove the Shut Down Jumpers attached to the SVP PS 1 and 2 PCBs.

�7.	Watch messages displayed  on the SVP Keyboard.

a.	If following messages are displayed, Go to step b.

	Otherwise, Go to step 8.
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b.	Press “F2” key on the SVP keyboard.

c.	Select (use “(”,“(” key) the “Exit” in the menu.
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d.	Select (use “(”,“(” key) the “Get Default Values” in the “Exit” menu and press “Enter” key.









�e.	Select (use “(”,“(” key) “Yes” in the “Setup Confirmation” and press “Enter” key.
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f.	Select (use “(”,“(” key) the “Main” in the menu.
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g.	Specify the time (hour, minute and second) and date (month, day and year) and press “ESC” key on the SVP keyboard.

h.	Select (use “(”,“(” key) “Advanced” in the menu.
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i.	Select (use “(”,“(” key) the “Peripheral Configuration” in the “Advanced” menu and press “Enter” key.

�j.	Select (use “(”,“(” key) “Serial  port  B:” .
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k.	Select (press “Space” key) “Disable”  in the  “Serial  port  B:” and press “ESC” key.
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�l.	Select (use “(”,“(” key) the “Exit” in the menu.
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m.	Select (use “(”,“(” key) the “Save Values” in the “Exit” menu and press “Enter” key.

n.	Select (use “(”,“(” key) “Yes” in the “Setup Confirmation” and press “Enter” key.
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�8.	Attach the dummy label. (When the dummy label has already been affixed, go to step 9.)

a. Remove the Handle of Front PS Box Cover 2.

b. Attach the dummy label.
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9.	Go to SVP post procedure t1 [REP04-490].
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