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Location�
Function Name of Component�
Part Name�
�
Front or Rear �PS Box in DKC�
1�
5V Power Supply�
HS05065C-S


TAH-325HSA


HS05065C-W�
�
�
�
3V Power Supply�
HS03075C-S


TAH-264HSA


HS03075C-W�
�
�
�
Multi Power Supply�
HS300-04C-V


HS300-04C-R


TSG-370HS-C


HS400-08GR�
�
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�
1.	The following figure shows the correct way to replace the power supply(PS).





a. Set PS Enable/Disable Switch( to Disable (DOWN).


�














b. Remove the power supply lever(and disconnect the inlet cable(.


c. Loosen the screw( and remove the failed PS.


d. Perform the short circuit check on the spare power supply. (Refer to REP03-1745.)


e. Confirm that PS Enable/Disable Switch( of spare PS is set to Disable (Down).


f. Insert the spare PS and fasten the screw(.


g. Connect the inlet cable( and secure it with the lever(.


h. Set PS Enable/Disable Switch( to Enable (UP).
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2.	Go to SVP post procedure t3 [REP04-860].





�
Procedure for short circuit check on the power supply





(	Check the power supply for short circuit by connecting the voltage checking jig to the short circuit check point of the power supply as shown below.


(	Measure the resistance at the check points on the individual power supply before installation shown below.  Confirm that the measured resistance values are higher than those shown in the table below.
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Short circuit check points
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A system down may be caused by setting the PS Enable/Disable switch of the power supply other than that to be replaced to "Disable".  Make sure that it is a power supply to be replaced.











