Byte27 = 88 & Byte34:b4-7 = A & Byte28 = 0E (LCP Failure:Timeout) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB����21�������22�������23���Count����24���Device address����25���Cylinder address (low)����26���Cylinder address (high)���Head address����27���Format (x‘8’)���Message (x‘8’)����28���LCP error message (x‘0E’:Timeout)����29���LCP error code����2A�������2B���Reason code (Note 1)����2C�������2D���XR49 (H)������ESYCN�END�RDYOK�RDYRCV�0�CMDFRM�ACPRSP�DATAXF���2E���XR49 (L)������XFREND�DEVEND�CNTFLG�EOF�CMPEQ�CMPGT�0�STOP���2F���XR51 (H)������CAL PA�CAL PB�RDY�P BSY�CALL�SELTD�CHK1�DCK1���30���XR51 (L)������BFBSY�ATTN�0�0�IFERA�IFERB�PA BSY�PB BSY���31���XR48 (H)������RUN BSY�RUN TRS�RUN ADP�DAT REQ MOD�XFSTOOP�CDFLG�CMPA�CMPB���32���Module ID����33���Routine ID����34���PCB number���Message code (x‘A’)����35���SSID (low) of self subsystem����36���Symptom code (x‘FF88’ : LDEV type = DKU87I/x‘EF88’ : LDEV type = DKU86I)����37�������

�Byte27 = 88 & Byte34:b4-7 = A & Byte28 = 0E (LCP Failure:Timeout) (2/2)



��0�1�2�3�4�5�6�7���38���Log and message control (x‘00’)����39���Program action code (x‘00’)����3A���Configuration information����3B�������3C���Not used (x‘00’)����3D���Cylinder address����3E�������3F���Head address����40���LCP error message (x‘0E’)����41���Key code (x‘04’)����42���LCP error code����43�������44���x‘00’����45���Command code����46���x‘00’����47���x‘00’����48���Reason code����49�������4A���XR49(H)������ESYCN

�END�RDYOK�RDYRCV�0�CMDFRM�ACPRSP�DATAXF���4B���XR49(L)������XFREND

�DEVEND�CNTFLG�EOF�CMPEQ�CMPGT�0�STOP���4C���XR51(H)������CAL PA

�CAL PB�RDY�P BSY�CALL�SELTD�CHK1�DCK1���4D���XR51(L)������BFBSY

�ATTN�0�0�IFERA�IFERB�PA BSY�PB BSY���4E���XR48(H)������RUN BSY

�RUN TRS�RUN ADP�DAT REQ MOD�XFSTOP�CDFLG�CMPA�CMPB���4F���XR48(L)������DATA XF

�RD / WR

 (0)    (1)�1st CCW�RD/WR XFR�MEFLG�BBF SWEEP�BBIP INC�BBIP INC���50���Not used����|�������|�������|�������7F�������(Note 1) Reason code

	x‘FF01’	: (Read) Timeout at wating for ACP CMD RSP�x‘FF02’	: (Read) Timeout at wating for frame header �x‘FF03’	: (Read) Timeout at wating for data frame�x‘FF04’	: (Read) Timeout at wating for end of data transfer�x‘FF05’	: (Read) Timeout at wating for data frame �x‘FF06’	: (Read) Timeout at wating for end of data transfer�x‘FF07’	: (Read) Timeout at wating for command frame �x‘FF08’	: (Read) Timeout at wating for DATA REQ �x‘FF09’	: (Read) Timeout at wating for status �x‘FFF1’	: (Write) Timeout at wating for ACP CMD RSP �x‘FFF2’	: (Write) Timeout at wating for first data �x‘FFF3’	: (Write) Timeout at wating for frame header �x‘FFF4’	: (Write) Timeout at wating for frame header �x‘FFF5’	: (Write) Timeout at wating for frame header �x‘FFF6’	: (Write) Timeout at wating for command frame �x‘FFF7’	: (Write) Timeout at wating for frame header �x‘FFF8’	: (Write) Timeout at wating for end of data transfer �x‘FFF9’	: (Write) Timeout at wating for status



�Byte27 = 88 & Byte34:b4-7 = A & Byte28 ( 01/02/0C/0E (LCP Failure:Others) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB����21�������22�������23���Count����24���Device address����25���Cylinder address (low)����26���Cylinder address (high)���Head address����27���Format (x‘8’)���Message (x‘8’)����28���LCP error message (Note 1)����29���LCP error code����2A�������2B���Not used (x‘00’)����2C���Not used (x‘00’)����2D���Not used (x‘00’)����2E���Not used (x‘00’)����2F���Not used (x‘00’)����30���Not used (x‘00’)����31���Not used (x‘00’)����32���Module ID����33���Routine ID����34���PCB number���Message code (x‘A’)����35���SSID (low) of self subsystem����36���Symptom code (x‘FF88’ : LDEV type = DKU87I/x‘EF88’ : LDEV type = DKU86I)����37�������38���Log and message control (x‘00’)����39���Program action code (x‘00’)����3A���Configuration information����3B�������3C���Not used (x‘00’)����3D���Cylinder address����3E�������3F���Head address����

�Byte27 = 88 & Byte34:b4-7 = A & Byte28 ( 01/02/0C/0E (LCP Failure:Others) (2/2)



��0�1�2�3�4�5�6�7���40���LCP error message (Note 1)����41���Key code (x‘04’)����42���LCP error code����43�������44���x‘00’����45���Command code����46���x‘00’����47���x‘00’����48���x‘00’����49���x‘00’����4A���x‘00’����4B���x‘00’����4C���x‘00’����4D���x‘00’����4E���x‘00’����4F���x‘00’����50���Not used����|�������|�������|�������7F�������

(Note 1) LCP error message

	x‘00’	: No message�x‘08’	: Transmission error�x‘09’	: Protocol error�x‘0D’	: Retry abort



�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 01 (MCP Failure:CHK2/ADP I/F ERR/B0 P-ERR) (1/3)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB����21�������22�������23���Count����24���Device address����25���Cylinder address (low)����26���Cylinder address (high)���Head address����27���Format (x‘8’)���Message (x‘8’)����28���MCP error message (x‘01’:LCP CHK2 / ADP I/F error / Bus out parity ERR)����29���MCP error code����2A�������2B���XRBS(H)������Data transfer end

�CHK2 error�ADP interface error�Channel bus out parity ER�Channel overrun�Truncation�Halt I/O�Data XFR force end���2C���XRBS(L)������Data XFR abnormal end�Channel data XFR end�MP data XFR end�0�0�0�0�0���2D���XRCK20(H)������EDCC/DCC mode unmatch�Duplicate CU ADR in DCC�CHL BIN0 parity ER:data XFR�CHL BIN1 parity ER:data XFR�MBF�¨ADP MBF ADR parity ER�ADP�¨MBF MBF ADR parity ER�ADP�¨MBF MBF data parity ER�(RSV)���2E���XRCK20(L)������SPC counter parity ER

�CHC counter parity ER�PND counter parity ER�PND counter overrun�BBF out CBID in LRC ERR�CHL BUS IN 0 parity ER�CHL BUS IN 1 parity ER�0���2F���XRCK21(H)������BBF input data LRC ERR�BBF input section LRC ERR�BBF input-output LRC ERR�BBIP parity error�BBOP parity error�TAG OUT parity error�CBOB out data parity ER�CBOB in-BBF in parity ER���30���XRCK21(L)������TAG IN FLG MEM parity ER�FLG MEM INP PTR parity ER�FLG MEM OUT PTR parity ER�TAG OUT sequence error�TAG OUT signal narrow�TAG OUT signal duplicate�0�0����Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 01 (MCP Failure:CHK2/ADP I/F ERR/B0 P-ERR) (2/3)



��0�1�2�3�4�5�6�7���31���XRIFER������LCM-ADPA bus parity ER

�LCM-ADPA bus LRC error�ADP I/F sequencer parity ER�ADP0 error�LCM-ADPB bus parity ER�LCM-ADPB bus LRC error�ADP I/F sequencer parity ER�ADP1 error���32���Module ID����33���Routine ID����34���PCB number���Message code (x‘B’)����35���SSID (low) of self subsystem����36���Symptom code (x‘FF88’ : LDEV type = DKU87I/x‘EF88’ : LDEV type = DKU86I)����37�������38���Log and message control (x‘00’)����39���Program action code (x‘00’)����3A���Configuration information����3B�������3C���Not used (x‘00’)����3D���Cylinder address����3E�������3F���Head address����40���MCP message code (x‘01)����41���Key code (x‘04’)����42���MCP error code����43�������44���x‘00’����45���Command code����46���x‘00’����47���x‘00’����48���XRBS (H)������Data transfer end

�CHK2 error�ADP interface error�Channel bus out parity ER�Channel overrun�Truncation�Halt I/O�Data XFR force end���49���XRBS (L)������Data XFR abnormal end�Channel data XFR end�MP data XFR end�0�0�0�0�0���4A���XRCK20 (H)������EDCC/DCC mode unmatch�Duplicate CU ADR in DCC�CHL BIN0 parity ER:data XFR�CHL BIN1 parity ER:data XFR�MBF(ADP MBF ADR parity ER�ADP(MBF MBF ADR parity ER�ADP(MBF MBF data parity ER�(RSV)���4B���XRCK20 (L)������SPC counter parity ER

�CHC counter parity ER�PND counter parity ER�PND counter overrun�BBF out CBID in LRC ERR�CHL BUS IN 0 parity ER�CHL BUS IN 1 parity ER�0���4C���XRCK21 (H)������BBF input data LRC ERR�BBF input section LRC ERR�BBF input-output LRC ERR�BBIP parity error�BBOP parity error�TAG OUT parity error�CBOB out data parity ER�CBOB in-BBF in parity ER���4D���XRCK21 (L)������TAG IN FLG MEM parity ER�FLG MEM INP PTR parity ER�FLG MEM OUT PTR parity ER�TAG OUT sequence error�TAG OUT signal narrow�TAG OUT signal duplicate�0�0���4E���XRIFER������LCM-ADPA bus parity ER�LCM-ADPA bus LRC error�ADP I/F sequencer parity ER�ADP0 error�LCM-ADPB bus parity ER�LCM-ADPB bus LRC error�ADP I/F sequencer parity ER�ADP1 error���4F���XRBC0������Channel enable�Channel execute�Increment mode�Channel XFR mode

	10:Read

	11:Write�ADP I/F execute�Chain data flag�LRC enable���

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 01(MCP Failure:CHK2/ADP I/F ERR/B0 P-ERR) (3/3)



��0�1�2�3�4�5�6�7���50���XRCHC(H)������



�

Channel data transfer count����51���XRCHC(L)������



�

Channel data transfer count����52���XRBBIP(H)������



�

BBF data input address����53���XRBBIP(L)������



�

BBF data input address����54���XRBBOP(H)������



�

BBF data output address����55���XRBBOP(L)������



�

BBF data output address����56���XRPNDR(H)������



�

Burst Buffet Output Pointer����57���XRPNDR(L)������



�

Pend Counter�����58���XRBC1(H)������Force channel overrun�Force data XFR stop�Suppress data valid�BBF dummy DT output�(RSV)�(RSV)�(RSV)�(RSV)����59���XRBC1(L)������Request suppress

data�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)����5A���XRCC0(H)������DCC mode



�EDCC mode�(RSV)�(RSV)�(RSV)�CHL XFR rate	010	: 4.5MB/S�	000	: 3.0MB/S	100	: 6.0MB/S�	001	: 4.2MB/S	110	: 9.0MB/S����5B���XRCC0(L)������XRCA0,1,�XRCC0 INIT end�(RSV)�(RSV)�HALT I/O(CU Busy valid�DISCON valid�SEL RST valid�SYS RST valid

(OPL OUT)�SYS RST valid

(SUP OUT)���5C���x‘00’����5D���x‘00’����5E���x‘00’����5F���x‘00’����60���Module ID detected error����61���Routine ID detected error����62���Not used����|�������|�������|�������7F�������

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 0E (MCP Failure:Timeout) (1/3)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB����21�������22�������23���Count����24���Device address����25���Cylinder address (low)����26���Cylinder address (high)���Head address����27���Format (x‘8’)���Message (x‘8’)����28���MCP error message (x‘0E’:Timeout)����29���LCP error code����2A�������2B���Reason code����2C�������2D���XRBS(H)������Data transfer end

�CHK2 error�ADP interface error�Channel bus out parity ER�Channel overrun�Truncation�Halt I/O�Data XFR force end���2E���XRBS(L)������Data XFR abnormal end�Channel data XFR end�MP data XFR end�0�0�0�0�0���2F���XRASTS(H)������Path 0 ADP data XFR request�Path 1 ADP data XFR request�ADP path interface ready�ADP path busy�ADP path CALL M�ADP path SEL�ADP path CHK1�ADP path W-CHK1���30���XRASYS(L)������Receive buffer busy

�Data FRM with attention�(RSV)�(RSV)�Path 0 ADP interface error�Path 1 ADP interface error�CHP 0 path busy�CHP 1 path busy���31���XRBC0(H)������Enable channel

�Execute channel�(RSV)�Increment mode�Channel XFR mode

	10:READ

	11:WRITE�(RSV)�(RSV)���

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 0E (MCP Failure:Timeout) (2/3)



��0�1�2�3�4�5�6�7���32���Module ID����33���Routine ID����34���PCB number���Message code (x‘B’)����35���SSID (low) of self subsystem����36���Symptom code (x‘FF88’ : LDEV type = DKU87I/x‘EF88’ : LDEV type = DKU86I)����37�������38���Log and message control (x‘00’)����39���Program action code (x‘00’)����3A���Configuration information����3B�������3C���Not used (x‘00’)����3D���Cylinder address����3E�������3F���Head address����40���MCP message code (x‘0E)����41���Key code (x‘04’)����42���MCP error code����43�������44���x‘00’����45���Command code����46���x‘00’����47���x‘00’����48���Reason code����49�������4A���XRBS (H)������Data transfer end

�CHK2 error�ADP interface error�Channel bus out parity ER�Channel overrun�Truncation�Halt I/O�Data XFR force end���4B���XRBS (L)������Data XFR abnormal end�Channel data XFR end�MP data XFR end�0�0�0�0�0���4C���XRASTS (H)������Path 0 ADP data XFR request�Path 1 ADP data XFR request�ADP path interface ready�ADP path busy �ADP parh CALL M�ADP path SEL�ADP parh CHK1�ADP path W-CHK1���4D���XRASTS (L)������Receive buffer busy

�Data FRM with attention�(RSV)�(RSV)�Path 0 ADP interface error�Path 1 ADP interface error�CHP 0 path busy�CHP 1 path busy���4E���XRBC0 (H)������Enable channel

�Execute channel�(RSV)�Increment mode�Channel XFR mode

	10:READ

	11:WRITE�(RSV)�(RSV)���4F���XRBC0 (L)������ADP I/F data XFR execute

�Chain data flag�LRC enable�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)���50���XRCHC (H)������



�

Channel data transfer count����51���XRCHC (L)������



�

Channel data transfer count����52���XRBBIP (H)������



�

BBF data input address����53���XRBBIP (L)������



�

BBF data input address�����Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 0E (MCP Failure:Timeout) (3/3)



��0�1�2�3�4�5�6�7���54���XRBBOP(H)������



�

BBF data output address����55���XRBBOP(L)������



�

BBF data output address����56���XRPNDR(H)������



�

Burst Buffet Output Pointer����57���XRPNDR(L)������



�

Pend Counter�����58���XRBC1(H)������Force channel overrun�Force data XFR stop�Suppress data valid�BBF dummy DT output�(RSV)�(RSV)�(RSV)�(RSV)����59���XRBC1(L)������Suppress data request

�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)����5A���XRCC0(H)������DCC mode



�EDCC mode�(RSV)�(RSV)�(RSV)�CHL XFR rate	010	: 4.5MB/S�	000	: 3.0MB/S	100	: 6.0MB/S�	001	: 4.2MB/S	110	: 9.0MB/S����5B���XRCC0(L)��������XRCA0,1, XRCC0 INIT end�(RSV)�(RSV)�HALT I/O(CU Busy valid�DISCON valid�SEL RST valid�SYS RST valid

(OPL OUT)�SYS RST valid

(SUP OUT)���5C���x‘00’����5D���x‘00’����5E���x‘00’����5F���x‘00’����60���Module ID detected error����61���Routine ID detected error����62���Not used����|�������|�������|�������|�������|�������|�������|�������|�������|�������|�������|�������|�������|�������|�������7F�������

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 80 (MCP Failure :Burst Failed) (1/3)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number���17������������18���Related failure log number���19������������1A���Related SIM log number���1B������������1C���Related SSB log number���1D������������1E���(Reserved)���1F���SCB���20���Basic SSB���21������������22������������23���Count���24���Device address���25���Cylinder address (low) ���26���Cylinder address (high) ��Head address���27���Format (x‘8’) ��Message (x‘8’)���28���MCP error message (x‘80’:Burst failed)���29���MCP error code���2A������������2B���x‘00’���������2C���x‘00’���������2D���x‘00’���2E���x‘00’���������2F���x‘00’���30���x‘00’���31���x‘00’���32���Module ID���33���Routine ID���34���PCB number��Message code (x‘B’) ���35���SSID (low) of self subsystem���36���Symptom code (x‘FF88’ : LDEV type = DKU87I/x‘EF88’ : LDEV type = DKU86I) ���37��������38���Log and message control (x‘00’)���39���Program action code (x‘00’)���3A���Configuration information���3B������������3C���Not used (x‘00’)���3D���Cylinder address���3E������������3F���Head address���

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 80 (MCP Failure:Burst Failed) (2/3)



��0�1�2�3�4�5�6�7���40���MCP message code (x‘80’)���41���Key code (x‘04’)���42���MCP error code���43������44���Not used���|������|������|������|������4F������50���XRCHC(H)������

Channel data transfer count

���51���XRCHC(L)������

Channel data transfer count

���52���XRBBIP(H)������

BBF data input address

���53���XRBBIP(L)������

BBF data input address

����54���XRBBOP(H)������

BBF data output address

���55���XRBBOP(L)������������

BBF data output address

����56���XRPNDR(H)������

Burst buffer output pointer

���57���XRPNDR(L)������������

Pend Counter

���58���XRBC1(H)�����Force channel overrun�Force data XFR stop�Suppress data valid�BBF dummy DT output�(RSV)�(RSV)�(RSV)�(RSV)���59���XRBC1(L)�����Suppress data request

�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)���5A���XRCC0(H)�����DCC mode�EDCC mode�(RSV)�(RSV)�(RSV)�CHL XFR rate    010:4.5MB/S

  000:3.0MB/S    100:6.0MB/S

  001:4.2MB/S    110:9.0MB/S���5B���XRCC0(L)�����XRCA0,1, XRCC0 INIT end�(RSV)�(RSV)�HALT I/O (CU Busy valid�DISCON valid�SEL RST valid�SYS RST valid�(OPL OUT)�SYS RST valid�(SUP OUT)���

�Byte27 = 88 & Byte34:b4-7 = B & Byte28 = 80 (MCP Failure :Burst failed) (3/3)



��0�1�2�3�4�5�6�7���5C���Not used���5D������5E������5F������60���Module ID detected error���61���Routine ID detected error���62���Not used���63������64������65������66������67������68������69������6A������6B������6C������6D������6E������6F������70������71������72������73������74������75������76������77������78�1�����79������7A������7B������7C������7D������7E������7F������
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