Byte27 = 8C (SVP Failure) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)���Head address����27���Format (x‘8’)���Message (x‘C’)����28������������29���Error information (See following pages)������2A������������2B������������2C������������2D������������2E������������2F������������30���Error type code (Note 1)��������31������������32������������33���Error information (See following pages)�������34������������35������������36���Sympton code (x‘FF8C’)��������37������������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B������������3C���Not used (x‘00’)��������3D���Cylinder address��������3E������������3F���Head address��������

�Byte27 = 8C (SVP Failure) (2/2)



��0�1�2�3�4�5�6�7����40������������|���Error informatin (See following pages)������|������������|������������7F������������

(Note 1)	Error type code



	x‘0000’	: Logical inconsistency

	x‘0001’	: HEAP related error

	x‘0002’	: File related error

	x‘0003’	: LAN failure

	x‘0004’	: SSVP failure

	x‘0005’	: Windows failure

	x‘0006’	: CUDG detected error

	x‘0009’	: BOOT detected error

	x‘000A’	: SVP message



�Byte27 = 8 C (SVP Failure) Byte28-35,40-7F detail



(1)	Logical inconsistency / HEEP/File/LAN/Windows failure/SVP message



��0�1�2�3�4�5�6�7����28���Failed AP code (Note 1)�������29������������2A������������|���Reserved���������|������������2F������������30���Error type code (x‘0000’ /x‘0001’ /x‘0002’ /x‘0003’ /x‘0005’ /x‘000A’)����31������������32������������|���Error code���������|������������35������������

40������������|���Failed Window class��������|������������47������������48������������|���Failed function name��������|������������5F������������60���Failed line number��������61������������62������������|���Error code���������|������������65������������66������������|���Reserved���������|������������7F������������

(Note 1)	Failed AP code



	x‘0000’	: Dump task

	x‘0001’	: DKU inline

	x‘0002’	: Microprogram change (online)

	x‘0003’	: Information

	x‘0004’	: LOGOUT

	x‘0005’	: PATH inline

	x‘0006’	: Back ground

	x‘0007’	: DIAG

	x‘0008’	: Install

	x‘0009’	: On-line

	x‘000A’	: Micro-program change (off-line)

	x‘000B’	: Special package change

	x‘000C’	: Common function for communication

	x‘00FF’	: Others



�Byte27 = 8C (SVP Failure) Byte28-35,40-7F detail



(2)	SSVP failure



��0�1�2�3�4�5�6�7����28���Failed AP code (x‘000C’)�������29������������2A������������|���Reserved���������|������������2F������������30���Error type code (x‘0004’)����31������������32���Reserved���������33������������34���SSVP Error code��������35������������

40���SSVP IMPL Sequence��������41���Detect Code��������42���Part Code���������43������������44���SSVP Error���������45������������46������������|���Detail Information��������|������������4F������������50������������|���Reserved���������|������������57������������58������������|���Reserved���������|������������7F������������



�Byte27 = 8C (SVP Failure) Byte28-35,40-7F detail



(3)	CUDG detected error



��0�1�2�3�4�5�6�7���28������������29���‘CUDG ERR’ (x‘43 55 44 47 20 45 52 52’)������2A������������2B������������2C������������2D������������2E������������2F������������30���Error type code (x‘0006’)����31������������32������������33���Error code (x‘00000000’)��������34������������35������������

40���Error occured time (year)�������41���Error occured time (month)��������42���Error occured time (day)��������43���Error occured time (hour)��������44���Error occured time (minute)��������45���Error occured time (second)��������46���Report MPID��������47���Test object��������48���Test type (x‘01’ : CUDG3, x‘10’ : LCDG3)������49���Failed LCP number��������4A���Test contents��������4B���Test contents��������4C���Error code��������4D���Error code���������4E���Not used���������4F���Not used���������50���Cache module group number (slave 1)�������51���Cache module group number (slave 1)�������52���Cache module group number (slave 1)�������53���Cache module group number (slave 1)�������54���Cache module group number (slave 2)�������55���Cache module group number (slave 2)�������56���Cache module group number (slave 2)�������57���Cache module group number (slave 2)�������58���PCB location (main platter)�������59���PCB location (main platter)�������5A���PCB location (main platter)�������5B���PCB location (cache platter 1)�������5C���PCB location (cache platter 1)�������5D���PCB location (cache platter 2)�������5E���PCB location (cache platter 2)�������5F���Run option���������60������������|���Additional information (Note 1)�������|������������|������������7F������������

�Byte27 = 8C (SVP Failure) Byte28-35, 40-7F detail



(Note 1) Additional information (for LCDG3 only)



��0�1�2�3�4�5�6�7���60������������61���Reserved������62������������63������������64���Record type (x‘0F’ : LCP IMPL diagnostic)������65���Reserved���������66���MP ID (of CHP : x‘10’~x‘17’)������67���LCP ID (LCP#A : x‘80’~LCP#H : x‘01’)������68���Error code (Note 2)������69���Process type (Note 3)������6A���Error status 1 (Note 4)������6B���������6C������������6D���Error status 2 (Note 5)������6E������������6F������������70������������71������������72������������73������������74������������|���Reserved���������7F������������

(Note 2) Error code



Code�Meaning�Function�Remarks��0A�LCDG3’ load error�LCDG3’�Make status in loading process��10�Memory clear and test error�LCDG3’�Set LCP address into error status 1��18�LCDG3’ MP detected error�LCDG3�Detail information in error status 1 and 2��1A�LCDG3 load error�LCDG3�Make status in loading process��1F�LCDG3’ error before LCP loading�Main loading�LCDG 3 information in status��20�SCAN detected error�All�MP detected error��2A�LCP main load error�Main loading�Make status in loading process��30��LCDG3’�Detail information in error status 1 and 2��|�LCPdetected error�LCDG3���FF�����

(Note 3) Process type



Code�Process�Remarks��01�LCDG3’�Set loading error status when a loading error occured.��02�LCDG3�Set loading error status when a loading error occured.��03�Loading���



�Byte27 = 8C (SVP Failure) Byte 28-35,40-7F detail



(Note 4) Error status 1



Code�Meaning��0101�LCDG3’ activation faild.��010F�LCP terminated after LCDG3’ activation.��0118�No notification after LCDG3’ communication.��011F�LCP CHK1 occured after LCDG3’ activation.��0120�No REQM after LCDG3’ completion.��0122�No notification after LCDG3’ set CALM.��0123�No notification after LCDG3’ set DGIN.��0125�LCP# ( Board#��0301�CRC check start error after loading.��030F�LCP terminated after CRC check completion.��0318�No notification for communicatin after CRC check completion.��031F�CHK1 occured in CRC check.��0320�No REQM after CRC check completion.��0322�No notification after CRC check and CALM completion.��0323�No notification after CRC check and DGIN completion.��0325�LCP# ( Board#��032F�No CRC check status ID.��0340�CRC check error in LCDG3 loading/Main loaking.��0380�No start address for CRC check routine.��0385�An error occured in configuration/version information transfer for Main loading.��0401�LCDG3 activation for internal diagnosis failed.��040F�LCP terminated after LCDG3’ activation.��0418�No notification after communication for internal diagnosis.��041F�LCP CHK1 occured after internal diagnosis activation.��0420�No REQM after internal diagnosis completion.��0422�No notification after internal diagnosis and CALM.��0423�No notification after internal diagnosis and DGIN.��0425�LCP# ( Board#��042F�No status ID for internal diagnosis effect.��043F�No parameter ID for internal diagnosis activation.��044F�No activation address ID for internal diagnosis.��04F0�Controller in configutation is inconsistent with rea1 machine.��04F1�Controller in configutation is inconsistent with rea1 machine.��0501�LCDG3 activation for communication diagnosis failed.��050F�LCP terminated after LCDG3’ activation.��0518�No notification after communication for communication diagnosis.��051F�LCP CHK1 occured after communication diagnosis activation.��0520�No REQM after communication diagnosis completion.��0522�No notification after communication diagnosis and CALM.��0523�No notification after communication diagnosis and DGIN.��0525�LCP# ( Board#��052F�No effect status ID for communication diagnosis.��053F�No activation parameter ID for communication diagnosis.��054F�No activation address ID for communication diagnosis.��1000-FFFF�An error address of memory clear test (when error code = x‘10’)��1000-FFFF�LCDG3 error code for internal/communication diagnosis (when error code ( x‘30’)��XXXX�MP error code for LCDG3 communication diagnosis (when error code = x‘18’)��

�(Note 5) Error status 2



	(1)	When process type = x‘01’ and error code ( x‘30’ and error status 1 ( x‘1000’,

		LCP error code for LCDG3’.

	(2)	When process type = x‘02’ and error code ( x‘30’ and error status 1 ( x‘1000’),

		LCP error code for LCDG3.

	(3)	When process type = x‘02’ and error code = x‘18’,

			Byte 6C-6D : Error register address

			Byte 6E-6F : Active register value.

			Byte 70-71 : Expected register value

			Byte 72-73 : Return sequence

	(4)	When other case, this value is invalid.



�Byte27 = 8C (SVP Failure) Byte28-35,40-7F detail



(4)	BOOT detected error



��0�1�2�3�4�5�6�7���28������������29���‘BOOT ERR’ (x‘42 4F 4F 54 20 45 52 52’)������2A������������2B������������2C������������2D������������2E������������2F������������30���Error type code (x‘0009’)����31������������32������������33���Error code (x‘0000X000’ X:Processor number)������34������������35������������

40����������|���Error detection point��������4F������������50������������51���Reserved���������52������������53������������54������������55���Error code for loading error��������56������������57������������58������������59���Error code of internal interface�������5A������������5B������������5C������������5D���Error code of initialization function (Note 1)�����5E�����������5F�����������60�����������|���Reserved��������7F������������

	(Note 1) Error code of initialization function.



x‘31000041’	:	Forcible start with jumper pin.



x‘40000041’	:	Load module ID in FM is incorrect.�(FM writing was failed or load module is incorrect)



x‘42000041’	:	Sum check error of FM.�(Failure occured at FM writing or input/output error of FM occurred)



x‘48000041’	:	This MP has the micro-programs which type is different from the PCB name.�(In the MP-Install procedure, the package may have been set which type is different from one that is specified in the define configuration.)



x‘56000041’	:	Sum check error of the load module.�(SVP Failure occured)



Others	:	Loading for the load module impossible.�(The load module was incorrect)



�Byte27 = 8D (Power Failure) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low order)��������26���Cylinder address (high order)��Head address����27���Format (x‘8’)���Message (x‘D’)����28������������29���Hardware information (See following pages)������2A������������2B������������2C������������2D������������2E������������2F������������30����������31����������32���Not used�������33���������34���PCB�����35���SSID of self subsystem (low order)�������36���Sympton code (x‘FF8D’ : LDEV type = DKU87I/x‘EF8D’ : LDEV type = DKU86I)*����37������������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B������������3C���Not used��������3D���Cylinder address��������3E������������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8D (Power Failure) (2/2)



�0�1�2�3�4�5�6�7��40������������|���Not used���������|������������|������������|������������|������������7F������������

�Byte27 = 8D (DKU/HDU Power Failure) Hard information



��0�1�2�3�4�5�6�7����28���������������Subcode :	x‘80’ : DKA detected DKU/HDU Power Failure�����������������������������29���Failure detected PDEV���������

SPC Pass# (0 ~ 3)

�

SCSI id# (0 ~ x‘F’)���2A���PDEV Power Status (SPC Pass#0, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2B���PDEV Power Status (SPC Pass#0, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���2C���PDEV Power Status (SPC Pass#1, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2D���PDEV Powr Status (SPC Pass#1, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���2E���PDEV Power Status (SPC Pass#2,basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2F���PDEV Power Status (SPC Pass#2, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���30���PDEV Power Status (SPC Pass#3, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���31���PDEV Power Status (SPC Pass#3, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���

	(*) BYTE32 ~ 7F : Not Used



�Byte27 = 8D (DKU/HDU Power Failure) Hard information



��0�1�2�3�4�5�6�7����28���������������Subcode :	x‘90’ : DKA detected DKU/HDU Power Failure�����������������������������29���Failure HDU (SPC Pass) before restore detected��������

0

�Pass#3

Status�Pass#2

Status�Pass#1

Status�Pass#0

Status���2A���PDEV Power Status (SPC Pass#0, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2B���PDEV Power Status (SPC Pass#0, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���2C���PDEV Power Status (SPC Pass#1, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2D���PDEV Powr Status (SPC Pass#1, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���2E���PDEV Power Status (SPC Pass#2,basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���2F���PDEV Power Status (SPC Pass#2, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���30���PDEV Power Status (SPC Pass#3, basic DKU box)��������PDEV

(id# x‘F’)

�PDEV

(id# x‘E’)�PDEV

(id# x‘D’)�PDEV

(id# x‘C’)�PDEV

(id# x‘B’)�PDEV

(id# x‘A’)�PDEV

(id# x‘9’)�PDEV

(id# x‘8’)���31���PDEV Power Status (SPC Pass#3, extent DKU box)��������PDEV

(id# x‘7’)

�PDEV

(id# x‘6’)�PDEV

(id# x‘5’)�PDEV

(id# x‘4’)�PDEV

(id# x‘3’)�PDEV

(id# x‘2’)�PDEV

(id# x‘1’)�PDEV

(id# x‘0’)���

	(*) BYTE32 ~ 7F : Not Used
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