Byte27 = 8E & Byte34 = X0 & Byte28 = F0 (Microprogram detected WCHK1) (1/1)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Subcode (x‘F0’)�������29���Hardware information (See following pages)������|����������31����������32���Module ID (See following pages)�������33���Routine ID (See following pages)�������34���PCB number��Message code (x‘0’)����35���SSID (low) of self subsystem�������36���Sympton code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)����37����(This information is not fixed until DKC reports SSB to HOST.)����38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B������������3C���Not used (x‘00’)��������3D���Cylinder address��������3E������������3F���Head address��������40������������|���Free area������7F������������

�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(1)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Failure section information

����

2B���



����

2C���

Bus mode information

����

2D���

Shared memory data informatin

����

2E���



����

2F���



����

30���

CHK3 status information

����

31���

Master error information

����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  :	x‘32’ : Error procedure aid

	Routine ID  :	x‘51’ : CHK3 in initializing

		x‘52’ : CHK3 in scanning

		x‘53’ : Unknown CHK3

		x‘54’ : CHK3 threshold exceeded

		x‘55’ : CHK3 in main recovery process

		x‘56’ : CHK3 in slave proces

		x‘57’ : Other function failed in CHK3 process

		x‘58’ : Reconstruction failed in CHK3 process

		x‘59’ : Making SSB failed in CHK3 interruption process

		x‘5A’ : Making CHK3 SIM failed

		x‘5B’ : Making SSB failed in CHK3 error process

		x‘5C’ : System down in CHK3 process

		x‘5D’ : MP down because reset CHK3 impossibly



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(2)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Not used

����

2B���

Not used

����

2C���

Not used

����

2D���

Not used

����

2E���

Not used

����

2F���

Not used

����

30���

Not used

����

31���

Not used

����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  :	x‘32’ : Error procedure aid

	Routine ID  :	x‘81’ : Unknown CHA CHK3

		x‘82’ : Unknown DKA CHK3

		x‘F1’ : CHK1A threshold exdeeded

		x‘F4’ : CHK1B threshold exceeded

		x‘F7’ :None MP

		x‘F8’ :No logical error information when pseudo-WCHK1 detected

		x‘FB’ : CHK1A detected (execte REBOOT)



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(3)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Return value of arbiter process

����

2B���



����

2C���



����

2D���



����

2E���



����

2F���

Not used

����

30���

Not used

����

31���

Not used

����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  : x‘32’ : Error procedure aid

			Routine ID  : x‘C1’ : Arbiter process failed in cluster failure



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(4)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Access test bit map (initial value)

����

2B���



����

2C���



����

2D���



����

2E���

Access test bit map for succeeded section

����

2F���



����

30���



����

31���



����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  : x‘32’ : Error procedure aid

			Routine ID  : x‘C2’ : No last path in cluster failure



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(5)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Interruption information

����

2B���



����

2C���



����

2D���



����

2E���

CHK1B status information

����

2F���



����

30���



����

31���

Master error information

����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  :	x‘32’ : Error procedure aid

	Routine ID  :	x‘F5’ : CHK1B in CHK3

		x‘F6’ : No error CHK3

		x‘F9’ : Reser CHK3 impossibly



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(6)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

INITYPER (x‘49 4E 49 54 59 45 52’)

����

2B���



����

2C���



����

2D���



����

2E���



����

2F���



����

30���



����

31���



����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  : x‘80’ : CHA/DKA kernael

			Routine ID  : x‘00’ : Invalid reset cause



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(7)	Byte28 = F0 : Micro WCHK1 (Note 1)



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

WCHK1 type code

����

2B���

Reserved

����

2C���

Initialize interface information

����

2D���



����

2E���

Reset type code

����

2F���



����

30���

1st reset type code

����

31���

Reset SSB type code

����

32���

Module ID (Note 2)

����

33���

Routine ID (Note 2)

����

(Note 1)	This format is soecfied by byte 32 and 33.



(Note 2)	Module ID  : x‘16’ :	Reset

		Routine ID  : x‘27’ :	CHK1B in initializing

		Routine ID  : x‘28’ :	Force Reset in initializing

		Routine ID  : x‘29’ :	Initernal Reset in initializing

		Routine ID  : x‘2f’ :	CHK3 in initializing

		Routine ID  : x‘32’ :	Logical Inconsistency Reset in initializing

		Routine ID  : x‘33’ :	Live Ins in initializing

		Routine ID  : x‘34’ :	Power Failure Reset in initializing

		Routine ID  : x‘37’ :	Fault Reset in initializing

		Routine ID  : x‘60’ :	Internal Reset Loop in Resetting

		Routine ID  : x‘61’ :	Logical Inconsistency Reset Loop in Resetting

		Routine ID  : x‘62’ :	CHK1B Loop in Resetting

		Routine ID  : x‘63’ :	CHK3 Loop in Resetting

		Routine ID  : x‘64’ :	CHK1B unrecoverable

		Routine ID  : x‘65’ :	Fault Reset Loop in Resetting

		Routine ID  : x‘66’ :	CHK2A Reset

		Routine ID  : x‘8e’ :	Force WCHK1 (by another MP)



�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(8)	Byte32 33 = x‘B4D0’ : TPC : FOP force WCHK1



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Not used

����

2B���

Not used

����

2C���

Not used

����

2D���

Not used

����

2E���

Not used

����

2F���

Not used

����

30���

Not used

����

31���

Not used

����

�Byte27 = 8E (Micro WCHK1) Byte28-31 Detail



(9)	Byte32 33 = x‘B4D1’ : TPC : FOP force WCHK1



��0�1�2�3�4�5�6�7���

28���

Subcode : x‘F0’ : Micro WCHK1

����

29���

Not used

����

2A���

Not used

����

2B���

Not used

����

2C���

FOP Detected error code

����

2D���



����

2E���

Not used

����

2F���

Not used

����

30���

Not used

����

31���

Not used

����

�Byte27 = 8E & Byte34 = X0 & Byte28 = F1 (Microprogram CHK1A) (1/1)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Subcode (x‘F0’)�������29���Hardware information (See following pages)������|����������31����������32���Module ID (See following pages)�������33���Routine ID (See following pages)�������34���PCB number��Message code (x‘0’)����35���SSID (low) of self subsystem�������36���Sympton code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)����37����(This information is not fixed until DKC reports SSB to HOST.)����38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B������������3C���Not used (x‘00’)��������3D���Cylinder address��������3E������������3F���Head address��������40������������|���Free area������7F������������

�Byte27 = 8E (Microprogram CHK1A) Byte28-31 Detail



(1)	Byte32·33 = x‘165X’ : Microprogram simulated CHK1A for error recovery by REBOOT.



��0�1�2�3�4�5�6�7���28���

Subcode : x‘F1’ : Microprogram CHK1A

����29���RCHK::ERADR�����������

Address (0) from L bus

������2A���RCHK:: ERADR����������

Address (1) from L bus

������2B���RCHK:: ERADR�����������

Address (2) from L bus

������2C���RCHK:: ERADR�����������

Address (3) from L bus

��Not used�Not used���2D���RCHK::LMADRLMT����������Not used�Not used�Not used�Not used�Not used�Not used�Not used�Upper limit address of LM���2E���RCHK::LMADRLMT����������

Upper limit address of LM mounting area (lower order)

�Not used�Not used�Not used�Not used���2F���RCHK::ERSTS0����������Inconsist in i960 wrote operation�Not used�MIC READYI timeout�CHK1A cause detected�CHK1B cause detected�Scan(

LM/XR access error�Not used�Not used���30���RCHK::SCANER����������Scan(Uncorrectable error in LM�Not used�Scan(out of LM area�Scan(

Invalid read�Scan(

Invalid write�Not used�Not used�����Bank0�Bank1���XR address�XR address�����31���RCHK::CHK1ASTS��������i960(Uncorrectable error in LM�I960(WR protected LM �i960(Out of mount LM�Not used�Not used�LANC(WR protected �LANC(Out of mount�����Bank0�Bank1�area�area���LM area�LM area���

�Byte27 = 8E  &  Byte34 : bit4-7 = 1 (Selective Reset) (1/3)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used (‘00’)�������29���DCN status��������Force device busy�Channel connect request�Command chain execute�Path reserve�Stack status�Sense pending�Long Busy (Command process)�Processor connect���2A���DCN status�����������Single path mode

�Gurant path mode�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�Garant path MP���2B���DCN flag�����������RST NTF/ RST ALG SSB  PND�Pin Data pending�(RSV)�(RSV)�ODE pending�RSQ pending�SCI/SCE pending�PCH pending���2C���LCT initiation cause����������0:Ready

1:Not ready�0:Disable

1:Enable�0:	No SNS

1:	64SNS

	pending�0:Mount

1:Not mount�0:	No RST

	ALG LPN

1:	Exist�0:	No SYS 

	RST LPN

1:	Exist�0:No stack

1:Exist�0:	No wait 

	SNS

1:	Exist���2D���LCT initiation cause����������0:No wait-RI

1:Exist�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�(RSV)�0:	Others

1:	DEV BSY 

	JOB���

�Byte27 = 8E & Byte34 : bit4-7 = 1 (Selective Reset) (2/3)



��0�1�2�3�4�5�6�7���2E���Command interface flag����������Pending exist



�SCE(RSP)�(RSV)�(RSV)�ODE pending�RSQ pending�SCI pending�PCH pending���2F���Command code��������30���Internal SSB log number�������31������������32���Related reset detailed log number�������33������������34���PCB number��Message code (x‘1’)����35���SSID (low) of self subsystem�������36���Sympton code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37������������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B������������3C���Not used (x‘00’)��������3D���Cylinder address��������3E������������3F���Head address��������40���Not used��������41���Not used��������42���Initialize interface information�������43�����������44���Reset type code��������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A diference code��������4A���Multi reset type code��������4B�����������4C���Interrupted address��������4D�����������4E�����������4F�����������50���Interrupted opration code��������51�����������52�����������53�����������54���Current LDEV number��������55����������56���Current LPN number��������57�����������58���Initiation cause code��������59�����������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (from LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61�����������62�����������63�����������* : This information is not fixed until DKC reports SSB to HOST.



�Byte27 = 8E  &  Byte34 : bit4-7 = 1 (Selective Reset) (3/3)



��0�1�2�3�4�5�6�7���64���jcb id��������65������������66���req id�������67���Job type code�������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN (wldcn1l)��������71�����������72�����������73�����������74���DCN (wldcn2l)��������75�����������76�����������77�����������78���Not used��������79����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8E & Byte34 : bit4-7 = 3 (wait SENSE Timeout) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used (‘00’)�������29���Not used (‘00’)������2A���Basic SSB��Basic SSB���2B��������2C��24-byte��32-byte�Exception code���2D��format�F/M�format����2E���System error code��System error code���2F��������30���Reset internal SSB number��������31�����������32���Detail log number for RESET�������33�����������34���PCB number���Message code (x‘3’)����35���SSID (low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E  &  Byte34 : bit4-7 = 3 (Wait SENSE Timeout) (2/2)



��0�1�2�3�4�5�6�7���40�����������41���Not used��������42�����������43����������44������������ 45����������46������������47���������48����������49�����������4A������������4B����������4C����������4D�����������4E������������4F�����������50�����������51������������52�����������53�����������54�����������55����������56���LPN��������57�����������58�����������|���Not used��������|�����������|�����������|����������5F�����������60�����������61���Timeout SSB��������62�����������63�����������64�����������65�����������66�����������67�����������68�����������69�����������6A�����������6B����������6C�����������6D�����������6E�����������6F�����������70�����������71�����������72�����������73�����������74�����������75�����������76�����������77�����������78�����������79�����������7A�����������7B�����������7C�����������7D�����������7E�����������7F������������Byte27 = 8E & Byte34 : bit4-7 = 5 (CHK1B Reset) (1/2)



��0�1�2�3�4�5�6�7����00���Time stamp����|�������05�������06���Format Message ����07��PCB type��Processor ID������08���System error code����09�������0A���JCB ID����0B�������0C���REQ ID����0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number����11�������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCU number����14���RCU LDEV number����15�������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Related internal SSB log number�������29���������2A���Not used��������2B���Not used��������2C���Old PSW��������2D�����������2E�����������2F�����������30���Internal SSB log number (RESET)�������31�����������32���Related RESET detail log number�������33�����������34���PCB number���Message code (x‘5’)����35���SSID (low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E  &  Byte34 : bit4-7 = 5 (CHK1B Reset) (2/2)



��0�1�2�3�4�5�6�7���40���Not used��������41���Not used���������42���Initialize interface information�������43������������44���Reset type code�������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A difference code�������4A���Multi reset type code��������4B������������4C���Interrupted address�������4D����������4E������������4F������������50���Interrupted opration code��������51������������52�����������53������������54���Current LDEV number��������55����������56���Current LPN number��������57������������58���Initiation cause code��������59���������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (form LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61����������62�����������63�����������64���jcb id��������65�����������66���req id��������67���Job type code��������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN��������|�����������|�����������77�����������78���Not used��������79�����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8E & Byte34 : bit4-7 = 6 (DKC Internal Reset) (1/2)



��0�1�2�3�4�5�6�7����00���Time stamp����|�������05�������06���Format Message ����07��PCB type��Processor ID������08���System error code����09�������0A���JCB ID����0B�������0C���REQ ID����0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number����11�������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCU number����14���RCU LDEV number����15�������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used�������29���������2A�����������2B�����������2C���Old PSW��������2D�����������2E�����������2F�����������30���Internal SSB log number�������31�����������32���Reset detail log number�������33�����������34���PCB number���Message code (x‘6’)����35���SSID (Low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E & Byte34 : bit4-7 = 6 (DKC Internal Reset) (2/2)



��0�1�2�3�4�5�6�7���40���Not used��������41���Not used���������42���Initialize interface information�������43������������44���Reset type code�������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A difference code�������4A���Multi reset type code��������4B������������4C���Interrupted address�������4D����������4E������������4F������������50���Interrupted opration code��������51������������52�����������53������������54���Current LDEV number��������55����������56���Current LPN��������57������������58���Initiation cause code��������59���������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (form LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61����������62�����������63�����������64���jcb id��������65�����������66���req id��������67���Job type code��������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN��������|�����������|�����������77�����������78���Not used��������79�����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8E & Byte34 : bit4-7 = 7 (LCP Internal Reset) (1/2)



��0�1�2�3�4�5�6�7����00���Time stamp����|�������05�������06���Format Message ����07��PCB type��Processor ID������08���System error code����09�������0A���JCB ID����0B�������0C���REQ ID����0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number����11�������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCU number����14���RCU LDEV number����15�������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (Low)��������26���Cylinder address (High)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used�������29���Not used������2A���Internal Sel ective Reset cause�������2B�����������2C��For Hotline�Old PSW�For INT SEL �LCP error code���2D����RST����2E�����x‘00’���2F�����x‘00’���30���Internal SSB log number�������31�����������32���Reset detail log number�������33�����������34���PCB number���Message code (x‘7’)����35���SSID (Low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E & Byte34 : bit4-7 = 7 (LCP Internal Reset) (2/2)



��0�1�2�3�4�5�6�7���40���Not used��������41���Not used���������42���Initialize interface information�������43������������44���Reset type code�������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A difference code�������4A���Multi reset type code��������4B������������4C���Interrupted address�������4D����������4E������������4F������������50���Interrupted opration code��������51������������52�����������53������������54���Current LDEV number��������55����������56���Current LPN��������57������������58���Initiation cause code��������59���������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (form LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61����������62�����������63�����������64���jcb id��������65�����������66���req id��������67���Job type code��������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN��������|�����������|�����������77�����������78���Not used��������79�����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8E & Byte34 : bit4-7 = 8 (Force Reset) (1/2)



��0�1�2�3�4�5�6�7����00���Time stamp����|�������05�������06���Format Message ����07��PCB type��Processor ID������08���System error code����09�������0A���JCB ID����0B�������0C���REQ ID����0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number����11�������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCU number����14���RCU LDEV number����15�������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used�������29���Not used������2A���Not used��������2B���Not used��������2C���Old PSW��������2D�����������2E�����������2F�����������30���Internal SSB log number (RESET)�������31�����������32���Reset detail log number�������33�����������34���PCB number���Message code (x‘8’)����35���SSID (low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E & Byte34 : bit4-7 = 8 (Foece Reset) (2/2)



��0�1�2�3�4�5�6�7���40���Not used��������41���Not used���������42���Initialize interface information�������43������������44���Reset type code�������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A difference code�������4A���Multi reset type code��������4B������������4C���Interrupted address�������4D����������4E������������4F������������50���Interrupted opration code��������51������������52�����������53������������54���Current LDEV number��������55����������56���Current LPN��������57������������58���Initiation cause code��������59���������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (form LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61����������62�����������63�����������64���jcb id��������65�����������66���req id��������67���Job type code��������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN��������|�����������|�����������77�����������78���Not used��������79�����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8E & Byte34 : bit4-7 = 9 (Logical Inconsistency Reset) (1/2)



��0�1�2�3�4�5�6�7����00���Time stamp����|�������05�������06���Format Message ����07��PCB type��Processor ID������08���System error code����09�������0A���JCB ID����0B�������0C���REQ ID����0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number����11�������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCU number����14���RCU LDEV number����15�������16���Internal SSB log number����17�������18���Related failure log number����19�������1A���Related SIM log number����1B�������1C���Related SSB log number����1D�������1E���(Reserved)����1F���SCB����20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘8’)���Message (x‘E’)����28���Not used��������29�����������2A�����������2B�����������2C���OLD PSW (Interruption source address)�������2D�����������2E�����������2F�����������30���Internal SSB log number�������31�����������32���Reset detail log number�������33�����������34���PCB number���Message code (x‘9’)����35���SSID (low) of self subsystem�������36���Symptom code (x‘FF8E’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8E & Byte34 : bit4-7 = 9 (Logical Inconsistency Reset) (2/2)



��0�1�2�3�4�5�6�7���40���Not used��������41���Not used���������42���Initialize interface information�������43������������44���Reset type code�������45�����������46���1st reset type code��������47���Reset SSB type code��������48���Reset type code for making SSB�������49���Self CHK1A difference code�������4A���Multi reset type code��������4B������������4C���Interrupted address�������4D����������4E������������4F������������50���Interrupted opration code��������51������������52�����������53������������54���Current LDEV number��������55����������56���Current LPN��������57������������58���Initiation cause code��������59���������5A���Command interface��������5B���DSB (from LCT)��������5C���sys status��������5D���REQ ID (from LCT)��������5E���JCB ID (form LCT)��������5F�����������60���wchklmpbitmap (from LCT)�������61����������62�����������63�����������64���jcb id��������65�����������66���req id��������67���Job type code��������68���job status��������69���Executing processor number�������6A���Initiation cause code��������6B���Initiation detail code��������6C���Command code��������6D���Channel sequence��������6E���Reserved��������6F�����������70���DCN��������|�����������|�����������77�����������78���Fault reason code��������79�����������7A�����������7B�����������7C���SLV-DCN (slvdcnr)��������7D�����������7E�����������7F�����������

�Byte27 = 8F (Logical Inconsistency) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘8’)���Message (x‘F’)����28���Module ID�������29���Routine ID������2A���Error information��������2B�����������2C�����������2D�����������2E�����������2F�����������30����������31�����������32����������33�����������34���PCB number���Not used (x‘00’)����35���SSID(low) of self subsystem�������36���Symptom code (x‘FF8F’ : LDEV type = DKU87I/x‘EF8E’ : LDEV type = DKU86I)*����37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������* : This information is not fixed until DKC reports SSB to HOST.

�Byte27 = 8F (Logical Inconsistency) (2/2)

��0�1�2�3�4�5�6�7���40���Error information��������|�����������|�����������|�����������|�����������|�����������7F�����������

�Byte27 = 9F (Trace data/Log data) (1/2)

		All of F/M = 9F SSB informations are no problem on DKC performance.

�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘9’)���Message (x‘F’)����28���Module ID�������29���Routine ID������2A���Error information��������2B�����������2C�����������2D�����������2E�����������2F�����������30����������31�����������32����������33�����������34���PCB number���Not used (x‘00’)����35���SSID (low) of self subsystem�������36���Symptom code (x‘FF9F’)��������37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������

�Byte27 = 9F (Trace data/Log data) (2/2)

��0�1�2�3�4�5�6�7���40���Error information��������|�����������|�����������|����������|������������|����������|������������7F�����������

Note 1

	The pare of system error code x‘AE5A’ (Drive not Ready) and x‘A772’ are reported even when one of the following �	processes has completed successfully.  These indicate the PDEV spin down executed correctly and do not mean the �	error condition.  Please ignore them.

		• PDEV replace

		• DKU Inline execution at Installation or at PDEV expansion.



Note 2

	System error code x‘AE5B’ (Unit Attention) is reported even after one of the following processes has completed �	successfully.  It indicates the PDEV was reset correctly and does not mean the error condition.  Please ignore it.

		• DKA replace

		• DKA expansion

		• PDEV expansion

		• DKA micro-program exchange

		• PDEV micro-program exchange



�Byte27 = EC (Envirnment Monitor Detected DKC Failure) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘E’)���Message (x‘C’)����28���Error detection code (Note 1)�������29���Error detection code (Note 2)������2A���Error reason code (Note 3)��������2B�����������2C���Reserved area��������2D�����������2E�����������2F�����������30����������31�����������32����������33�����������34���PCB number (don’t care)��Message code (don’t care)����35���SSID(low) of self subsystem (don’t care)�������36���Symptom code (x‘FFEC’)��������37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde��������3D���Cylinder address��������3E�����������3F���Head address��������

�Byte27 = EC (Environment Monitor Detected DKC Failure) (2/2)



��0�1�2�3�4�5�6�7���40���Error Detection Code 1 (Note 1)�������41���Error Detection Code 2 (Note 2)�������42���Error Detection Code 3 (Note 3)�������43������������|���Not used��������7F�����������

(Note 1) Error Detection Code 1	(Note 2) Error Detection Code 2



Code�Detection��Code�Component��10�PWRCTL-1��10�Logic 1��20�PWRCTL-2��20�Logic 2��30�SSVP��80�PWRCTL1�����81�PWRCTL2�����90�AC BOX-R10�����91�AC BOX-R11��

(Note 3) Error Detection Code 3



Code�Reason��10�Abnormal temperature (over60°C) is detected in the front side.��11�Abnormal temperature (over60°C) is detected in the back side.��12�Abnormal temperature (over45°C) is detected in the front side.��13�Abnormal temperature (over45°C) is detected in the back side.��20�5V voltage has dropped below 80%.��21�3V voltage has dropped below 80%.��30�Voltage for shared memory has dropped below 80%.��32�Voltage for cache memory has dropped below 80%.��33�12V voltage has dropped below 80%��40�5VPS0 box abnormality has been detected.��41�5VPS1 box abnormality has been detected.��42�5VPS2 box abnormality has been detected.��43�5VPS3 box abnormality has been detected.��44�3VPS0 box abnormality has been detected.��45�3VPS1 box abnormality has been detected.��46�3VPS2 box abnormality has been detected.��47�3VPS3 box abnormality has been detected.��48�Multi PS0 box abnormality has been detected.��49�Multi PS1 box abnormality has been detected.��(Continue)



�

Code�Reason��50�Battery0 or BATT-CTR0 abnormality has been detected.��52�Battery1 or BATT-CTR1 abnormality has been detected.��53�Battery2 or BATT-CTR2 abnormality has been detected.��5A�Battery0 abnormality has been detected. (DIAG)��5B�Battery1 abnormality has been detected. (DIAG)��5C�Battery2 abnormality has been detected. (DIAG)��60�AC power off/interruption of breaker box occurred.��70�Low rotation speed of FPSFAN12A has been detected when Error Detection Code 1 is 10.��70�Low rotation speed of FPSFAN21A has been detected when Error Detection Code 1 is 20.��71�Low rotation speed of FPSFAN12B has been detected when Error Detection Code 1 is 10.��71�Low rotation speed of FPSFAN21B has been detected when Error Detection Code 1 is 20.��72�Low rotation speed of FPSFAN11A has been detected when Error Detection Code 1 is 10.��72�Low rotation speed of FPSFAN22A has been detected when Error Detection Code 1 is 20.��73�Low rotation speed of FPSFAN11B has been detected when Error Detection Code 1 is 10.��73�Low rotation speed of FPSFAN22B has been detected when Error Detection Code 1 is 20.��74�Low rotation speed of RPSFAN11A has been detected when Error Detection Code 1 is 10.��74�Low rotation speed of RPSFAN21A has been detected when Error Detection Code 1 is 20.��75�Low rotation speed of RPSFAN11B has been detected when Error Detection Code 1 is 10.��75�Low rotation speed of RPSFAN21B has been detected when Error Detection Code 1 is 20.��76�Low rotation speed of RPSFAN12A has been detected when Error Detection Code 1 is 10.��76�Low rotation speed of RPSFAN22A has been detected when Error Detection Code 1 is 20.��77�Low rotation speed of RPSFAN12B has been detected when Error Detection Code 1 is 10.��77�Low rotation speed of RPSFAN22B has been detected when Error Detection Code 1 is 20.��78�Low rotation speed of FLGFAN12A has been detected when Error Detection Code 1 is 10.��78�Low rotation speed of FLGFAN22A has been detected when Error Detection Code 1 is 20.��79�Low rotation speed of FLGFAN12B has been detected when Error Detection Code 1 is 10.��79�Low rotation speed of FLGFAN22B has been detected when Error Detection Code 1 is 20.��7A�Low rotation speed of FLGFAN11A has been detected when Error Detection Code 1 is 10.��7A�Low rotation speed of FLGFAN21A has been detected when Error Detection Code 1 is 20.��7B�Low rotation speed of FLGFAN11B has been detected when Error Detection Code 1 is 10.��7B�Low rotation speed of FLGFAN21B has been detected when Error Detection Code 1 is 20.��7C�Low rotation speed of RLGFAN11A has been detected when Error Detection Code 1 is 10.��7C�Low rotation speed of RLGFAN21A has been detected when Error Detection Code 1 is 20.��7D�Low rotation speed of RLGFAN11B has been detected when Error Detection Code 1 is 10.��7D�Low rotation speed of RLGFAN21B has been detected when Error Detection Code 1 is 20.��7E�Low rotation speed of RLGFAN12A has been detected when Error Detection Code 1 is 10.��7E�Low rotation speed of RLGFAN22A has been detected when Error Detection Code 1 is 20.��7F�Low rotation speed of RLGFAN12B has been detected when Error Detection Code 1 is 10.��7F�Low rotation speed of RLGFAN22B has been detected when Error Detection Code 1 is 20.��81�JP for LOGIC1 remains.��82�JP for LOGIC2 remains.��90�Environment monitor register access error.��91�Basic clock error of the environment monitor PCB occurred.��92�Parity error of the environment monitor PCB occurred.��93�Battery diagnostic mode setting failure.��A0�An environment monitors disagreement error occurred.��A1�An environment monitors disagreement error of P/S occurred.��C0�SVP P/S abnormal.��

�Byte27 = EE (Envirnment Monitor Detected DKU Failure) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘E’)���Message (x‘E’)����28���Error detection code (Note 1)�������29���Error detection code (Note 2)������2A���Error reason code (Note 3)��������2B�����������2C���Reserved area��������2D�����������2E�����������2F�����������30����������31�����������32����������33�����������34���PCB number (don’t care)��Message code (don’t care)����35���SSID (low) of self subsystem (don’t care)�������36���Symptom code (x‘FFEE’)��������37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde��������3D���Cylinder address��������3E�����������3F���Head address��������

�Byte27 = EE (Environment Monitor Detected DKU Failure) (2/2)



��0�1�2�3�4�5�6�7���40���Error Detection Code 1 (Note 1)�������41���Error Detection Code 2 (Note 2)�������42���Error Detection Code 3 (Note 3)�������43������������|���Not used��������7F�����������

(Note 1) Error Detection Code 1	(Note 2) Error Detection Code 2



Code�Detection��Code�Component�Code�Component�Code�Component��11�DKUMN-R1F��30�HDU-R10�50�HDU-R20�70�DKUMN-R1F��21�DKUMN-R1R��31�HDU-R11�51�HDU-R21�71�DKUMN-R1R��12�DKUMN-L1F��32�HDU-R12�52�HDU-R22�72�DKUMN-L1F��22�DKUMN-L1R��33�HDU-R13�53�HDU-R23�73�DKUMN-L1R��13�DKUMN-R2F��34�HDU-R14�54�HDU-R24�74�DKUMN-R2F��23�DKUMN-R2R��35�HDU-R15�55�HDU-R25�75�DKUMN-R2R��14�DKUMN-L2F��36�HDU-R16�56�HDU-R26�76�DKUMN-L2F��24�DKUMN-L2R��37�HDU-R17�57�HDU-R27�77�DKUMN-L2R�����40�HDU-L10�60�HDU-L20�������41�HDU-L11�61�HDU-L21�������42�HDU-L12�62�HDU-L22�������43�HDU-L13�63�HDU-L23�������44�HDU-L14�64�HDU-L24�������45�HDU-L15�65�HDU-L25�������46�HDU-L16�66�HDU-L26�������47�HDU-L17�67�HDU-L27����

�(Note 3) Error Detection Code 3



Code�Reason��20�5V voltage has dropped below 80%.��22�12V voltage has dropped below 80%.��4A�HDD P/L Multi PS1 box abnormality has been detected.��4B�HDD P/L Multi PS0 box abnormality has been detected.��70�Low rotation speed of FAN-xxx2A has been detected. (xxx : the part shown in Error Detection Code 2)��71�Low rotation speed of FAN-xxx1A has been detected.��72�Low rotation speed of FAN-xxx0A has been detected.��73�Low rotation speed of FAN-xxx2B has been detected.��74�Low rotation speed of FAN-xxx1B has been detected.��75�Low rotation speed of FAN-xxx0B has been detected.��85�JP for HDU-xx0 to HDU-xx3 remains.��86�JP for HDU-xx4 to HDU-xx7 remains.��90�Environment monitor register access error.��91�Basic clock error of the environment monitor PCB occurred.��92�Parity error of the environment monitor PCB occurred.��A0�An environment monitors disagreement error occurred.��A1�An environment monitors disagreement error of P/S occurred.��



�Byte27 = F0 (Operation Terminated) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘F’)���Message (x‘E’)����28���Not used (x‘00’)�������29���Not used (x‘00’)������2A���Not used (x‘00’)��������2B���Hardware level (Note 1)��������2C�����������2D���SSID of mate subsystem (x‘0000’ for EDCC)������2E�����������2F���Maker code & Manufacture code (x‘00’)�������30���Not used (x‘00’)�������31���Module ID��������32���Routine ID�������33���PCB number���Message code (x‘0’)����34���SSID of self subsystem�������35����������36���Symptom code (x‘FFF0’)��������37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘1D’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������

�Byte27 = F0 (Openation Terminated) (2/2)



��0�1�2�3�4�5�6�7���40����������|���Not used��������|�����������|�����������7F�����������

(Note 1)  Hardware level



�Bit0 : Hardware level flag������For bit0=0��For bit0=1����Bit 1	:	Not used

Bit 2 ~ 3	:	SP number��Bit 1	:	Not used

Bit 2 ~ 3	:	SP number����Bit 4 ~ 5	:	CHLs per Cluster��Bit 4 ~ 5	:	CHLs per Cluster����		00 : 4

		01 : 8

		10 : Not used

		11 : Not used��		0000 : Parallel=4, Serial=0

		0001 : Parallel=8, Serial=0

		0010 : Parallel=4, Serial=2

		0100 : Parallel=4, Serial=4����Bit 6	:	NVS

		0 : Without NVS

		1 : With NVS��		0110 : Parallel=0, Serial=2

		1000 : Parallel=0, Serial=4

		1010 : Parallel=0, Serial=8����Bit 7	:	Not used��		1100 : Parallel=0, Serial=8����Bit 8 ~ 10	:	Cache size��Bit 8	:	DUAL FRAME����		000 : Non cache��		0 : DUAL FRAME����		001 : 256MB��		1 : MODULAR POWER����		010 : 512MB��Bit 9 ~ 11	:	Cache size����		011 : 768MB��		000 : Non cache����		100 : 1024MP��		001 : 256MB����		101 : 1280MP��		010 : 512MB����		110 : 1536MP��		011 : 768MB����		111 : Over 1536MB

Bit11 ~ 13	:	Cluster hardware level

Bit14 ~ 15	:	Cache/NVS hardware level



��		100 : 1024MB

		101 : 1280MB

		110 : 1536MB

		111 : Over 1536MB

Bit12 ~ 13	:	Cluster hardware level

Bit14 ~ 15	:	Cache/NVS hardware level��



�Byte27 = F1 (Micro-program Detected Cache Failure) (1/2)



�0�1�2�3�4�5�6�7��00���Time stamp���������|������������05������������06���Format Message��������07��PCB type���Processor ID (Note)������08���System error code��������09������������0A���JCB ID���������0B������������0C���REQ ID���������0D��24CMPAT�ECKD32�SCSI-RAID�RCOPY�SEPARATE �Host report�SVP report�Force log���0E��LDEV#VLD�PDEV#VLD�SSB#VLD�LOG#VLD�SIM#VLD�RSSB#VLD�0�0���0F��RCV SIM�0�0�0�0�0�0�0���10���LDEV number��������11������������12���CDEV number���RDEV number����13��SEMI-SYNC�RCU SIM�0�0��RCV number�����14���RCU LDEV number��������15������������16���SSB log number��������17������������18���Related failure log number�������19������������1A���Related SIM log number��������1B������������1C���Related SSB log number��������1D������������1E���(Reserved)���������1F���SCB���������20���Basic SSB���������21������������22������������23���Count���������24���Device address��������25���Cylinder addres (low)��������26���Cylinder address (high)��Head address����27���Format (x‘F’)���Message (x‘1’)����28��Queue transition in progress (Side A)�Queue transition in progress (Side B)�Free SGCB queue operation in progress�Free SLCB queue operation in progress�Free GRPT queue operation in progress�

Not used���29���Not used�����*�����VDEV number�������*��2A���Queue type�������*����VDEV number��Slot number������*��2B���Queue number�������*�����Slot number�������*��2C���Queue number�������*�����Slot number�����*��2D���SSID of mate subsystem (x‘0000’ for EDCC)������2E�����������2F���Maker code & Manufacture code (x‘00’)�������30���Not used (x‘00’)�������*	: When byte 28, bit2-4 = 000, upper value is valid.

	: When byte 28, bit2-4 ( 000, lower value is valid.



�Byte27 = F1 (Micro-program Detected Cache Failure) (2/2)



��0�1�2�3�4�5�6�7���31���Module ID��������32���Routine ID�������33���PCB number���Message code (x‘0’)����34���SSID of self subsystem�������35����������36���Symptom code (x‘FFF1’)��������37�����������38���Log and message control (x‘00’)�������39���Program action code (x‘00’)�������3A���Configuration information��������3B�����������3C���Not usde (x‘00’)��������3D���Cylinder address��������3E�����������3F���Head address��������40����������|���Error information��������|�����������|�����������7F�����������
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