2.23 HRC&HODM Operation





2.23.1 Referring to the Path Status





Refer to the MCU-RCU connection status.  This operation is possible only from the MCU.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.




















2.	Selecting an RCU


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select an RCU whose path status is desired to be referred to from the RCU list (see the figure) on the HRC (HODM) screen. (Two or more RCUs cannot be selected here.)














		(HRC)


�





























		(HODM)





3.	Displaying the RCU status


	Select (CL) the [RCU Status...] button on the HRC (HODM) screen to display the RCU Status screen.

















�
4.	Selecting a path to be displayed


�


	The path list is displayed on the RCU Status screen.  Select a path �whose status is desired to be displayed from the list.  (Two or more �paths cannot be selected here.)



































5.	Updating the path status


	Select (CL) the [Refresh] button on the RCU Status screen to update the screen display.  �When updating the screen display, select (CL) the [Refresh] button.  When closing the screen, �select (CL) the [Close] button.























�
2.23.2 Referring to the Pair Status





Refer to the object volume pair status.  The screen data displayed will differ between when this operation is executed from only the MCU and when it is executed from the RCU.





1.	Displaying the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.








2.	Selecting a volume


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select a volume whose status is desired to be referred to from the volume list (see the figure) on the HRC (HODM) screen. (Select only one volumes here although two or more volume can be selected from the list.)











		(HRC)


�





























		(HODM)





3.	Displaying the pair status


�


	Select (CL) the [Pair Status...] button on the HRC (HODM) screen.  The Pair Status screen will appear.


	(The figure is HODM Pair Status screen.)























4.	Updating the pair status


	Select (CL) the [Refresh] button on the Pair Status screen.  This operation updates the display of the pair status.  Press (CL) the [Close] button to close the screen.


�
2.23.3 Suspending the Volume Pair(s)





This operation suspends the object volume pair(s).  The operation can be executed from both the MCU and the RCU.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.























2.	Selecting the volume pair(s)


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select the volume pair(s) desired to be suspended from the volume list (see the figure) on the HRC (HODM) screen.

















		(HRC)


�





























		(HODM)





3.	Instructing a suspension


�


	Select (CL) the [Pair Suspend...] button on the HRC (HODM) screen.  A confirmation message will appear.  To suspend the pair really, press (CL) the [Yes] button.  The Suspend Pair screen will appear.














�
4.	Confirm the suspension volume pairs


�


	Confirm the suspension volume pairs that are displayed to the Suspend pair screen and select (CL) [OK] button and go to 6.


	If you want to change suspend parameters of HRC pairs, select the volume pairs from the volume list and select (CL) [Change...] button and go to 5.


	If you want to omit the volume pair suspension, select the volume pairs from the volume list and select (CL) [Omit] button.





5.	Inputting the suspending parameters


��


	Press (CL) the [OK] button on the Suspend Pair screen to execute the suspending processing.


•	SSB [F/M= FB]�This parameter specifies whether to issue a suspension report with SSB[F/M= FB].


•	Suspend type�This parameter specifies which instruction is to be  issued, an M-VOL suspension or an R-VOL suspension.  Only “R-VOL” can be specified for asynchronous copy pairs.


•	Suspend (Async)�This parameter specifies the kind of suspension.�“Group” means all volume pair(s) suspension which are assigned to the same C/T group as the specified volume pair(s).�“Volume” means only specified volume pair(s) will be suspended.


��


	This parameter can be specified HRC asynchronous copy volume pairs only.  If 2 or more volume pairs are specified, only “Volume” can be specified.


•	Pending update (Async)�This parameter specifies the method of the release of the Record set.�“Drain” means that the volume pair(s) should be suspended after all pending record set are settled.�“Purge” means that the volume pair(s) should be suspended even if pending record set remain.  The pending record set �will be copied when the Resume Pair operated.�This parameter can be specified HRC asynchronous copy volume pair(s) only.


	Notice : If you specify “Drain”, you must stop I/O from the hosts beforehand.





�
6.	Verifying the suspension


�


	Verify if the volume pair selected from the volume list (see the figure) is in the suspended status or not by pressing (CL) the [Refresh] button on the HRC (HODM) screen.




















		(HRC)


�
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�
2.23.4 Resuming the Suspended Pair(s)





This operation resumes the volume pair(s) suspended.  The operation can be performed only from the MCU.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.




















2.	Selecting the volume pair(s)


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select the volume pair(s) desired to be resumed from the volume list (see the figure) on the HRC (HODM) screen to resume it.


	Select the [Resume Pair...] button on the HRC (HODM) screen.  The Resume Pair screen will appear.








		(HRC)


�





























		(HODM)





3.	Confirm a resume parameter


�


	Confirm a resume option on the Resume Pair screen.


	Select (CL) the [OK] button on the Resume Pair screen and go to 6.


	If you want to change resume parameter, select the volume pairs from the volume list and select (CL) [Change...] button and go to 4.1 (HRC) or 4.2 (HODM).


	If you want to omit resume pair, select the volume pairs from the volume  list and select (CL) [Omit] button.


�
4.1	Inputting the resume parameter (HRC)


�


	On the Resume pair screen, perform the following.


	Input the initial copy priority to the Priority.


	Select one of the copy mode indicated at Copy Mode.


	(If the Copy Mode is “Asynchronous”, it cannot be changed.)


	If you want to set pair option, press (CL) [Option...] button and go to 5.


	When all operations above are finished, press (CL) the [OK] button (see the figure) and go to 3.





4.2	Inputting the resume parameter (HODM)


�


	On the Resume pair screen, perform the following.


	Input the initial copy priority to the Priority.


	When all operations above are finished, press (CL) the [OK] button (see the figure) and go to 3.




















5.	Setting HRC pair option


�


	On the Pair Option screen, perform the following.


	Set one of the following in Initial Copy Pace.


•	15 Tracks


•	3 Tracks


	Set one of the following in M-VOL Fence Level.�(Fixed “Never” when asynchronous copy pair resuming)


•	R-VOL Data


•	R-VOL Status


•	Never


	Set one of the following in Error Level.�(Effective only asynchronous copy pair.)


•	Group


•	Volume


	Set one of the following in Pair Resume.�(Effective only asynchronous copy pair.)


•	Group


•	Volume


	If 2 or more volumes are specified, you can specify “Volume” only.


	When all above operation are finished, press (CL) [OK] button.  Then go to 4.1.





�
6.	Verifying the resumption


�


	Verify if the volume pair(s) selected from the volume list (see the figure) is in the pending (or duplex) status by pressing (CL) the [Refresh] button on the HRC (HODM) screen.

















		(HRC)


�
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�
2.23.5 Deleting the Existing HRC Pair(s)





This operation deletes the HRC pair(s).  The operation can be performed from both the MCU and the RCU.





1.	Display the HRC screen.


	Select (CL) [HRC] in the ‘SVP’ window.





























2.	Selecting the volume pair(s)


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select the volume pair(s) desired to be deleted from the volume list (see the figure) on the HRC screen.





























3.	Instructing the deletion


�


	Select (CL) the [Delete Pair...] button on the HRC screen.  The confirmation message will appear.  To delete the pair(s) really, press (CL) the [Yes] button.  Then Delete Pair screen will appear.

















�
4.	Confirm the deletion volume pairs


�


	Confirm the deletion volume pairs that are displayed to the Delete pair screen and select (CL) [OK] button and go to 6.


	If you want to change delete parameters, select the volume pairs from the volume list and select (CL) [Change...] button and go to 5.


	If you want to omit the volume pair deletion, select the volume pairs from the volume list and select (CL) [Omit] button.





5.	Inputting a deleting parameter


�


	Press (CL) the [OK] button on the Delete Pair screen to execute the deletion and go to 4.


•	Delete Pair by Force


	This parameter deletes the selected pair(s) forcibly regardless of the status of the communication between MCU and RCU.


•	Delete All Pairs


	By using this parameter, you can delete all pairs (This operation could not be done against the asynchronous pairs.)  In the step (2), you can use this option when you select one volume (it is not asynchronous copy) and select Delete Pair by Force.


	Set one of the following in Delete. (Effective only asynchronous copy pair.)


•	C/T


•	Group


•	Volume


	“C/T” means all volumes deletion which displayed in “Sub” column of Volume List of HRC Main Control screen as “GRP”.


	“C/T” can be specified only for undermentioned conditions :


•	Only one volume is specified.


•	The specified volume is R-VOL.


•	The specified volume is neither “Suspending” status nor “Deleting” status.


	“Group” means all volume pair(s) deletion which is(are) assigned to the same C/T group as the specified volume pair(s).


	“Volume” means only specified volume pair(s) will be deleted.





6.	Verifying the pair(s) deleted


�


	Verify if the volume pair(s) selected from the volume list (see the figure) is(are) in the simplex status by pressing (CL) the [Refresh] button on the HRC screen.




















�
2.23.6 Deleting the Existing HODM Pair(s)





This operation deletes the HODM pair(s).  The operation can be performed only from the MCU.





1.	Display the HODM screen.


	Select (CL) [HODM] in the ‘SVP’ window.





























2.	Selecting the volume(s)


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select the volume pair(s) desired to be deleted from the volume list (see the figure) on the HODM screen.




















3.	Instructing a deletion


�


	Press (CL) the [Delete Pair...] button on the HODM screen.  The confirmation message will appear.  To delete the pair(s) really, press (CL) the [Yes] button.  The Delete Pair screen will appear.

















�
4.	Confirm the deletion volumes


�


	Confirm the deletion volumes that are displayed to the Delete pair screen and select (CL) [OK] button and go to 6.


	If you want to change delete parameters, select the volumes from the volume list and select (CL) [Change...] button and go to 5.


	If you want to omit the volume deletion, select the volumes from the volume list and select (CL) [Omit] button.





5.	Inputting a deleting parameter


�


	Press (CL) the [OK] button on the Delete Pair screen to �execute the deletion and go to 4.


•	Delete by Force


	This parameter deletes the selected pair(s) forcibly �regardless of the status of the communication between �MCU and RCU.














6.	Verifying the pair(s) deleted


�


	Verify if the volume(s) selected from the volume list (see the figure) is(are) in the simplex status by pressing (CL) the [Refresh] button on the HODM screen.























�
2.23.7 Deleting an RCU Registered





This function deletes an RCU.  The function can be executed only from the MCU.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.




















2.	Selecting an RCU


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select an RCU desired to be deleted from the RCU list (see the figure) on the HRC (HODM) screen. (Only one RCU can be selected here.)














		(HRC)
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3.	Instructing the deletion


�


	Select (CL) the [Delete RCU] button on the HRC (HODM) screen.  The confirmation message will appear.  To delete the RCU really, press (CL) the [Yes] button.




















�
4.	Verifying the RCU deletion


�


	Press (CL) the [Refresh] button on the HRC (HODM) screen to verify if the RCU selected from the RCU list (see the figure) is deleted.
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�
2.23.8 Adding the Path(s) to the RCU





This operation adds the path(s) to the RCU already registered.  The operation can be performed from both the MCU and the RCU.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.























2.	Selecting an RCU


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select an RCU the number of paths to which is desired to be increased from the RCU list (see the figure) on the HRC (HODM) screen. (Only one RCU can be selected here.)














		(HRC)


�
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3.	Selecting a function


�


	Select (CL) the [Edit Path/SSID...] button on the HRC (HODM) screen.


	The Path/SSID Edit screen will appear.


	Select (CL) the [Edit Path] radio button then press (CL) the [OK] button on the screen.














�
4.	Instructing the addition of the path(s)


�


	The Edit Path screen will appear.  Then press �(CL) the [Add...] button on the screen.


























5.	Inputting the parameters


�


	When the Path Parameter screen appears, input the necessary parameters �and press (CL) the [OK] button.


•	Port�Specify the RCP port.


•	Destination link address


	Specify the RCU side link address.  When the ESCD is to be used, input �the RCU-connected link address.  When the ESCD is not used, input �'00'.


•	Logical address�


	HRC:


	The Logical address can not be specified.


	HODM:


	Please select a logical address which are defined as CU images (00 through 03) in the RCU.


	(Notes)	DKC210I :	It has only #00 as CU image.


DKC80I-3 :	When the RCU is MPSD, select “00”.  When the RCU is SPSD, select “00” or “01” according to the device position. 


Other DKC :	There are some DKCs that have four CU images (00 through 03). ).  In this case, please select corresponding logical address according to the device position.





6.	Verifying the  path added


�


	Make sure on the Edit Path screen that the �specified path has been added correctly.


























�
2.23.9 Reducing the Path(s) from the RCU





This operation reduces the number of paths connected to an RCU registered already.





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.























2.	Selecting an RCU selection


�


	Set the CU# corresponding to the CU image address of the subsystem.


	Select an RCU the number of paths to which is desired to be reduced from the RCU list (see the figure) on the HRC (HODM) screen. (Only one RCU can be selected here.)














		(HRC)
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3.	Instructing the reduction of the path(s)


�


	Select (CL) the [Edit Path/SSID...] button on the HRC �(HODM) screen.  The Edit Path/SSID screen will �appear.


	Select (CL) the [Edit Path] radio button then press (CL) �the [OK] button on the screen.

















�
4.	Selecting a path to be deleted


�


	Select a path desired to be deleted from the path list displayed on the Edit Path screen and press (CL) the [Delete] button.























5.	Confirmation message


�


	When the confirmation message appears, confirm the path to be deleted and press (CL) the [Yes] button.























6.	Verifying the path deleted


�


	Make sure on the Edit Path screen that the path specified has been deleted correctly.


























�
2.23.10 Changing the Port Type





This operation specifies which port type is selected, LCP (to connect to the host) or RCP (to connect to the RCU).





1.	Display the HRC (HODM) screen.


	Select (CL) [HRC] ([HODM]) in the ‘SVP’ window.





























2.	Selecting the processing to change the port type


�


	Select (CL) the [Port...] button on the on the HRC (HODM) screen to display the Path Change screen.























3.	Instructing the port change


	When the port list and the port types are displayed in the list box on the Path Change screen, �select one or more ports whose type(s) is(are) to be changed.


	To select LCP for the port type, press the [-> LCP] button.  Then go to step 4.


	To select RCP for the port type, press the [-> RCP] button.  Then go to step 5.




















�
4.	Confirmation message and indication of executing status


�


	When the confirmation message appears, confirm the port(s) whose type(s) is(are) to be �changed again.  If it is correct, press (CL) the �[Yes] button.


	Status of execution is displayed in the �"Message" field on the Port Change screen.


	Go to step 6.











5.	Confirmation message and indication of executing status


�


	When the confirmation message appears, �confirm the port(s) whose type(s) is(are) to be �changed again.  If it is correct, press (CL) the �[Yes] button.


	Status of execution is displayed in the �"Message" field on the Port Change screen.














6.	Indication message


�


	After exchanging channel cable connecting, press (CL) the [OK] button.


























7.	Verifying port change


�


	After the change is finished, make sure on the �Port Change screen that the type(s) of the �specified port(s) has(have) been changed �correctly.




















�
2.23.11 Displaying HRC/HODM Operation Status





This operation displays a graphic indication of the HRC/HODM operation status.





1.	Display the HRC (HODM) screen.





	To display HRC operation of some devices:


	Select (CL) [HRC] in the ‘SVP’ window.


	To display HODM operation of some devices:


	Select (CL) [HODM] in the ‘SVP’ window.


	To display HRC and HODM operation of Subsystem:


	Select (CL) either [HRC] or [HODM] in the ‘SVP’ window.











2.	Setting a sampling rate


�


	Press (CL) the [Usage...] button on the on the HRC (HODM) �screen to display the Sampling Rate Setting screen.  Then, input a �sampling rate and press (CL) the [OK] button. (Sampling rate can �be set within 1 to 546 minutes in steps of 1 minute.)




















3.	Selecting an object device


�


	When the valid logical device list is displayed in the list box on the �Select Logical Device screen, select a logical device and press �(CL) the [OK] button.  To display the information of the whole �subsystem, select "Sub System".





























�
4.	Selecting information desired to be acquired


�


	Select one or more data items on the Select Monitoring �Data screen, then press (CL) the [OK] button.


























5.	Displaying the operation information


�


	The Operation Information Display window �appears.  To view operation information of �other devices, select Monitor-Start from the �menu and go to step 3.  (Two or more screens �can be displayed at a time.)























6.	Terminating the operation information display


�


	To terminate the operation information �display, select Monitor-Exit to return to the �HRC (HODM) screen.





























�
2.23.12 Adding the SSID(s) to the RCU





This operation adds the SSID(s) to the RCU already registered.  The operation can be performed from both the MCU and the RCU.





1.	Selecting an RCU


	Set the CU# corresponding to the CU image address of the subsystem.


	Display the HRC (HODM) screen and select (CL) an RCU from RCU List which is desired to �be increased SSIDs. (Only one RCU can be selected here.)

















2.	Selecting a function


�


	Select (CL) the [Edit Path SSID...] button on the HRC �(HODM) screen.


	The Path/SSID Edit screen will appear.





	Select (CL) the [Edit SSID] radio button then press �(CL) the [OK] button on the screen.











3.	Confirming the number of SSID(s)


�


	The Edit SSID screen will appear.





	Press (CL) [Add] button on the screen.


	(See the figure.)





Note:	If 4 SSIDs are registered on the RCU, you can not add a �SSID further. ([Add...] button will be not active.)











4.	Adding the SSID(s) to the RCU


�


	The Add SSID screen will appear.





	Input 4-digit hexadecimal SSID(s) number in SSID, �then press (CL) [OK] button.

















�
5.	Verifying the SSIDs added


�


	Make sure on the Edit SSID screen that the specified SSIDs have been added correctly.


























�
2.23.13 Reducing the SSID(s) from the RCU





This operation reduces the SSID(s) from the RCU already registered.





1.	Selecting an RCU


	Set the CU# corresponding to the CU image address of the subsystem.


	Display the HRC (HODM) screen and select (CL) an RCU from RCU List which is desired to �be reduced SSIDs. (Only one RCU can be selected here.)

















2.	Selecting a function


�


	Select (CL) the [Edit Path SSID...] button on the HRC �(HODM) screen.


	The Path/SSID Edit screen will appear.





	Select (CL) the [Edit SSID] radio button then press �(CL) the [OK] button on the screen.











3.	Selecting SSID(s) to be deleted


�


	The Edit SSID screen will appear.





	Select SSIDs desired to be deleted from the SSID List displayed on the Edit SSID screen and press (CL) [Delete] button (See the figure).

















4.	Confirmation message


�


	When the confirmation message appears, confirm the SSIDs to be deleted and press (CL) the [Yes] button.























�
5.	Verifying the SSIDs deleted


�


	Make sure on the Edit SSID screen that the specified SSIDs have been deleted correctly.


























�
2.23.14 HODM Snapshot





This operation creates or overwrites a text file, in which HODM pairs status is described.





1.	Confirmation message


�


	Select (CL) the [Snapshot] button on the HODM screen.


	The confirmation message will appear.


	If you want to create or overwrite a snapshot file, press (CL) the [Yes] button.

















2.	End of snapshot


�


	After HODM snapshot is done, press (CL) [OK] button, and confirm the contents of snapshot file (C:\DKC200\DUMP\SVP\HODMSNAP.TXT).

















	(Note: All HODM pairs whose status are “Complete” or “Suspend” are listed.)





�



A sample snapshot file is as follows:





(1)


<Snapshot at 08/04/98 09:43:46>


	(2)	(3)	(4)	(5)	(6)	(7)	(8)	(9)	(10)	(11)


	S/N	CU	SSID	M-VOL	R-VOL	Emulation	Prio	Status	Establish	Update


	SRNum	1	0001	04	fb	3390-9	004	Suspend	06/16/1998  09:37:36	06/20/1998  00:05:08


	SRNum	1	0001	3e	c1	3390-9	062	Complete	06/16/1998  09:37:50	06/19/1998  01:15:17


	77777	3	000a	82	7d	3390	130	Suspend	06/17/1998  11:04:36	07/01/1998  21:39:32


	77777	3	000a	84	7b	3390	132	Complete	06/17/1998  11:51:36	08/03/1998  22:00:05





(1)	The time you have done the snapshot.


(2)	“S/N” means the RCU sequence number of the volume shown as “M-VOL”.


(3)	“CU” means the CU# of the volume shown as “M-VOL”.


(4)	“SSID” means the SSID (hexadecimal) of the RCU shown as “S/N”.


(5)	“M-VOL” means the M-VOL# (hexadecimal).


(6)	“R-VOL” means the R-VOL# (hexadecimal).


(7)	“Emulation” means the device emulation type of the volume shown as “M-VOL”.


(8)	“Prio” means the copy priority of the volume shown as “M-VOL”.


(9)	“Status” means the pair status of the volume shown as “M-VOL”.


(10)	“Establish” means the pair establish time of the volume shown as “M-VOL”.


(11)	“Update” means the last update time of the volume shown as “M-VOL”.





�
2.23.15 Referring the C/T group status





This operation shows the specified C/T group status.





1.	Display the HRC screen


	Select (CL) [HRC] in the ‘SVP’ window.





























2.	Selecting a C/T group


�


	Select a C/T group whose status is desired to be referred to from the C/T Group List (see the figure) on the HRC screen. (Only one C/T group can be selected here.)























3.	Confirming the C/T group status


�


	Select (CL) the [Group Status...] button on the HRC screen.


	The C/T Group Status screen will appear.


	Press (CL) the [Close] button to close the screen.























�
2.23.16 Releasing the using C/T group





This operation releases the specified C/T group already used.  This operation can be performed only from the MCU.





1.	Display the HRC screen


	Select (CL) [HRC] in the ‘SVP’ window.

















2.	Selecting a C/T group


�


	Select a C/T group desired to be released from the C/T Group List (see the figure) on the HRC screen. (Only one C/T group can be selected here.)























3.	Instructing a release


�


	Press (CL) the [Delete Group] button on the HRC screen.  The confirmation message will appear.


	To release the C/T group really, press (CL) the [Yes] button.

















4.	Verifying the C/T group released


�


	Verify if the C/T group selected from C/T Group List (see the figure) is displayed as blank.


























�
2.23.17 Changing the using C/T group parameters





This operation changes the specified C/T group parameters which already used.


This operation can be performed only from the MCU.





1.	Display the HRC screen


	Select (CL) [HRC] in the ‘SVP’ window.




















2.	Selecting a C/T group


�


	Select a C/T group desired to be changed from the C/T Group List (see the figure) on the HRC screen. (Only one C/T group can be selected here.)























3.	Inputting the C/T group parameters


�


	Press (CL) [Group Option...] button on the HRC screen.  The C/T Group Option screen will appear.


	On the C/T Group Option screen, perform the following.


	Select the timer type of the C/T indicated at Timer Type.


	Select maximum delay time of update data from combo-box at Time Out (Copy Pending).


	Select maximum waiting time for the RCU gets ready from combo-box at Time Out (RCU Ready).


	When all the above operations are finished, press (CL) the [OK] button.





4.	Verifying the C/T group status


	Open the C/T Group Status screen, then verify the C/T group parameters are correctly changed. (Refer to 2.23.15)




















�
2.23.18 Changing the asynchronous option parameters





This operation changes the asynchronous option parameters.





1.	Display the HRC screen


�


	Select (CL) [HRC] in the ‘SVP’ window.


	The HRC screen will appear.


	Press (CL) the [Async Option...] button on the HRC screen.























2.	Inputting the asynchronous option parameters


�


	The Async Option screen will appear.


	On the Async Option screen, perform the following.


	If there is necessity for changing the occupation rate of pending update data among the Record Set, select a number of rate from combo-box at Rate Change to.


(Note:	If there is a C/T group used by HORC, the rate cannot be changed.)


	Select monitoring time for the Record Set from combo-box indicated at Offloading Timer.


	When all the above operations are finished, press (CL) the [OK] button.





3.	Verifying the asynchronous option parameters


	Open the Async Option screen again, then verify the occupation rate indicated at Current Pending Update Data Rate is correct.


	Verify the monitoring time indicated at Offloading Timer is correct, too.























�
2.23.19 Clear reported SIM





This section is described how to clear reported SIM.





1.	Open HRC screen


	Select (CL) [HRC] in the SVP window.




















2.	Clear reported SIM


�


	Select (CL) [Clear SIM] in the HRC window.





























3.	Execute


�


	Select (CL) [Yes] in the confirmation message if you want to clear.





Notice:	This operation clears HODM/HORC SIM(s) too.

















4.	End message


�


	Select (CL) [OK] in the end message.


	When SIM is cleared, the SUBSYSTEM MESSAGE lamp of the SYSTEM PANEL is turned off.





Notice:	The SUBSYSTEM MESSAGE lamp is not turned off when there are SIM other than a remote copy.�It occasionally takes about 30 minutes until the SUBSYSTEM MASSAGE lamp is turned off.
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