ID�Kind�Description��2512�E�This processing failed when updating CVS configuration.���[Contents]�This processing failed when updating CVS configuration.���[Action]�none������2513�E�Reading information is failed.  If you want to continue, confirm PSs are in normal.  Do you want to continue?���[Contents]�Reading information for checking status is failed.���[Action]�If MPSs in one Cluster are down, please select [Yes] to continue procedure with caution that you do not switch normal MPSs to DISABLE.Other case, select [No] to terminate. And reboot SVP and SSVP, then retry.������2514�I�No setting of CVS was changed. May it execute as this?���[Contents]�No setting of CVS was changed. May it execute as this?���[Action]�none������2515�E�Configuration are different between DKC and SVP. Please call Technical Support Center.���[Contents]�Configuration are different between DKC and SVP. Please call Technical Support Center.���[Action]�Call Technical Support Center.������2516�I�These device(s) which you select will be de-installed. \nAre you sure?���[Contents]�This operation, logical device(s) (CVS) which you select from List Box will be de-inst.���[Action]�If OK, click [YES] button to de-install logical device(s). If not OK, click [NO] and select logical device(s) which you want to de-install again.������2517�E�Changing DCR configuration is failed.���[Contents]�Changing DCR configuration instruction is failed.���[Action]�Please reboot SVP/Remote Console PC.������2518�E�Reading DCR configuration is failed.���[Contents]�Reading DCR configuration from DKC is failed.���[Action]�Please reboot SVP/Remote Console PC.������2519�E�Changing DCR configuration is refused.���[Contents]�Changing DCR configuration instruction is refused by DKC.���[Action]�Cache might be blocked. Please call TSC to recover.������2520�W�Same type already use this area.���[Contents]�DCR area which you entered already use with same DCR type.���[Action]�Please check DCR configuration and enter correct DCR area.������

�ID�Kind�Description��2521�W�You can't change SVP mode to Modify because Remote Console has connected to the SVP.���[Contents]�You can't change SVP mode to Modify because Remote Console has connected to the SVP.���[Action]�Please disconnect the SVP from Remote Console.������2522�W�Are you want to delete selected user?���[Contents]�Do you want to delete selected user?���[Action]�If you want to delete the select item, press [OK]. If you don't select [cancel].������2523�W�Are you want to delete selected controller?���[Contents]�Do you want to delete selected controller?���[Action]�If you want to delete the select item, press [OK]. If you don't select [cancel].������2524�W�Depending on the kind of OS of the host computer, the number of cylinders is invalid. \nAre you sure you confirm the number which has no problem on this system?���[Contents]�If you confirm the number which has no problem, select (CL) [Yes]. If the number is invalid, select (CL) [No] to cancel.���[Action]�If you confirm the number which has no problem, select (CL) [Yes]. If the number is invalid, select (CL) [No] to cancel.������2525�I�Are you sure you want to delete the selected patch data?���[Contents]�Are you sure you want to delete the selected patch data?���[Action]�[Yes]:Selected patch data will be the selected.

[No] :Do nothing.������2526�I�Turn off the breaker. (CB102 on AC BOX-1)���[Contents]�Turn off the breaker. (CB102 on AC BOX-1)���[Action]�Turn off the breaker.������2527�I�Turn off the breaker. (AC BOX-2)���[Contents]�Turn off the breaker. (AC BOX-2)���[Action]�Turn off the breaker.������2528�I�Please de-install AC BOX-2, and turn on the breaker. (CB102 on AC BOX-1)���[Contents]�Please de-install AC BOX-2, and turn on the breaker. (CB102 on AC BOX-1)���[Action]�Please de-install AC BOX-2, and turn on the breaker. (CB102 on AC BOX-1)��

�ID�Kind�Description��2529�I�Please install AC BOX-2, and turn on the breaker. (AC BOX-2)���[Contents]�Please install AC BOX-2, and turn on the breaker. (AC BOX-2)���[Action]�Please install AC BOX-2, and turn on the breaker. (AC BOX-2)������2530�W�Pre-Check error has occurred. (Error Code = %lx) \nPlease try again.���[Contents]�logic contradiction occurred in the Pre-Check by the Configuration data injustice.���[Action]�Refer to the Maintenance, and retry.������2531�W�The logical devices are not blockade.���[Contents]�The logical devices are not blockade.���[Action]�Specify only blockade logical device, and retry.������2532�W�The logical devices are not normal.���[Contents]�The logical devices are not normal.���[Action]�Specify only blockade logical device, and retry.������2533�W�The logical devices are not equip.���[Contents]�The logical devices are not equip.���[Action]�Refer to the Maintenance, and retry.������2534�W�The Shared memory Type is different between cluster-1 and cluster-2.���[Contents]�The Shared memory Type is different between cluster-1 and cluster-2.���[Action]�Change cluster-1 and cluster-2 to the Same Shared memory Type by Cache PCB Replace.������2535�W�Operation Terminated, Redundancy is lost and blocking this part stops subsystem functionality.���[Contents]�Do you continue the maintenance though the redundancy is lost by blockade this part?���[Action]�Confirm the maintenance/log, and recover the problem or continue the maintenance depending on the case.������2536�W�It cannot execute because there are some PCB which dose not support Archival Function.���[Contents]�It cannot execute because there are some PCB which dose not support Archival Function.���[Action]�Please exchange micro program of DKCMAIN.������

�ID�Kind�Description��2537�I�The M-VOL is defined as the expansion volume.���[Contents]�The M-VOL is defined as the expansion volume.���[Action]�Please check again������2538�I�The R-VOL is defined as the expansion volume.���[Contents]�The R-VOL is defined as the expansion volume.���[Action]�Please check again������2539�I�HRCE function is not installed in specified controller(s).���[Contents]�HRCE function is provided by means of program product and must be installed in both MCU and RCU before creating HRC volume pair.���[Action]�Install HRCE function then try the operation again.������2540�I�It is necessary for Open VOL composed by multiple LDEVs to define SCSI path.���[Contents]�It is necessary for Open VOL composed by multiple LDEVs to define SCSI path.���[Action]�Please confirm the number of combined LDEVs of each Open VOL in 'LU Expansion Define' screen and define SCSI path(s).������2541�E�HMRCF/HOMRCF failed in the status acquisition.  Please retry later.���[Contents]�HMRCF/HOMRCF failed in the status acquisition.  Please retry later.���[Action]�none������2542�E�Can't read tuning parameters.  \nPlease execute this process again after exchanging threshold information.���[Contents]�Can't read tuning parameters.  Please execute this process again after exchanging threshold information.���[Action]�Exchange threshold information and execute this process.������2543�I�This operation can't be done.  \nHORC volume pair is created.���[Contents]�This operation can't be done.  Because HORC volume pair is created.���[Action]�It is necessary for this operation to delete HORC pair.  But, please call Technical Support Center whether you can delete HORC pair.������2544�I�There is no end of patch data. \nPlease set an end of patch data (Ctl = 0x40).���[Contents]�There is no end of patch data. Please set an end of patch data (Ctl = 0x40).���[Action]�Please set Ctl = 0x40 to an end of patch data.������

�ID�Kind�Description��2545�W�This procedure should be selected only for BUS access check without micro program exchange in PCB. \nIn the case of PCB replacement, press the Cancel button in the following password input screen, and select the [Replace] menu.���[Contents]�This procedure should be selected only for BUS access check without micro program exchange in PCB. In the case of PCB replacement, press the Cancel button in the following password input screen, and select the [Replace] menu.���[Action]�Confirm maintenance procedure.������2546�W�An inserted PCB has wrong micro version, so it does not admit to the system. Please confirm maintenance procedure.���[Contents]�An inserted PCB has wrong micro version, so it does not admit to the system. Please confirm maintenance procedure.���[Action]�Confirm maintenance procedure.������2547�E�There is no DKC Replacement data in the FD.���[Contents]�There is no DKC Replacement data in the FD.���[Action]�Insert the correct FD. Execute this process again.������2548�E�The disk is write-protected. Remove the write-protection.���[Contents]�The disk is write-protected. Remove the write-protection.���[Action]�Remove the write-protection.������2549�W�Maintenance of the unit may cause fatal damage to subsystem. Do you want to stop this process?���[Contents]�Maintenance of the unit may cause fatal damage to subsystem. Do you want to stop this process?���[Action]�Please select "Yes" to stop this process. If you want to continue, please select "Cancel".������2550�E�Your selected devices are defined as Open VOL so that you can not maintain them from this screen. \nYou should maintain all volumes from 'Open Vol' in the Maintenance screen.���[Contents]�Your selected devices are defined as Open VOL so that you can not maintain them from this screen. \nYou should maintain all volumes from 'Open Vol' in the Maintenance screen.���[Action]�You should maintain all volumes from 'Open Vol' in the Maintenance screen.������2551�W�The size of History Log files are too large. Please delete them later.���[Contents]�The History Log files are too large. If you need these files, please save them as backup and delete.���[Action]�Please save the summary log and detail log files as backup and delete them.���ID�Kind�Description��2552�W�This function cannot be executed. Please confirm subsystem configuration.���[Contents]�This function cannot be executed. Please confirm subsystem configuration.���[Action]�Confirm subsystem configuration with Install / Maintenance.������2553�W�The logical path of SCSI remains. This definition cannot be transferred. \nDo you want to continue this process ?���[Contents]�The logical path of SCSI remains. This definition cannot be transferred. Do you want to continue this process ?���[Action]�If you select [Yes], please define the logical path of SCSI again after the DKC exchange treatment completion. ������2554�W�If the logical path of HRC/HODM remains, that configuration cannot be transferred. \nDo you want to continue this process ?���[Contents]�If the logical path of HRC/HODM remains, that configuration cannot be transferred. Do you want to continue this process ?���[Action]�If you select [Yes], Please define the logical path of HRC/HODM again after the DKC exchange treatment completion. ��2555�E�Remote Console failed to enter the Remote Console information to the following controller because connection error occurred between Remote Console and the controller. (Controller:   %s)���[Contents]�Remote Console failed to connect to the DKC. So that Remote Console could not enter the information in order for SVP to send the R-SIM.���[Action]�Please check the connection and retry the same operation.������2556�W�Protected Status has already changed by host. Do you want to continue setting ?���[Contents]�Protected Status has already changed by host.���[Action]�If you want to setting volume press [YES], if not press [NO]������2557�I�%s pair volume is selected. \nCommand Device can't be set.���[Contents]�HORC or HOMRCF pair volume is selected. Command Device can't be set.���[Action]�Please select another volume or delete HORC/HOMRCF pair.������2558�I�Invalid emulation type for Command Device is selected. \nCommand Device can't be set.���[Contents]�Invalid emulation type for Command Device is selected. Command Device can't be set.���[Action]�Please select valid emulation type for Command Device.�������ID�Kind�Description��2559�I�A selected volume includes HORC pair.  \nSCSI path(s) can't be added.���[Contents]�A selected volume which you to add SCSI path(s) includes HORC pair volume.  SCSI path(s) can't be added.���[Action]�Please free concerned Open VOL or delete HORC pair.������2560�I�HORC pair volume is selected.  \nAre you sure you want to add SCSI path(s)?���[Contents]�HORC pair volume is selected.  Are you sure you want to add SCSI path(s)?���[Action]�[Yes]:SCSI path(s) will be added.

[No]:SCSI path(s) won't be added.������2561�I�HORC pair volume is selected.  \nAnd the last SCSI path to this volume will be deleted.  \nAre you sure you want to delete SCSI path(s).���[Contents]�HORC pair volume is selected.  And the last SCSI path to this volume will be deleted.  Are you sure you want to delete SCSI path(s).���[Action]�[Yes]:SCSI path(s) will be deleted.

[No]:SCSI path(s) won't be deleted.������2562�I�%s pair volume is selected.  \nAre you sure you want to delete SCSI path(s)?���[Contents]�HORC or HOMRCF pair volume is selected.  Are you sure you want to delete SCSI path(s)?���[Action]�[Yes]:SCSI path(s) will be deleted.

[No]:SCSI path(s) won't be deleted.������2563�I�Reduce the number of choice Volume.���[Contents]�Please reduce the number of choice Volume.���[Action]�Please the number of choice Volume.  Then, retry again.������2564�W�Please confirm you have already varied off the concerned Volume.  If OK, please press OK.���[Contents]�Please confirm you have already varied off the concerned Volume.  If OK, please press OK.���[Action]�If you have already varied off, please press OK.������

�ID�Kind�Description��2565�W�Installation data of option product in the Configuration table will be initialized by this operation table.  \nAfter finishing this procedure, please set the product installation again.���[Contents]�Installation data of option product in the Configuration table will be initialized by this operation table.  \nAfter finishing this procedure, please set the product installation again.���[Action]�After operation "Define & Install", you should set the option product again.������2566�I�SM size is different between cluster-1 and cluster-2.  Please redefine configuration by SM installation (de-installation).���[Contents]�SM size is different between cluster-1 and cluster-2.  Please redefine configuration by SM installation (de-installation).���[Action]�Please redefine configuration by SM installation (de-installation).������2567�E�This subsystem is installed HMRCF or HOMRCF program product, but inserted PCB does not support HMRCF and HOMRCF.  So, it does not admit to the system.���[Contents]�This subsystem is installed MRCF or HOMRCF program product, but inserted PCB does not support MRCF and HOMRCF.  So, it does not admit to the system.���[Action]�In case of DKA replacement, retry with WP102B PCB. In case of DKA installation, de-install the PCBs, and then retry with WP102B PCBs.������2568�W�Error has occurred at INLINE CUDG.���[Contents]�Error has occurred at INLINE CUDG.���[Action]�Select [OK] to continue recovering of Cluster.  After Recovering of Cluster has finished, follow the message displayed when INLINE CUDG was running or DIAG LOG.������2569�W�Executing INLINE CUDG task is failed.���[Contents]�Executing INLINE CUDG task is failed.���[Action]�Select [OK] to continue recovering of Cluster.  After Recovering of Cluster has finished, isolate problems according to the following procedure.

1. Reboot the SVP.

2. Exchange the SVP micro-program.

3. Replace the SVP.������

�ID�Kind�Description��2570�E�Time out error has occurred in transferring micro-program. \nPlease execute micro-program exchange again after taking dump and FD Copy.���[Contents]�Time out error has occurred in transferring micro-program. Please execute micro-program exchange again after taking dump and FD Copy.���[Action]�Execute micro-program exchange again after taking dump and FD Copy.������2571�I�Refer to DIAG LOG in SVP for maintenance Action Code.���[Contents]�Refer DIAG LOG and Action Code (ACC).���[Action]�Refer DIAG LOG and Action Code (ACC).������2572�I�CUDG is Running.���[Contents]�CUDG is running now.���[Action]�If you want to start CUDG test, please stop CUDG and start again.������2573�E�There is no response from %s within the time limit.���[Contents]�Communication with the Processor (%s) resulted in the time limit.���[Action]�After selecting 'OK', please executing FD copy and call the TSC.������2574�I�Are %s interrupted?���[Contents]�Do you want to interrupt the LCDG? ���[Action]�If you want to interrupt the LCDG, please select 'YES'.������2575�I�Are %s restarted?���[Contents]�Do you want to restart the LCDG?���[Action]�If you want to restart the LCDG, please select 'YES'.������2576�I�Are %s stopped?���[Contents]�Do you want to stop the LCDG?���[Action]�If you want to stop the LCDG, please select 'YES'.������2577�W�The Logical device formatting cannot be executed. Because an error occurred at DKU PATH INLINE. \nPlease check connection of the SCSI I/F Cable.���[Contents]�The Logical device formatting cannot be executed. Because an error occurred at DKU PATH INLINE. Please check connection of the SCSI I/F Cable.���[Action]�Confirm connection of the SCSI I/F Cable.������

�ID�Kind�Description��2578�I�Combination of the specified expansion volume is not valid.���[Contents]�Combination of the specified expansion volume is not valid. For example number of the device in the specified expansion volume is not equal.���[Action]�Check the composition of the specified expansion volume.������2579�I�Parameter specified by Remote Copy operation for expansion volume is not valid.���[Contents]�Parameter specified by Remote Copy operation for expansion volume is not valid. For example, specified Port /ID/LUN of the R-VOL is not valid.���[Action]�Check the Port /ID/LUN is the RCU. Please establish the correct parameter and retry the operation..������2580�I�The specified RCU doesn't support the Remote Copy for the expansion volume.���[Contents]�The Controller type or the microprogram version of the specified RCU doesn't support the Remote Copy for the expansion volume.���[Action]�Check the Controller type and the microprogram version of the specified RCU.������2581�I�The specified expansion volume (Port/ID/LUN) isn't defined in the RCU.���[Contents]�The specified expansion volume (Port/ID/LUN) isn't defined in the RCU.���[Action]�Check the Port /ID/LUN is the RCU. ������2582�I�The pair status of the specified expansion volume is not valid.���[Contents]�The pair status is not permissible status for the operation.���[Action]�Renew and confirm the HORC screen. If it is permissible status please retry the operation.������2583�W�<Important CAUTION> \nThis operation is new installation. If you want to Non-disruptive Install or Non-disruptive de-install, terminate this procedure by [CANCEL] button and select INSTALL-CHANGE CONFIGURATION menu.���[Contents]�<Important CAUTION> \nThis operation is New INSTALL procedure. If you want to Non-disruptive Install or Non-disruptive de-install, terminate this procedure by [CANCEL] button and select INSTALL-CHANGE CONFIGURATION menu.���[Action]�Confirm maintenance procedure at Maintenance Manual.������

�ID�Kind�Description��2584�W�<Important CAUTION> \nWhen you continue this operation, finally you need DKC PS OFF. Are you sure you want to continue this operation?���[Contents]�<Important CAUTION> \nWhen you continue this operation, finally you need DKC PS OFF. Are you sure want to continue this operation.���[Action]�Confirm maintenance procedure at Maintenance Manual.������2585�W�<Important CAUTION> \nWhen you continue this operation, customer's DATA is LOST. Are you sure you want to continue this operation?���[Contents]�<Important CAUTION> \nWhen you continue this operation, customer's DATA is LOST. Are you sure want to continue this operation.���[Action]�Confirm maintenance procedure at Maintenance Manual.������2586�W�<Important CAUTION> \nWhen you continue this operation, configuration data will be changed. Are you sure you want to continue this operation?���[Contents]�<Important CAUTION> \nWhen you continue this operation, configuration data will be changed. Are you sure want to continue this operation.���[Action]�Confirm maintenance procedure at Maintenance Manual.������2587�W�<Important CAUTION> \nWhen you select [OK] button, you can't cancel this operation. Are you sure you want to continue this operation? \rIf you terminate this operation by some forcible method, the subsystem be in UNRECOVERABLE SERIOUSLY DAMAGE.���[Contents]�<Important CAUTION> \nWhen you select [OK] button, you can't cancel this operation. Are you sure you want to continue this operation? \rIf you terminate this operation by some forcible method, the subsystem be in UNRECOVERABLE SERIOUSLY DAMAGE.���[Action]�Confirm maintenance procedure at Maintenance Manual.������2588�W�<Important CAUTION> \nYou must not RE-BOOT SVP(PC).���[Contents]�<Important CAUTION> \nYou must not RE-BOOT SVP(PC).���[Action]�Don't re-boot SVP(PC).������

�ID�Kind�Description��2589�W�<Important CAUTION> \nWhen you continue this operation, finally you need DKC PS OFF, so customer can not use the volume in this subsystem continuously.���[Contents]�<Important CAUTION> \nWhen you continue this operation, finally you need DKC PS OFF, so customer can not use the volume in this subsystem continuously.���[Action]�Confirm maintenance procedure at Maintenance Manual.������2590�W�<Important CAUTION> \nThis MODE is INITIAL SETUP MODE. You must not execute NON-DISRUPTIVE INSTALL and NON-DISRUPTIVE DE-INSTALL!���[Contents]�<Important CAUTION> \nThis MODE is INITIAL SETUP MODE. You must not execute NON-DISRUPTIVE INSTALL and NON-DISRUPTIVE DE-INSTALL!���[Action]�Confirm maintenance procedure at Maintenance Manual.������2591�W�Verifying the logical devices. \nNo maintenance can be performed now.���[Contents]�Verifying the logical devices. No maintenance can be performed now.���[Action]�Wait for the completion of Verify.������2592�I�When SCSI paths are defined to Open VOLs composed of multiple LDEVs, \nthe number of them and LDEVs is limited respectively less than or equal %d per port  (%s).���[Contents]�When SCSI paths are defined to Open VOLs composed of multiple LDEVs, the number of them and LDEVs is limited respectively less than or equal %d per port  (%s).���[Action]�Please confirm the number of Open VOLs and LDEVs per port which are target ������2593�E�FC target file not found.���[Contents]�FC target file not found.���[Action]�FC target files are not sent from Maintenance Center. Please call your TSC.������2594�E�A submaster is double defined.���[Contents]�A submaster is double defined.���[Action]�After selecting OK, please change the SVP's attribution.������2595�E�File open error has occurred. \n(Error Code = %04x)���[Contents]�File open error has occurred. ���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������

�ID�Kind�Description��2596�E�File write error has occurred. \n(Error Code = %04x)���[Contents]�File write error has occurred. ���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2597�E�File read error has occurred. \n(Error Code = %04x)���[Contents]�File read error has occurred. ���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2598�E�Memory Allocate error has occurred. \n(Error Code = %04x)���[Contents]�Memory Allocate error has occurred. ���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2599�E�Memory lock error has occurred. \n(Error Code = %04x)���[Contents]�Memory lock error has occurred. ���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2600�I�Select file not found. \n(Error Code = %04x)���[Contents]�Select file not found. ���[Action]�Please select [OK].������2601�E�Time out error has occurred. \n(Error Code = %04x)���[Contents]�Time out error has occurred.���[Action]�Please confirm the LAN and retry.������2602�E�DDE connection error has occurred. \n(Error Code = %04x)���[Contents]�DDE connection error has occurred.���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2603�E�DDE initialization error has occurred. \n(Error Code = %04x)���[Contents]�DDE initialization error has occurred.���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2604�E�DDE transaction error has occurred. \n(Error Code = %04x)���[Contents]�DDE transaction error has occurred.���[Action]�Reboot the PC. If the error cannot be recovered, replace the PC.������2605�E�Internal error has occurred. \n(Error Code = %04x)���[Contents]�Internal error has occurred.���[Action]�Gather the dump, and reboot PC.���ID�Kind�Description��2606�W�Communication busy. Please retry later. \n(Error Code = %04x)���[Contents]�Communication busy. Please retry later.���[Action]�Please wait for a moment and retry.������2607�E�Windows error has occurred. \n(Error Code = %04x)���[Contents]�Windows error has occurred.���[Action]�Please select [OK].������2608�E�Sequence error has occurred. \n(Error Code = %04x)���[Contents]�Sequence error has occurred.���[Action]�Please reboot the PC and retry.������2609�E�Unknown error code. \n(Error Code = %04x)���[Contents]�Unknown error has code.���[Action]�Gather the dump, and reboot PC.������2610�I�You can't change this program product for some reason (%s) .���[Contents]�You can't change this program product because of some reason.���[Action]�Please call Technical Support Center. ������2611�E�This program product needs another DKC type (%s) .���[Contents]�This program product need different DKC type.���[Action]�Please call Technical Support Center. ������2612�E�Before you install/de-install this program product (%s) , you should de-install another program product.���[Contents]�De-installation of this program product needs to de-installation of other program product.���[Action]�At first, de-install the related program product.������2613�E�This program product is already used, you can't de-install this.���[Contents]�This program product is already used.���[Action]�Stop using this program product function.������2614�E�Configuration related to this program product remains (%s) .���[Contents]�De-installation of this program product needs to change the sub system configuration..���[Action]�Please call Technical Support Center. ������2615�E�This program product needs another configuration (%s) .���[Contents]�This program product need different configuration.���[Action]�Please call Technical Support Center. ������

�ID�Kind�Description��2616�E�This program product needs the upper version Micro-Program (%s).���[Contents]�This program product needs the upper version Micro-Program���[Action]�Please call Technical Support Center. ������2617�E�This program product needs the upper version hardware (%s) .���[Contents]�This program product needs the upper version hardware.���[Action]�Please call Technical Support Center.������2618�W�4RCUs are already registered.  Some RCUs are used by another type of Remote Copy.���[Contents]�Cannot add a RCU more, because 4 RCUs are already registered.���[Action]�After deleting some RCUs, try again.������2619�I�There is no valid volumes.���[Contents]�Same as the message.���[Action]�Confirm the volumes type on SVP screen, then try again.������2620�I�Please confirm that system configuration returned the original condition.  \nThen, press OK.���[Contents]�Please confirm that system configuration returned the original condition.  Then, press OK.���[Action]�Please return system configuration to the original condition.  Then, press OK.������2621�I�Please switch SCSI channel path, which is connecting under cluster2.  \nThen, press OK.���[Contents]�Please switch SCSI channel path, which is connecting under cluster2.  Then, press OK.���[Action]�Please switch SCSI channel path, which is connecting under cluster2 to alternate path.  Then, press OK.������2622�I�Please switch SCSI channel path, which is connecting under cluster1.  \nThen, press OK.���[Contents]�Please switch SCSI channel path, which is connecting under cluster1.  Then, press OK.���[Action]�Please switch SCSI channel path, which is connecting under cluster1 to alternate path.  Then, press OK.������

�ID�Kind�Description��2623�I�Please confirm you have already shutdown all connecting SCSI hosts.  \nDo you want to continue this process?���[Contents]�Please confirm you have already shutdown all connecting SCSI hosts.  \nDo you want to continue this process?���[Action]�Please confirm you have already shutdown all connecting SCSI hosts.  After that if you want to continue this process then please select YES button, otherwise please select NO button.������2624�I�Please confirm you have already varied off all channel paths.  \nDo you want to continue this process?���[Contents]�Please confirm you have already varied off all channel paths.  Do you want to continue this process?���[Action]�Please confirm you have already shutdown all connecting hosts.  After that if you want to continue this process then please select YES button, otherwise please select NO button.������2626�I�Please confirm you have already varied off all channel paths.  \nPlease confirm you have already shutdown all connecting SCSI hosts.  \nDo you want to continue this process?���[Contents]�Please confirm you have already varied off all channel paths.  Please confirm you have already shutdown all connecting SCSI hosts.  Do you want to continue this process?���[Action]�Please confirm you have already shutdown all connecting all kinds of hosts.  After that if you want to continue this process then please select YES button, otherwise please select NO button.������2627�I�Archival function is not installed in specified controller(s).���[Contents]�Archival function is provided by means of program product and must be installed in both MCU and RCU before creating HRC volume pair.���[Action]�Install Archival function then try the operation again.������2629�I�Please stop Raid Manager.���[Contents]�Please stop Raid Manager.���[Action]�Please stop Raid Manager.������2630�I�HORC function is not installed in specified controller(s).���[Contents]�HORC function is provided by means of program product and must be installed in both MCU and RCU before creating HORC volume pair.���[Action]�Install HORC function then try the operation again.������

�ID�Kind�Description��2631�E�SVP logical error has occurred. %s \nPlease retry operation after PC reboot. \n(See recovery procedure for PC Failure, M.M. TRBL03-70.)���[Contents]�SVP logical error has occurred. %s 

Please retry operation after PC reboot. 

(See recovery procedure for PC Failure, M.M. TRBL03-70.)���[Action]�Please select OK, and retry operation after PC reboot.

(See recovery procedure for PC Failure, M.M. TRBL03-70.)������2632�I�Are you expanding SCSI cables to the 2nd or 4th DKU?���[Contents]�Are you expanding SCSI cables to the 2nd or 4th DKU?���[Action]�In case of expanding, select YES. In case of not expanding, select NO.������2633�I�This will end the DKU PATH INLINE.���[Contents]�This will end the DKU PATH INLINE.���[Action]�In case of ending, select OK. In case of not ending, select CANCEL.������2634�W�HDU Not Blockade!���[Contents]�HDU Not Blockade!���[Action]�Please select OK, and select blocking HDU.������2635�W�Illegal Routine ID!���[Contents]�Illegal Routine Id!���[Action]�Please select OK, and input correct Routine ID.������2636�W�Please block the concerned drive(s) before running Inline.���[Contents]�Please block the concerned drive(s) before running Inline.���[Action]�Please select OK, and block the concerned drive(s) before running Inline.������2637�W�The Logical device formatting cannot be executed. Because an error occurred at DKU PATH INLINE. \nPlease check connection of the SCSI I/F Cable. \nDo you want to stop this process?���[Contents]�The Logical device formatting cannot be executed. Because an error occurred at DKU PATH INLINE. Please check connection of the SCSI I/F Cable. Do you want to stop this process?���[Action]�If you select [Yes], Please check the connection of the SCSI I/F Cable. If you select [No], you can continue this process.������

�ID�Kind�Description��2638�E�This is not the special FD. Please check it and insert correct FD (%s) .���[Contents]�This is not a special FD or file is failure. Please insert correct FD.���[Action]�Check the FD. If it is correct FD, but this message is displayed, some files in the FD might be broken, so please call technical support center.������2639�E�The kind of special FD is different ! Please check it and insert correct FD (%s) .���[Contents]�This is deferent special FD. Check the FD and  insert correct FD.���[Action]�If you have a correct FD, insert it and press [OK]. If you don't, press [Cancel].������2640�E�This FD is already used so that you can't install. Please check it and insert correct FD (%s) .���[Contents]�This FD is already used. Check the FD and  insert correct FD.���[Action]�If you have a correct FD, insert it and press [OK]. If you don't, press [Cancel].������2641�E�This FD is not used so that you can't de-install. Please check it and insert correct FD (%s) .���[Contents]�This FD is not used. Check the FD and  insert correct FD.���[Action]�Insert the used FD and press [OK]. If you don't have it, press [Cancel].������2642�E�This FD is already used by another DKC. Please check it and insert correct FD (%s) .���[Contents]�This FD is already used. Please insert not used FD.���[Action]�Insert none used FD and press [OK]. If you don't have it, press [Cancel].������2643�E�This FD may be write protected. Please check it and release the protection.���[Contents]�This FD may be write protected. Please check it and release the protection.���[Action]�Release the protection of FD and press [OK].������2644�W�Did you save your data for backup before you install/de-install Cache, Pdev(etc.) in the SSD.���[Contents]�Did you save your data for backup before you install/de-install Cache, Pdev(etc.) in the SSD.���[Action]�If you have saved data, please select [Yes].������

�ID�Kind�Description��2645�W�Some HMRCF/HOMRCF Pairs are Split Pending.  These pairs will be suspended by OFFLINE FC.  \nDo you want to stop this process?���[Contents]�Some HMRCF/HOMRCF Pairs are Split Pending.  These pairs will be suspended by OFFLINE FC.  Do you want to stop this process?���[Action]�If you select [Yes], please wait Split Pending end.  If you select [No], you can continue this process.������2646�I�Force reset was finished.���[Contents]�Force reset for the specified port(s) was finished normally.���[Action]�Select [OK].������2647�E�Force reset was failed.���[Contents]�Force reset for the specified port(s) was failed.���[Action]�Check LAN or file system or remain of system resource, then try again.������2648�I�Pinned track does not exist.���[Contents]�Pinned track does not exist.���[Action]�Select [OK].������2649�E�This Program Product (%s) need the de-installation of another Program Product (%s).���[Contents]�De-installation of this program product needs the de-installation of other program product.���[Action]�Please de-install the related program product at first.������2650�E�This Program Product (%s) need the installation of another Program Product (%s).���[Contents]�Installation of this program product needs the installation of other program product.���[Action]�Please install the related program product at first.������2651�E�The selected SCSI path is for Command Device.  \nAnd the last SCSI path to this device will be deleted.  \nIf the SCSI path want to be deleted, please reset Command Device at first.���[Contents]�The selected SCSI path is for Command Device.  And the last SCSI path to this device will be deleted.  If the SCSI path want to be deleted, please reset Command Device at first.���[Action]�If the last SCSI path for Command Device want to be deleted, please reset Command Device at first.������

�ID�Kind�Description��2652�I�The specified expansion volume (Port/ID/LUN) of the RCU is not usable.���[Contents]�The specified expansion volume (Port/ID/LUN) of the RCU is not usable.

For example,

1. Specified expansion volume of the RCU is blocked.

2. Specified expansion volume of the RCU is CC=3 condition.����3. Specified expansion volume of the RCU is intervention required.

4. Specified RCU doesn't support the Remote Copy for the expansion volume.���[Action]�Confirm the status of the specified expansion volume or microprogram version of the RCU.������2653�I�Specified M-VOL is still online from other HOST.���[Contents]�Specified M-VOL is still online from other HOST.���[Action]�Please vary offline the concerned path from the other HOST once, then retry the operation.������2654�I�Registration of Mnemonic file will be erased. Do you want to continue.���[Contents]�Registration of Mnemonic file will be erased. ���[Action]�Erase registration :Select [Yes]. Cancel operation :Select [No].������2655�I�Registration of Mnemonic file will be changed. Do you want to continue.���[Contents]�Registration of Mnemonic file will be changed.���[Action]�Change registration :Select [Yes]. Cancel operation :Select [No].������2656�E�The Mnemonic List cannot be saved.���[Contents]�The Mnemonic List cannot be saved.���[Action]�Check HD of Remote Console, and get over on obstacle.������2657�E�Windows error has occurred.���[Contents]�Windows error has occurred.���[Action]�Please reboot Remote Console, and operate again. And yet this message has been displayed, install Remote Console again.������2658�E�Logical error has occurred.���[Contents]�Logical error has occurred.���[Action]�Please reboot Remote Console, and operate again. And yet this message has been displayed, install Remote Console again.��

�ID�Kind�Description��2659�W�If you continue this process, please shutdown all connecting SCSI hosts.  \nThen, press OK.���[Contents]�If you continue this process, please shutdown all connecting SCSI hosts.  Then, press OK.���[Action]�If you continue this process, please shutdown all connecting SCSI hosts.  Then, press OK.������2660�W�If you continue this process, you have to switch to the alternate SCSI channel path.  \nDo you want to continue this process?���[Contents]�If you continue this process, you have to switch to the alternate SCSI channel path.  Do you want to continue this process?���[Action]�If you exchange micro-program for alternate SCSI channel path mode, Select[Yes].������2661�W�This process will not exchange the micro-program of SCSI channel adapters.  \nPlease exchange it later.���[Contents]�This process will not exchange the micro-program of SCSI channel adapters.  Please exchange it later.���[Action]�If you exchange micro-program by skipping SCSI channel adapter mode, Select[Yes].������2662�E�DKC busy, please retry later.���[Contents]�DKC busy, please retry later.���[Action]�Please retry this operation.  If this message is displayed again, retry after lowering the load of DKC.������2663�W�Renewal process has failed.  Please check subsystem status.���[Contents]�Renewal process has failed.  Please check subsystem status.���[Action]�Check subsystem Status with the Maintenance screen.������2664��Error has occurred. Do you stop this process?���[Contents]�Error has occurred. Do you stop this process?���[Action]�Select Button.������2665�I�No HDD is over the rate.���[Contents]�There is no HDD whose error rate is over the specified rate.���[Action]�Press OK, and input the lower rate.������2666�I�No ORM Log is existing on this ID.���[Contents]�There is no ORM Log information for the selected error ID.���[Action]�Press OK and close ORM screen, then retry the operation.������2667�W�Are you sure you want to reset  Threshold Counter of all ID?���[Contents]�Are you sure you want to reset  Threshold Counter of all ID?���[Action]�Press OK to reset counters.��

�ID�Kind�Description��2668�W�Are you sure you want to alter the threshold value of HDD you selected?���[Contents]�Are you sure you want to alter the threshold value of HDD you selected?���[Action]�Press OK to alter the threshold value.������2669�I�Rate must be form 0 to 100(%).���[Contents]�Error rate is invalid. The valid value is from 0 to 100(%).���[Action]�Press OK, and correct the rate.������2670�I�Select HDD(s).���[Contents]�Select HDD(s) in the HDD List.���[Action]�Press OK, and select HDD(s).������2671�I�Enter correct threshold value.���[Contents]�Threshold value is invalid. Correct the value���[Action]�Press OK, and correct the threshold value.������2672�E�Allocating local memory object failed.���[Contents]�Memory object allocation failed on PC.���[Action]�Reboot PC, and retry the operation.������2673�E�File opening failed.���[Contents]�File operation error has occurred.���[Action]�Reboot PC, and retry the operation.������2674�E�Any processor are not selected.���[Contents]�Any processor are not selected.���[Action]�Select(CL) any processor and select(CL) [OK].������2675�E�Micro-Program or configuration is not selected.���[Contents]�Micro-Program or configuration is not selected.���[Action]�Select(CL) Micro-program or configuration and select(CL) [OK].������2676�E�The version of special FD is different ! \nPlease check it and insert correct FD (%s).���[Contents]�This special FD is different version. Please check it and insert correct FD.���[Action]�Please check the version of FD and Remote Console.������

�ID�Kind�Description��2677�I�The AC BOX that you will replace is %s-Phase type. Please confirm type of maintenance part. Do you want to continue.���[Contents]�The AC BOX that you will replace is %s-Phase type. Please confirm type of maintenance part.���[Action]�If you want to continue replacement, select [Yes].

If you want to interrupt, select [No].������2678�I�Installed AC BOX is 1-Phase type. Turn off the DKC AC BOX which supplies power source for %s, when you replace it.���[Contents]�Installed AC BOX is 1-Phase type. Turn off the DKC AC BOX which supplies power source for %s, when you replace it.���[Action]�Please read message carefully, and select [OK].������2679�W�The version of Micro Program Code installed to this PCB is too old. Please write current Micro Program Code using MP Install.���[Contents]�The version of Micro Program Code installed to this PCB is too old. Please write current Micro Program Code using MP Install.���[Action]�Write current Micro Program Code to the PCB using MP Install.������2680�W�Verifying the logical devices. \nNo maintenance can be performed now. \nDo you want to stop this process?���[Contents]�Verifying the logical devices. No maintenance can be performed now. Do you want to stop this process?���[Action]�Select [Yes] to cancel the process, or select [No] to continue the process.������2681�W�[Cancel] was selected, Do you want to stop microprogram  exchange?���[Contents]�[Cancel] was selected, Do you want to stop microprogram exchange?���[Action]�[Yes] : Stop microprogram exchange.

[No]  : Continue microprogram exchange.������2682�E�DKC serial number is invalid. \nPlease input correct DKC serial number between 1 and 65535.���[Contents]�DKC serial number is invalid. \nPlease input correct DKC serial number between 1 and 65535.���[Action]�Input correct IP address.������

�ID�Kind�Description��2683�W�DCR available size is too large. \nPlease check CACHE/DCR size configuration.���[Contents]�DCR available size is too large. If you want to use DCR function with this DCR available size. You have to install more CACHE memory. If you do not want to use it, please reduce DCR available size.���[Action]�Please check CACHE/DCR size configuration. Then, you have to install CACHE memory, or reduce DCR available size (de-install DCR memory, and install CACHE memory)������2684�I�SCSI path is defined to volume 3:FF. \nBut this volume is not Command Device. \nIf you want to define SCSI path to the volume, please set Command Device to it.���[Contents]�SCSI path is defined to volume 3:FF. But this volume is not Command Device. If you want to define SCSI path to the volume, please set Command Device to it.���[Action]�If you want to define SCSI path to the volume, please set Command Device to it. If you don't set Command Device to the volume, please delete all SCSI paths defined to the volume.������2685�E�Connection error occurred between Remote Console and Controller.(Controller:%s)���[Contents]�Remote Console could not connect to the DKC.���[Action]�Please check the connection and retry the same operation.������2686�E�Remote Console detected internal error.(Controller:%s)���[Contents]�The program detected internal error.���[Action]�Please select [OK] to stop the process. And retry again. If the message is displayed, please restart the same programs after closing it, or you should reboot this PC.������2687�E�The target controller is being maintained now. After maintaining, please retry again.(Controller:%s)���[Contents]�The target controller might been maintained.���[Action]�Please select [OK] to stop this process. After finishing maintained, please retry again.������2688�I�Are you sure you want to output pair status into a snapshot file? (Warning:Snapshot file will be overwritten.)���[Contents]�Are you sure you want to output pair status into a snapshot file? (Warning:Snapshot file will be overwritten.)���[Action]�If you want to output pair status into a snapshot file, press "Yes" button. If not, press "No" button to abort.������

�ID�Kind�Description��2689�I�Snapshot has failed.���[Contents]�Snapshot has failed.���[Action]�Press "OK" button, then try again.������2690�I�Snapshot is done.���[Contents]�Snapshot is done.���[Action]�Press "OK" button.������2691�I�Please insert config FD in FDD.���[Contents]�Please insert config FD in FDD.���[Action]�Insert config FD in FDD.������2692�I�Do you want to stop the file transfer process?���[Contents]�Do you want to stop the file transfer process?���[Action]�Select Yes button to stop the transfer process.������2693�W�DCR limit size is to large.  Please check Cache configuration.���[Contents]�DCR limit size (maximum size) is too large to keep enough Cache size.���[Action]�(1)Please install more Cache memory.

(2)Please de-install DCR Cache memory.  Then, please install more Cache memory.������2694�I�The R-VOL should not be HMRCF/HOMRCF T-VOL, Reserve VOL, nor HMRCF/HOMRCF Reserve Copy status. (Error Code = %04x)���[Contents]�The R-VOL should not be HMRCF/HOMRCF T-VOL, Reserve VOL, nor HMRCF/HOMRCF Reserve Copy status.���[Action]�Confirm the status of the specified R-VOL from HOST or SVP.������2695�I�The M-VOL should have HMRCF/HOMRCF Split pair status when defined as T-VOL, not be Reserve VOL, and not be HMRCF/HOMRCF Reverse Copy status. (Error Code = %04x)���[Contents]�The M-VOL should have HMRCF/HOMRCF Split pair status when defined as T-VOL, not be Reserve VOL, and not be HMRCF/HOMRCF Reverse Copy status.���[Action]�Confirm the status of the specified M-VOL from HOST or SVP.������2696�I�The M-VOL should be HMRCF/HOMRCF T-VOL of the pair established with one S-VOL to one T-VOL. (Error Code = %04x)���[Contents]�The M-VOL should be HMRCF/HOMRCF T-VOL of the pair established with one S-VOL to one T-VOL.���[Action]�Confirm the status of the specified M-VOL from HOST or SVP.������2697�W�The target volume has connected SCSI channel port.  \nPlease delete the connected SCSI Path at first.���[Contents]�The target volume has connected SCSI channel port.  Please delete the connected SCSI Path at first.���[Action]�Please erase SCSI path set and change the target.������

�ID�Kind�Description��2698�I�The MCU is already used by HMRCF/HOMRCF. (Error Code = %04x)���[Contents]�Add Pair operation was failed because MCU is already used by HMRCF/HOMRCF.���[Action]�Confirm the HMRCF/HOMRCF status of MCU from HOST or SVP.������2699�E�Invalid configuration file was read.  \nPlease stop this operation and reboot SVP.���[Contents]�Invalid configuration file was read.  Please stop this operation and reboot SVP.���[Action]�After selecting OK, please reboot SVP.  Next, please open the Maintenance screen and close to read the correct configuration file.������2700�W�There is no statistical information in the SVP.  Select ""Switch"" button and execute gathering statistical information from DKC.���[Contents]�There is no statistical information in the SVP.  Select "Switch" button and execute gathering statistical information from DKC for once.  If SVP displays the same message, please wait for an hour at least.  And please retry again.���[Action]�Press [OK], select [Switch] button and confirm that "ON" is selected in the "Data gathering" screen.  And then, finish the HIHSM function, execute it again, and SVP execute the gathering information from DKC.������2701�I�Please insert a DOS formatted.  \nFD (No.%d)���[Contents]�Please insert a DOS formatted FD whose number is "No.xx"���[Action]�Please insert a DOS formatted FD whose number is "No.xx".������2702�E�This subsystem needs the CL Additional Power Supply.  \nPlease install CL Additional Power Supply.���[Contents]�This subsystem needs the CL Additional Power Supply. (Probably, three or more channel options are installed).���[Action]�To install three or more channel options, please install CL Additional Power Supply before.������2703�E�This subsystem needs the CL Additional Power Supply.  Please de-install the channel options before de-install the CL Additional Power Supply.���[Contents]�This subsystem needs the CL Additional Power Supply. (Probably, three or more channel options are installed) .���[Action]�Before de-installing the CL Additional Power Supply, please de-install channel options������2704�E�Backup is failed.���[Contents]�Backup is failed.���[Action]�Select [Copy config Files] from [Install] Dialog and select [Create Configuration Backup] from [Copy Config Files] Dialog.��

�ID�Kind�Description��2705�E�The Keylock List cannot be saved.���[Contents]�The Keylock List cannot be saved.���[Action]�Check HD of Remote console, and get over on obstacle.������2706�I�Registration of Keylock file will be erased.  Do you want to continue?���[Contents]�Registration of Keylock file will be erased.���[Action]�Erase registration :Select [Yes].  Cancel operation :Select [No].������2707�I�Registration of Keylock file will be changed.  Do you want to continue?���[Contents]�Registration of Keylock file will be changed.���[Action]�Erase registration :Select [Yes].  Cancel operation :Select [No].������2708�E�MS-DOS error has occurred.���[Contents]�MS-DOS error has occurred.���[Action]�Please reboot Remote console, and operate again.  But it this message has been displayed again, install Remote console again.������2709�E�The Open Keylock List cannot be saved.���[Contents]�The Open Keylock List cannot be saved.���[Action]�Check HD in the Remote console, and recover.������2710�W�Selected device is not ready, or adapted file is not exists.���[Contents]�Selected device is not ready, or adapted file is not exists.���[Action]�Select [OK], and make selected device to be usable, or copy files to specified directory if you need, and execute again.������2711�E�The operation was rejected because of the state of FREEZE.���[Contents]�The operation was rejected because of the state of FREEZE.���[Action]�1.Case of path operation.  Please retry the operation after state of FREEZE is recovered.

2.Case of pair operation.

(1)Please refer to the “SCP time” into the RCU status screen at the SVP or the RMC, after this time passed.  Please retry again.

(2)Please retry the operation after recovering path.  Two means of recvering paths are specified as follows.

a)executing ESTPATH from HOST console.

b)Adding paths after deleting paths form the SVP or the RMC.������2712�W�Please confirm you have already unmounted the concerned Volume.  If OK, please press OK.���[Contents]�Please confirm you have already unmounted the concerned Volume.  When system is WindowsNT, shutdown.  If OK, please press OK.���[Action]�Select button.������2713�I�Do you want to make backup files for SCSI path information?���[Contents]�Do you want to make backup files for SCSI path information?���[Action]�[Yes]:Backup files will be made.

[NO]:Backup files won't be made.������

�ID�Kind�Description��2714�E�Keylock definition file read error has occurred.���[Contents]�Keylock definition file could not read.���[Action]�After selecting [OK], please check if the Keylock definition file is broken.������2715�E�Keylock definition file access error has occurred (Open error).���[Contents]�Keylock definition file could not open.���[Action]�After selecting [OK], please check if the Keylock definition file exists in the directory (C:\Rmtcnsl\com).������2716�E�Mnemonic definition file read error has occurred.���[Contents]�Mnemonic definition file could not read.���[Action]�After selecting [OK], please check if the Mnemonic definition file is broken.������2717�E�Mnemonic definition file access error has occurred (Open error).���[Contents]�Mnemonic definition file could not open.���[Action]�After selecting [OK], please check if the Mnemonic definition file exists in the directory (C:\Rmtcnsl\com).������2718�E�CU definition file access error has occurred (Open error).���[Contents]�CU definition file could not open.���[Action]�After selecting [OK], please check if the CU definition file exists in the directory (C:\Rmtcnsl\com).������2719�E�Binary data file access error has occurred (Open error).���[Contents]�Binary data file could not open.���[Action]�Please start the main application again and push Disk key button (You do not need operate 'Key Open' or 'Key Close'.������2720�E�Binary data file read error has occurred.���[Contents]�Binary data file could not read.���[Action]�Please start the main application again and push Disk key button (You do not need operate 'Key Open' or 'Key Close'.������2721�E�Binary data file write error has occurred.���[Contents]�Binary data file could not write.���[Action]�Please check your disk capacity. Binary Data file size is about 16 Kbytes.������2722�E�Keylock data file access error has occurred (Open error).���[Contents]�Keylock data file could not open.���[Action]�After selecting [OK], please check if the Keylock data file exists in the directory (C:\Rmtcnsl\Data).������2723�E�Mnemonic data file access error has occurred (Open error).���[Contents]�Mnemonic data file could not open.���[Action]�After selecting [OK], please check if the Mnemonic data file exists in the directory (C:\Rmtcnsl\Data).������



�ID�Kind�Description��2724�E�Invalid configuration data is generated.  \nPlease reboot PC, and open Maintenance window.  \nAfter close Maintenance window, please define configuration again.���[Contents]�Invalid configuration data is generated for unknown cause.���[Action]�Please reboot PC, and open Maintenance window for read correct configuration data from DKC.  After close Maintenance Window, please define configuration again.������2725�I�Are you sure you want to execute data setting to all CUs?���[Contents]�Are you sure you want to execute data setting to all CUs?���[Action]�Please confirm of file name, and continue.������2726�I�Making backup files for SCSI path information was %s.���[Contents]�Making backup files for SCSI path information was completed or failed.���[Action]�"completed" : Do nothing.

"failed" : Please retry your operation.������2727�E�Communication error has occurred when reading the Configuration data from DKC.  Reboot the SVP.  \nDo you want to stop this process?���[Contents]�Communication error has occurred when reading the Configuration data from DKC.  Reboot the SVP.  Do you want to stop this process?���[Action]�If [Yes], Reboot the SVP, but same error has occurred, gather the dump used the Fd Copy function.  If [No], SVP will continue the process, but you must be careful to operate.������2728�E�Communication error has occurred when checking the Remote Copy status.  Reboot the SVP.  \nDo you want to stop this process?���[Contents]�Communication error has occurred when checking the Remote Copy status.  Reboot the SVP.  Do you want to stop this process?���[Action]�If [Yes], Reboot the SVP, but same error has occurred, gather the dump used the Fd Copy function.  If [No], SVP will continue the process, but you must be careful to operate.������2729�E�Communication error has occurred when checking the HMRCF/HOMRCF status.  Reboot the SVP.  \nDo you want to stop this process?���[Contents]�Communication error has occurred when checking the HMRCF/HOMRCF status.  Reboot the SVP.  Do you want to stop this process?���[Action]�If [Yes], Reboot the SVP, but same error has occurred, gather the dump used the Fd Copy function.  If [No], SVP will continue the process, but you must be careful to operate.������2730�E�Communication error has occurred when checking the PIN data.  Reboot the SVP.  \nDo you want to stop this process?���[Contents]�Communication error has occurred when checking the PIN data.  Reboot the SVP.  Do you want to stop this process?���[Action]�If [Yes], Reboot the SVP, but same error has occurred, gather the dump used the Fd Copy function.  If [No], SVP will continue the process, but you must be careful to operate.������

�ID�Kind�Description��2731�E�Communication error has occurred when checking the S-SVP status.  Reboot the SVP.  \nDo you want to stop this process ?���[Contents]�Communication error has occurred when checking the S-SVP status.  Reboot the SVP.  Do you want to stop this process ?���[Action]�If [Yes], Reboot the SVP, but same error has occurred, Replace the S-SVP.  If [No], SVP will continue the process, but you must be careful to operate.������2732�I�Do you want to add SCSI path WITHOUT SHUTDOWN?���[Contents]�Do you want to add SCSI path WITHOUT SHUTDOWN?���[Action]�If you want to add path without shutdown, select [Yes] button.������2733�I�There is no change in configuration data.���[Contents]�There is no change in configuration data.���[Action]�Please change configuration data and try again.������2734�I�SCSI path(s) can't be added.  \nHost Mode of the selected port is not for ""WITHOUT SHUTDOWN"" mode.���[Contents]�SCSI path(s) can't be added.  Host Mode of the selected port is not for "WITHOUT SHUTDOWN" mode.���[Action]�Please confirm Host Mode by selecting [Host Mode...] button on "SCSI Path-LDEV Configuration" screen.������2735�W�Are you sure you want to delete the C/T group?���[Contents]�The confirmation message before the specified C/T group is deleted.���[Action]�If you want to delete specified C/T group, press "Yes" button. If not, press "No" button.������2736�E�C/T group is not active.���[Contents]�ADD PAIR operation is failed because the C/T Group is not active.���[Action]�Please execute ADD GROUP operation, and retry operation.������2737�I�Too many RCUs in this C/T Group.���[Contents]�ADD PAIR operation is failed.  If Timer Type is System, 4 RCU are already entered.  If Timer Type is Local or None, 1 RCU are already entered.���[Action]�None������2738�I�Copy mode can not be changed.���[Contents]�RESUME PAIR operation is failed.

1.The volume is HRC Asynchronous pair but specified Copy Mode is not Asynchronous.

2.The volume is not HRC Asynchronous pair but specified Copy Mode is Asynchronous.���[Action]�Renew and confirm the HRC screen and retry the operation.������

�ID�Kind�Description��2739�I�C/T Group is not active in the RCU.���[Contents]�RESUME PAIR operation is failed.  C/T Group is not active in the RCU.  There are no R-VOL in the C/T Group.���[Action]�Renew and confirm the C/T Group in the MCU/RCU.  If M-VOL exists, please DELETE and retry ADD PAIR operation.������2740�I�C/T Group Option can not be changed unless deleting all asynchronous pairs in the group.���[Contents]�ADD/RESUME PAIR operation failed.  C/T Group was already exist in RCU by other MCU.  C/T Group Option(Timer Type/Time Out) can not be altered unless deleting all asynchronous pairs in the group.���[Action]�Renew and confirm the RCU C/T Group option and set same option as the MCU.������2741�I�Too many MCUs in this C/T Group.���[Contents]�ADD PAIR operation failed.  4 MCU's already exist in same C/T Group.���[Action]�None������2742�I�Please retry Add pair/Resume pair operation a few minutes later.���[Contents]�ADD/RESUME PAIR operation failed.  Specified volume or other volume in the same group is being changed to SIMPLEX/SUSPEND status in MCU.���[Action]�A few minute later, please renew and confirm the HRC screen and if specified volume is permissible status please retry the operation.������2743�I�HRC Asynchronous function is not installed in specified RCU.���[Contents]�ADD PAIR operation failed.  HRC Asynchronous function is provided by means of program product and must be installed in the RCU before creating HRC asynchronous volume pair.���[Action]�Please install HRC Asynchronous function in the RCU.������2744�I�This version does not support multi C/T Groups in the RCU.���[Contents]�ADD PAIR operation failed.  This version does not support multi C/T Groups in the RCU.���[Action]�Renew and confirm the C/T Group in the RCU.������2745�I�This version does not support intermix of HRC Asynchronous pair and Sync/Semi-Sync pairs in the DKC(s).���[Contents]�ADD PAIR operation failed.  This version does not support HRC Asynchronous pair and Sync/Semi-Sync pairs in the same DKC.���[Action]�Renew and confirm the Copy Mode(Sync/Semi-Sync) in the MCU and RCU.������2746�I�Specified M-VOL is an HMRCF/HOMRCF volume.  This version does not support it.���[Contents]�ADD PAIR operation failed.  Specified M-VOL is HMRCF volume.  This version does not support it.���[Action]�Renew and confirm the HMRCF status in the M-VOL.��

�ID�Kind�Description��2747�I�Specified R-VOL is an HMRCF/HOMRCF volume.  This version does not support it.���[Contents]�ADD PAIR operation failed.  Specified R-VOL is an HMRCF volume.  This version does not support it.���[Action]�Renew and confirm the HMRCF status in the R-VOL.������2748�I�Suspend operation failed because specified volume or other volume in the same group is not in permissible status.���[Contents]�The pair status of the specified volume or other volume in the same group is not permissible status for the operation.

(In case of group option)

1.Specified volumes is SIMPLEX.

2.There is no DUPLEX or DUPLEX-PENDING volume in the group.����(In case of group option)

1.Specified volumes is SIMPLEX.

2.Specified volumes is SUSPEND.���[Action]�Renew and confirm the HRC screen.  If specified volume or other volume in the same group is permissible status, please retry the operation.������2749�I�Suspend operation failed because specified volume or other volume in the same group is in status transition.���[Contents]�Specified volume or other volume in the same group is in status transition.

(In case of group/volume option)

1.Specified volumes is DELETING.

2.Specified volumes is SUSPENDING.���[Action]�A few minute later, please renew and confirm the HRC screen and if specified volume is permissible status please retry the operation.������2750�I�Delete pair operation failed because M-VOL is in Simples status.���[Contents]�The pair status of the M-VOL is not permissible status for the operation.

(In case of group option)

1.Specified volumes is SIMPLEX.

2.There is no DUPLEX or DUPLEX-PENDING or SUSPEND volume in the group.

(In case of group option)

1.Specified volumes is no DUPLEX or DUPLEX-PENDING or SUSPEND.���[Action]�Renew and confirm the HRC screen.  If M-VOL is permissible status, please retry the operation.������

�ID�Kind�Description��2751�I�Delete operation failed because specified volume or other volume in the same group is in status transition.���[Contents]�Specified volume or other volume in the same group is in status transition.

(In case of group/volume option)

1.Specified volumes is DELETING.

2.Specified volumes is SUSPENDING.���[Action]�A few minute later, please renew and confirm the HRC screen and if specified volume is permissible status please retry the operation.������2752�I�Delete pair operation failed because Consistency Time of C/T Group is not determined by SEQCHK.���[Contents]�Delete pair operation with C/T option failed.  The status of the C/T Group is SEQCHK.���[Action]�Please retry the Delete Pair operation with VOLUME or GROUP option.������2753�I�Some volumes were not deleted by the Delete pair operation.���[Contents]�The pair status of the volume is SEQCHK or Consistency Time of volume is not in accord with Consistency Time of C/T group.���[Action]�Please renew HRC screen and confirm failed volumes.  And if necessary, please retry the Delete Pair operation with VOLUME or GROUP option.������2754�I�All volumes were not deleted by the Delete pair operation.���[Contents]�Delete pair operation with C/T option failed.  The pair status of the volumes is SEQCHK or Consistency Time of volumes is not in accord with Consistency Time of C/T group.���[Action]�Please retry the Delete Pair operation with VOLUME or GROUP option.������2755�E�Duplicate C/T Group#(A C/T Group has been already active in MCU).���[Contents]�Duplicate C/T Group#(A C/T Group has been already active in MCU).���[Action]�Confirm the C/T group in the MCU.������2756�E�C/T Group is not active.���[Contents]�C/T Group is not active.���[Action]�Confirm the C/T group in the MCU.������2757�I�At least one asynchronous pair is active in this group.���[Contents]�GROUP OPTION operation failed because the specified group has asynchronous pair.���[Action]�Renew and confirm the HRC screen.������2758�I�HRC Asynchronous function is not installed in specified MCU.���[Contents]�ADD GROUP operation failed.  HRC Asynchronous function is provided by means of program product and must be installed in both MCU before creating HRC Asynchronous volume pair.���[Action]�Renew and confirm the HRC screen.��

�ID�Kind�Description��2759�I�This version does not support multi C/T Groups in the MCU.���[Contents]�ADD GROUP operation failed.  This version does not support multi C/T Groups in the MCU.���[Action]�Renew and confirm the C/T Group in the MCU.������2760�I�At least one asynchronous pair is active in this group.���[Contents]�Delete Group operation failed :

At least one asynchronous pair is active in this group.���[Action]�Please renew and confirm the HRC screen.������2761�I�Please retry Delete Group operation a few minutes later.���[Contents]�Delete Group operation failed.

This pair is being changed to SIMPLEX status in this group.���[Action]�Please retry Delete Group operation a few minutes later.������2762�I�%s pair volume exists.  \nRestoring process can't be executed.���[Contents]�HORC or HOMRCF pair volume exists.  Restoring process can't be executed.���[Action]�Select [OK].������2763�I�Restoring process can't be executed.  \n%s configuration of backup doesn't correspond with the current subsystem configuration.���[Contents]�Restoring process can't be executed.  PCB or logical device configuration of backup doesn't correspond with the current subsystem configuration.���[Action]�Select [OK].������2764�W�<Important CAUTION> \nThis operation is addition of SCSI I/F configuration WITHOUT SHUTDOWN of the connected SCSI hosts.���[Contents]�<Important CAUTION>

This operation is addition of SCSI I/F configuration WITHOUT SHUTDOWN of the connected SCSI hosts.���[Action]�Select [OK].������2765�W�<Important CAUTION> \nWhen you continue this operation, please confirm the OS of the connected SCSI hosts.  \nFile system may be in UNRECOVERABLE SERIOUS DAMAGE.���[Contents]�<Important CAUTION>

When you continue this operation, please confirm the OS of the connected SCSI hosts.  \nFile system may be in UNRECOVERABLE SERIOUS DAMAGE.���[Action]�[OK] : This operation will be continued.

[Cancel] : This operation will be terminated.������

�ID�Kind�Description��2766�W�<Important CAUTION> \nIf you need shutdown of the connected SCSI hosts, terminate this procedure by [Cancel] button and select INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION menu.���[Contents]�<Important CAUTION>

If you need shutdown of the connected SCSI hosts, terminate this procedure by [Cancel] button and select INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION menu.���[Action]�[OK] : This operation will be continued.

[Cancel] : This operation will be terminated.������2767�W�<Important CAUTION> \nAre you sure you want to define SCSI I/F configuration WITHOUT SHUTDOWN of the connected SCSI hosts?���[Contents]�<Important CAUTION> \nAre you sure you want to define SCSI I/F configuration WITHOUT SHUTDOWN of the connected SCSI hosts?���[Action]�[OK] : This operation will be continued.

[Cancel] : This operation will be terminated.������2768�I�If you want to add OPEN CVS volume, please enter 35MByte or more size.���[Contents]�If you want to add OPEN CVS volume, please enter 35MByte or more size.���[Action]�Please enter 35Byte or more size.������2769�I�Please retry Add pair/Resume Pair operation a few minutes later.���[Contents]�ADD/RESUME PAIR operation failed.  Specified volume or other volume in the same group being changed to SIMPLEX/SUSPEND status in RCU.���[Action]�A few minute later, please renew and confirm the HRC screen and if specified volume is permissible status please retry the operation.������2770�I�The DKU emulation type of this normal volume will be defined to %s.  \nAre you sure you want to define with this DKU emulation type?���[Contents]�The DKU emulation type of normal volume which create with CVS TO NORMAL VOLUME operation is displayed.  If this emulation type can not coexist, you need to change the DKU emulation type.���[Action]�If you want to change DKU emulation type, select NO.  If not, select YES.������2771�I�The DKU emulation type will CHANGE TO %s.  \nAre you sure you want to change?���[Contents]�The DKU emulation type of normal volume which create with CVS TO NORMAL VOLUME operation will be changed to the DKU emulation type which displayed in this message.���[Action]�If you want to change DKU emulation type, select NO.  If not, select YES.������

�ID�Kind�Description��2772�I�SCSI path(s) will be added to the port(s) with no SCSI path.  \nDo you want to add the path(s)?  \n [Yes] : Host Mode of the concerned port must be changed.  \n [No] : This operation will be canceled.���[Contents]�SCSI path(s) will be added to the port(s) with no SCSI path.  Do you wan to add the path(s)?���[Action]�[Yes] : Host Mode of the concerned port must be changed.

[No] : This operation will be canceled.������2773�I�Host Mode of the selected port(s) can't be changed.  \nIf you want to change Host Mode of the concerned port(s), please select %s menu.���[Contents]�Host Mode of the selected port(s) can't be changed.  If you want to change Host Mode of the concerned port(s), please select menu.  SVP:INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION. RMC:PATH-DEFINE(OFFLINE).���[Action]�If you want to change Host Mode of the concerned port(s), please select menu.  SVP:INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION.  RMC:PATH-DEFINE(OFFLINE).������2774�E�3390-3 and 33903R can not exist in the same subsystem.  \nPlease choice the emulation type to either 3390-3 or 3390-3R.���[Contents]�3390-3 and 3390-3R can not exist in the same subsystem.  Please choice the emulation type to either 3390-3 or 3390-3R.���[Action]�Please change all 3390-3 DKU emulation type to 3390-3R, or change all 3390-3R DKU emulation type to 3390-3.������2775�E�3390-3 and 33903R can not coexist.  \nPlease solve DKU emulation type coexistence problem with DKU emulation type change function.���[Contents]�3390-3 and 3390-3R can not coexist in the same subsystem.  Please solve DKU emulation type coexistence problem with DKU emulation type change function.���[Action]�Please change all 3390-3 DKU emulation type to 3390-3R, or change all 3390-3R DKU emulation type to 3390-3 with DKU emulation type change function.������2776�E�3390-3 and 33903R can not coexist.  \nPlease call your maintenance support center to solve DKU emulation type coexistence problem.���[Contents]�3390-3 and 3390-3R can not coexist in the same subsystem.  Please call your maintenance support center to solve DKU emulation type coexistence problem.���[Action]�Please call your maintenance support center.������2777�I�SCSI path is added to port which has no SCSI path.  \nPlease set Host Mode to the concerned port again.���[Contents]�SCSI path is added to port which has no SCSI path.  Please set Host Mode to the concerned port again.���[Action]�Please set Host Mode to the concerned port again.������

�ID�Kind�Description��2778�I�Invalid %s exists.  \nPlease modify it.���[Contents]�Invalid Fibre port information exists.  Please modify it.���[Action]�Please modify the invalid Fibre information������2779�E�<Important CAUTION>

\nIf you need shutdown of the connected SCSI hosts, terminate this procedure by [Cancel] button and select %s menu.���[Contents]�<Important CAUTION>

If you need shutdown of the connected SCSI hosts, terminate this procedure by [Cancel] button and displayed menu.���[Action]�[OK] : This operation will be continued.

[Cancel] : This operation will be terminated.������2780�I�Please select one of the Pair Mode from the Display Filter before pair operation.���[Contents]�Please select one of the Pair Mode from the Display Filter before pair operation.���[Action]�Select one of the Pair Mode from the Display Filter.������2781�I�It will take %s minutes to finish this process usually (maximum %d minutes).  Do you want to continue?���[Contents]�This is standard and maximum time to finish this process.  Do you want to continue?���[Action]�If you want to continue, select [Yes].

If you want to select, select [No].������2782�I�Are you sure you want to %s %s?���[Contents]�Are you sure you want to complete function?

Are you sure you want to cancel the function?���[Action]�[Yes] : This function will be completed or canceled.

[No] : Do Nothing.������2783�I�Grouping process has failed.  \nThe selected %s have a different LUN security information.���[Contents]�Grouping process has failed.

The selected WWNs have a different LUN security information.

The selected LUNs have a different LUN security information.���[Action]�Select [OK].������2784�I�The maximum group number %s is %d per port.���[Contents]�The maximum group number of WWN is 8 per port.

The maximum group number of LUN is 16 per port.���[Action]�Select [OK].������2785�I�Are you sure you want to change the selected WWN or the nickname?���[Contents]�Are you sure you want to change the selected WWN or the nickname?���[Action]�[Yes] : The selected WWN or the nickname will be changed.

[No] : The selected WWN or the nickname won't be changed.���ID�Kind�Description��2786�I�The input %s has already existed.���[Contents]�The input %s has already existed.���[Action]�Please input another WWN or nickname.������2787�I�Are you sure you want to delete the selected WWN?  \nIf you select [Yes], LUN security information of the WWN will be deleted too.���[Contents]�Are you sure you want to delete the selected WWN?  If you select [Yes], LUN security information of the WWN will be deleted too.���[Action]�[Yes] : Registration of the WWN and LUN security information of the WWN will be deleted.

[No] : Do noting.������2788�I�Error response from DKC.���[Contents]�An error was reported from the DKC.���[Action]�Retry again.������2789�I�The maximum number of %s is %d per port.���[Contents]�The maximum number of WWNs is 15 per port.���[Action]�Select [OK].������2790�I�The registration of the input WWN has completed.���[Contents]�The registration of the input WWN has completed.���[Action]�Select [OK].������2791�I�%s has a number which is not hexadecimal.���[Contents]�WWN has a number which is not hexadecimal.���[Action]�Select [OK].������2792�I�%s has a character which is not permitted.���[Contents]�Nickname has a character which is not permitted.���[Action]�Select [OK].������2793�W�The Remote Copy volume pair may be suspended.  No maintenance operations are possible during Remote initial copy.  Are you sure you want to continue this process?���[Contents]�SVP detects the warning that Remote Copy pair will be suspended or you could not operate more.���[Action]�If [Yes] is selected, SVP will continue the process, but if [No] is selected, SVP will stop the process.������

�ID�Kind�Description��2794�I�%s of selected port(s) can't be changed.  \nIf you want to change it of the concerned port(s), please select %s menu.���[Contents]�Host Mode, Fibre port address or Fibre port topology of selected port(s) can't be changed.  If you want to change it of the concerned port(s), please select %s menu.

SVP : INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION.

RMC : PATH-DEFINE(OFFLINE)���[Action]�If you want to change it of the concerned port(s), please select the following menu.

SVP : INSTALL-CHANGE CONFIGURATION-SCSI I/F CONFIGURATION.

RMC : PATH-DEFINE(OFFLINE)������2795�I�%s can't be set or reset.  \nThe selected %s has SCSI path(s) using now.���[Contents]�Command Device can't be set or reset.  The selected volume has SCSI path(s) using now.���[Action]�Select [OK].������2796�E�It is possible that host I/O of concerned LUN may not stop or concerned LUN may be reserved.  \nPlease stop host I/O of it or release the reserve.���[Contents]�It is possible that host I/O of concerned LUN may not stop or concerned LUN may be reserved.  Please stop host I/O of it or release the reserve.���[Action]�Please stop host I/O of concerned LUN or release the reserve.������2797�W�CONFIG is inconsistent with option product.  \nPlease install CONFIG of version %d-xx-xx/10 by INSTALL-COPY CONFIG FILES-INITIAL INFORMATION FILES menu.���[Contents]�CONFIG is inconsistent with option product.  Please install CONFIG of version %d-xx-xx/10 by INSTALL-COPY CONFIG FILES-INITIAL INFORMATION FILES menu.���[Action]�Install-Copy Config of version %d-xx-xx/10 by INSTALL-COPY CONFIG FILES-INSTALL INFORMATION FILES menu.������2798�W�The number of selected LDEVs exceeds maximum value (%d).���[Contents]�The number of selected LDEVs exceeds maximum value.  The LDEV selected last time is canceled automatically.���[Action]�Please execute LU expansion less than maximum value.������2799�I�Delete pair operation failed because R-VOL is in Duplex or Duplex Pending status.���[Contents]�Delete Pair operation with C/T option failed.  The pair status of the R-VOL is not permissible status for the operation.  There is some DUPLEX or DUPLEX-PENDING volume(s) in the group.���[Action]�Renew and confirm the HRC screen.  If a R-VOL is in permissible status, please retry operation.��

�ID�Kind�Description��2805�E�The R-VOL is already used by HIHSM.���[Contents]�The R-VOL is already used by HIHSM.���[Action]�Confirm the status of the specified R-VOL from HOST or SVP.������2806�E�The M-VOL is already used by HIHSM.���[Contents]�The M-VOL is already used by HIHSM.���[Action]�Confirm the status of the specified R-VOL from HOST or SVP.������2807�W�The controller is busy now.  Please retry a little later.���[Contents]�The controller detected the internal time out.(You can retry same operation several seconds .)���[Action]�Wait for a moment. And please retry again.������2808�E�Option Product(HIHSM) is not Installed.���[Contents]�Option Product(HIHSM) is not Installed.���[Action]�Install the Program Product HIHSM.������2809�E�The controller is received invalid command.���[Contents]�Controller receives the invalid command.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2810�E�There is no allocated reserved volume.���[Contents]�There is no allocated reserved volume.���[Action]�Make the reserved volumes, and please retry again.������2811�E�Track format is unmatched.���[Contents]�Track format is unmatched.���[Action]�Confirm the track format of selected volume, And please try again.������2812�E�Number of Cylinders is unmatched.���[Contents]�Number of Cylinders is unmatched.���[Action]�Confirm the number of cylinder.  And please try again.������2813�E�Volume type is unmatched.���[Contents]�Volume type is unmatched.���[Action]�Confirm the volume type.  And try again.������2814�E�Volume pairs are over Max. counts.���[Contents]�Volume pairs are over Max. counts.���[Action]�Cancel the volume pair or wait for finishing the migration.  And please try again.������2815�E�The controller detected the blockade location.���[Contents]�The controller detected the blockade location.���[Action]�Please call Technical Support Center.������

�ID�Kind�Description��2816�E�Data transfer failure detected.���[Contents]�Data transfer failure detected.���[Action]�Please call Technical Support Center.������2817�E�The target volume(s) is not equipped.���[Contents]�The target volume(s) is not equipped.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2818�E�The target volume(s) can not be used.���[Contents]�The target volume(s) can not be used.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2819�E�The target volume(s) has already reserved.���[Contents]�The target volume(s) has already reserved.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2820�E�The target volume(s) has already used by HMRCF or HOMRCF.���[Contents]�The target volume(s) has already used by HMRCF or HOMRCF.���[Action]�Confirm the Selected Volume status.������2821�E�The target volume(s) has already used by HIHSM.���[Contents]�The target volume(s) has already used by HIHSM.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2822�E�The target volume is not a Reserved Volume.���[Contents]�The target volume is not a Reserved Volume.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2823�E�The number of volume is over Max. count.���[Contents]�The number of volume is over Max. count.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2824�E�RAID level of target volume is not supported.���[Contents]�RAID level of target volume is not supported.���[Action]�Check the DKCMAIN microprogram version.  And call Technical Support Center.������2825�E�The target volume(s) has already set the reserved volume.���[Contents]�The target volume(s) has already set the reserved volume.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������

�ID�Kind�Description��2826�E�The target volume(s) is over the Max. pair.���[Contents]�The target volume(s) is over the Max. pair.���[Action]�Wait the finishing the migration or cancel it.  And please try again.������2827�E�The target volume is not the Source volume.���[Contents]�The target volume is not the Source volume.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2828�E�The target volume has already set the Source volume.���[Contents]�The target volume has already set the Source volume.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2829�I�The R-VOL is reserved, or the RCU or the path between MCU-RCU is heavy load condition.���[Contents]�The R-VOL is reserved, or the RCU or the path between MCU-RCU is heavy load condition.���[Action]�Confirm the status of the specified R-VOL from HOST.  If the device is not reserved, retry the same operation.������2830�W�The target volume(s) has already used by HODM.���[Contents]�The target volume(s) has already used by HODM.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2831�W�The target volume(s) has already used by Remote Copy.���[Contents]�The target volume(s) has already used by Remote Copy.���[Action]�Refresh the HIHSM screen, and retry again. If it is the same result, please call Technical Support Center.������2832�E�The target volume(s) has already used by HOST or Remote Copy.���[Contents]�The target volume(s) has already used by HOST or Remote Copy.���[Action]�Refresh the HIHSM screen, and retry again. If it is same result, call Technical Support Center.������2833�W�Reverse copy can't be executed, because this function isn't supported for L2-pair.���[Contents]�Reverse copy can't be executed, because this function isn't supported for L2-pair.���[Action]�Please select only L1-pair and execute Reverse copy.������2834�W�Maintenance object included the HIHSM pair.  You should delete pair.���[Contents]�Maintenance object included the HIHSM pair.  You should delete pair.���[Action]�Maintenance object included the HMRCF/HOMRCF pair.  You should delete pair.������

�ID�Kind�Description��2835�W�Maintenance object included the reserved volume for HIHSM.  You should remove the reserved volume.���[Contents]�Maintenance object included the reserved volume for HIHSM.  You should remove the reserved volume.���[Action]�Maintenance object included the reserved volume for HIHSM.  You should remove the reserved volume.������2836�W�Maintenance object included the HIHSM pair.  You should delete pair and reset reserve.���[Contents]�Maintenance object included the HIHSM pair.  You should delete pair and reset reserve.���[Action]�Maintenance object included the HIHSM pair.  You should delete pair and reset reserve.������2837�E�The target Volume(s) is not supported by HIHSM.���[Contents]�The target Volume or the pair is not supported by HIHSM.���[Action]�Refresh the HIHSM screen, and retry again.  If it is same result, call Technical Support Center.������2838�E�The target volume is being formatted.���[Contents]�Target volume is being formatted.���[Action]�Wait until the target volume as formatted completely.������2839�E�The target volume(s) is Command Device.���[Contents]�The target volume(s) is Command Device.���[Action]�Please select another Volume(s).������2840�E�The selected source volume and destination volume are the same.���[Contents]�The selected source volume and destination volume are the same.���[Action]�Refresh the HIHSM screen, and retry again.  If it is the same result, call Technical Support Center.������2852�W�Failed to get information from hihsmatm.ini.  \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmatm.ini.���[Action]�Please generate parameter file by [Default] button.������2853�W�Failed to get information from hihsmpln.ini.  \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmpln.ini.���[Action]�Please generate parameter file by [Default] button.������2854�W�Failed to get information from hihsmfpg.ini. \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmfpg.ini.���[Action]�Please generate parameter file by [Default] button.������

�ID�Kind�Description��2855�W�Failed to get information from hihsmcls.ini.  \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmcls.ini.���[Action]�Please generate parameter file by [Default] button.������2856�W�Failed to get information from hihsmpgr.ini.  \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmpgr.ini.���[Action]�Please generate parameter file by [Default] button.������2857�W�Failed to get information from hihsmldv.ini.  \n\rPlease generate parameter file by [Default] button.���[Contents]�Failed to get information from hihsmldv.ini.���[Action]�Please generate parameter file by [Default] button.������2858�W�Failed to get configuration information.  \n\r ���[Contents]�Failed to get configuration information.���[Action]�Push [Refresh] button at HIHSM Main screen.������2859�W�Failed to write to hihsmpln.ini.���[Contents]�Failed to write to hihsmpln.ini.���[Action]�Please Check HDD.������2860�W�Failed to write to hihsmpgr.ini.���[Contents]�Failed to write to hihsmpgr.ini.���[Action]�Please Check HDD.������2861�W�Failed to write to hihsmldv.ini.���[Contents]�Failed to write to hihsmldv.ini.���[Action]�Please Check HDD.������2862�W�Invalid data from hihsmatm.ini.���[Contents]�Invalid data from hihsmatm.ini.���[Action]�Please generate parameter file by [Default] button.������2863�W�Invalid data from hihsmpln.ini.���[Contents]�Invalid data from hihsmpln.ini.���[Action]�Please generate parameter file by [Default] button.������2864�W�Invalid data from hihsmcls.ini.���[Contents]�Invalid data from hihsmcls.ini.���[Action]�Please generate parameter file by [Default] button.������2865�W�Invalid data from hihsmpgr.ini.���[Contents]�Invalid data from hihsmpgr.ini.���[Action]�Please generate parameter file by [Default] button.������

�ID�Kind�Description��2866�W�Invalid data from hihsmldv.ini.���[Contents]�Invalid data from hihsmldv.ini.���[Action]�Please generate parameter file by [Default] button.������2867�W�Invalid configuration information.���[Contents]�Invalid configuration information.���[Action]�Push [Refresh] button at HIHSM Main screen.������2868�W�Invalid reserve volume information.���[Contents]�Invalid reserve volume information.���[Action]�Push [Refresh] button at HIHSM Main screen.������2869�W�No enough valid HIHSM data exist in the specified term.  \n\rPlease check following items.  \n\r(1)Auto Workload Check [Data term] \n\r(2)HIHSIM data term.���[Contents]�No enough valid HIHSM data exist in the specified term.���[Action]�Please check following items.

(1)Auto Workload Check [Data term] 

(2)HIHSIM data term.������2870�W�Cannot make proper migration plan by this function.  \n\rPlease check following items.  \n\r(1)Reserve volume location.  \n\r(2)Auto migration Max disk utilization.���[Contents]�Cannot make proper migration plan by this function.���[Action]�Please check following items.

(1)Reserve volume location.

(2)Auto migration Max disk utilization.������2871�W�Memory allocation error occurred.���[Contents]�Memory allocation error occurred.���[Action]�Please Reboot PC.������2872�W�Internal error occurred.���[Contents]�Internal error occurred.���[Action]�(1)Please retry again.

(2)Please Reboot PC.������2873�W�Specified volume as reserve volume has DCR setting.���[Contents]�Specified volume as reserve volume has DCR setting.���[Action]�Remove DCR setting.������2874�W�Specified volume as migration source volume has DCR setting.���[Contents]�Specified volume as migration source volume has DCR setting.���[Action]�Remove DCR setting.����������

�ID�Kind�Description��2875�W�Specified volume as migration destination volume has DCR setting.���[Contents]�Specified volume as migration destination volume has DCR setting.���[Action]�Remove DCR setting.������2876�W�Changing the Reserved attribute of a device that is currently assigned a path in LUN Management could lead to data corruption.���[Contents]�Are you sure change to volume attribute.  Please cut off access pass from host.���[Action]�Please cut off access pass from host.������2877�W�Are you sure you want to set the maximum disk utilization?���[Contents]�Are you sure you want to set the maximum disk utilization?���[Action]�If you want to set maximum disk utilization, select [OK].  If not, select [Cancel].������2878�W�Target volume is LUSE volume.  Cannot change to reserve volume.���[Contents]�Target volume is LUSE volume.  Cannot change to reserve volume.���[Action]�Please make sure your selection.������2879�I�ADDPAIR operation failed because intermixture of HRC Asynchronous pairs and HORC Asynchronous pairs is not allowed in the same CT Group.���[Contents]�ADDPAIR operation failed.

Intermixture of HRC Asynchronous pairs and HORC Asynchronous pairs is not allowed in the same CT Group.���[Action]�Renew and confirm the HRC screen and HORC screen and retry the operation.������2880�I�Preset Suspension is effective in the CT Group.���[Contents]�ADDPAIR operation failed.

Preset Suspension is effective in the CT Group.���[Action]�Please cancel Preset Suspension in the CT Group.������2881�I�Preset Suspension is effective in the CT Group.���[Contents]�RESUME operation failed.

Preset Suspension is effective in the CT Group.���[Action]�Please cancel Preset Suspension in the CT Group.������2882�I�Preset Suspension is effective in the CT Group.  \n(Error Code = %04x)���[Contents]�Suspend operation failed.

Preset Suspension is effective in the CT Group.���[Action]�Please cancel Preset Suspension in the CT Group.������2883�I�HORC Asynchronous function is not installed in specified MCU. \n(Error Code = %04x)���[Contents]�ADD GROUP operation failed.  HORC Asynchronous function is provided by means of program product and must be installed in the MCU before creating HORC Asynchronous volume pair.���[Action]�Please install HORC Asynchronous function in the MCU.��

�ID�Kind�Description��2884�I�HORC Asynchronous function is not installed in specified RCU. \n(Error Code = %04x)���[Contents]�ADDPAIR operation failed.  HORC Asynchronous function is provided by means of program product and must be installed in the MCU before creating HORC Asynchronous volume pair.���[Action]�Please install HORC Asynchronous function in the MCU.������2885�I�Invalid Timer Type option.  \n(Error Code = %04x)���[Contents]�ADD GROUP operation failed.  Timer Type option is "System" on HORC screen.���[Action]�Please specify Local or None for Timer Type.������2886�I�PK or Parts information was changed.  \nAre you sure you want to rewrite PK or Parts information?���[Contents]�PK or Parts information was changed.  Are you sure you want to rewrite PK or Parts information?���[Action]�If you rewrite PK or Parts information select [Yes].������2887�E�I/O Error occurred on the R-VOL.  \n(Error Code = %04x)���[Contents]�I/O Error occurred on the R-VOL.���[Action]�See SSB LOG, and call technical support center to report them with the error code.������2888�W�The specified R-VOL is not recognizable from the connection port.  \n(Error Code = %04x)���[Contents]�The specified R-VOL is not recognizable from the connection port.���[Action]�Confirm the configuration of the specified R-VOL.������2889�W�The specified R-VOL is not permissible condition of Remote Copy.  \n(Error Code = %04x)���[Contents]�The R-VOL should not be condition of the following.

1.The volume is blocked.

2.The volume is under maintenance.

3.The volume is copying data (correction copy or drive copy)

4.The volume is correction access condition.���[Action]�Confirm the logical device status of the specified R-VOL.  If the R-VOL is under maintenance or copying data, retry the operation after the process will be complete.������2890�W�The specified R-VOL is Intervention required condition.���[Contents]�The R-VOL should not be intervention required condition.���[Action]�Confirm the status of the specified R-VOL.������2891�E�System error has occurred. \n%s���[Contents]�System error has occurred in %s.���[Action]�After selecting [OK], please reboot the PC.������

�ID�Kind�Description��2892�E�A read file failed to open.  \nFile = %s���[Contents]�A read file failed to open.  File = %s���[Action]�After selecting [OK], please do the same operation again.������2893�E�A write file failed to open.  \nPlease check if the ""C"" drive has some empty area.���[Contents]�A write file failed to open.  Please check if the "C" drive has some empty area.���[Action]�After selecting [OK], please check the "C" drive some empty area.������2894�E�A file was failed to read. \nFile = %s���[Contents]�A read file failed to data read. File = %s���[Action]�0������2895�E�A file was failed to write. \nPlease check if the ""C"" drive has some empty area.���[Contents]�A write file failed to data write .Please check if the "C" drive has some empty area.���[Action]�After selecting [OK], please check the "C" drive some empty area.������2896�E�The program could not make the directory.  \nDirectory = %s���[Contents]�The program could not make the directory.  Directory = %s���[Action]�After selecting [OK], please check the "C" drive some empty area.������2897�E�Remote Console program was failed to install.���[Contents]�Remote Console installed failed.���[Action]�After selecting [OK], please install the Remote Console program again.������2898�E�Remote Console was failed to de-installed.���[Contents]�Remote Console de-installed failed.���[Action]�After selecting [OK], please de-install the Remote Console program again.������2899�I�Are you sure you want to install your Remote Console program forcibly?���[Contents]�Are you sure you want to install your Remote Console program forcibly?���[Action]�If you want to install forcibly select [Yes], If you want to stop select [NO].������2900�I�Are you sure you want to de-install the Remote Console program?���[Contents]�Are you sure you want to de-install the Remote Console program?���[Action]�If you want to de-install the Remote Console program select [Yes], If you want to stop select [No].������

�ID�Kind�Description��2901�I�Cancel button was selected.  \nAre you sure you want to cancel the copy?���[Contents]�Cancel button was selected.  Are you sure you want to cancel the copy?���[Action]�If you want to stop the copy, select [Yes], If you want to continue the copy, select [No].������2902�I�Please insert the Setup media #%d into the drive.  \nAnd select ""OK"" button.���[Contents]�Please insert the Setup media #%d into the drive.  And select "OK" button.���[Action]�Please insert the appropriate media into the drive and select [OK].  If you want to stop, select [Cancel].������2903�I�The Setup media of the Remote Console was invalid.  \nPlease insert Setup media #%d into the drive.  \nAnd select ""OK"" button.���[Contents]�The Setup media of the Remote Console was different.  Please insert Setup media #%d into the drive.  And select "OK" button.���[Action]�Please check the media and insert the appropriate media again and select [OK],  If you want to stop select [Cancel].������2904�I�Remote Console installation was complete.���[Contents]�Remote Console installation was complete.���[Action]�Select [OK] and end the program.������2905�I�Remote Console de-installation was complete.���[Contents]�Remote Console de-installation was complete.���[Action]�Select [OK] and end the program.������2906�E�Remote Console Installer execution error(id = %d) has occurred.���[Contents]�Remote Console Installer could not start.���[Action]�After selecting [OK], please do the same operations.������2907�E�System error has occurred.  \n%s���[Contents]�System error has occurred.  %s���[Action]�After selecting [OK], please reboot the PC.������2908�I�Are you sure you want to download the Remote Console programs from the connected SVP?���[Contents]�Are you sure you want to download of the Remote Console programs from the connected SVP?���[Action]�If you want to start download, select [Yes], If you want to stop, select [No].������2909�I�This function is not supported.���[Contents]�Remote Console download function is not supported.���[Action]�Please select [OK].������

�ID�Kind�Description��2910�I�Your Remote Console should execute version up, but SVP dose not have an appropriate version of Remote Console.  \nPlease call your technical support center.���[Contents]�Your Remote Console should execute version up, but SVP dose not have an appropriate version of Remote Console.  Please call your technical support center.���[Action]�Please call your technical support center to get the appropriate version.������2911�E�Version information file was not found.  \nPlease check your Setup Media.���[Contents]�Version information file was not found.  Please check your Setup Media.���[Action]�Please check the media and insert the appropriate media again and select [OK].  If you want to stop select [Cancel].������2912�E�The version of the Remote Console was invalid.  \nPlease check your Setup Media.���[Contents]�The version of the Remote Console was invalid.  Please check your Setup Media.���[Action]�Please check the media and insert the appropriate media again and select [OK].If you want to stop select [Cancel].������2913�E�Version information file was not found.���[Contents]�Version information file was not found.���[Action]�After selecting [OK], please install the Remote Console program again.������2914�E�Version information file was invalid.���[Contents]�Version information file was invalid.���[Action]�After selecting [OK], please install the Remote Console program again.������2915�I�This FD has "read-only" file(s). FD Copy will be terminated.���[Contents]�This FD has "read-only" file(s). FD Copy will be terminated.���[Action]�Please select OK and confirm the files in FD.  You should change the attribute of the files or insert another FD.������2916�I�%s was canceled.���[Contents]�The concerned process was canceled.���[Action]�Please select OK.������2917�I�File access error has occurred.���[Contents]�File access error has occurred.���[Action]�Please reboot PC. If the error cannot be recovered, replace the PC.������2918�I�FD Copy was %s.���[Contents]�FD Copy was completed canceled.���[Action]�Please select OK.������

�ID�Kind�Description��2919�I�Async Option (Current Pending Update Data Rate) can not be changed.  Because HORC C/T group is active.  \n(Error Code %04x)���[Contents]�Async Option (Current Pending Update Data Rate) can not be changed.  Because HORC C/T group is active.  (Error Code %04x)���[Action]�Delete of all the HORC C/T groups.������2920�W�There is no statistic data.���[Contents]�There is no statistic data for HIHSM.���[Action]�If you need statistic data, turn on the gathering S/W.  And wait for 30 minutes over.������2921�I�Do you want to make plans?���[Contents]�Do you want to make plans?���[Action]�If you want to make plan, select [OK].������2922�I�Making plan is Normal End.���[Contents]�Making plan is Normal End.���[Action]�Select [OK], and continue operation.������2923�I�Are you want to cancel all plans?���[Contents]�Are you want to cancel all plans?���[Action]�If you want to delete all plans, select [OK].������2924�I�Deleting all plans was failed.���[Contents]�Deleting all plans was failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2925�‚h�Do you want to cancel selected and following plan(s)?���[Contents]�Do you want to cancel selected and following plan(s)?���[Action]�If you want to delete selected plan and following, select [OK].������2926�I�Setting plan was failed.���[Contents]�Setting plan was failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2927�I�Deleting plan was failed.���[Contents]�Deleting plan was failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2928�I�Do you want to make default setting?���[Contents]�Do you want to make default setting?���[Action]�If you want to make default setting, select [OK].������2929�E�Making default setting was failed. (Information Get Error)���[Contents]�Making default setting was failed because getting information was failed.���[Action]�Close the HIHSM Screen and retry again.��

�ID�Kind�Description��2930�E�Making default setting was failed. (File Open Error)���[Contents]�Making default setting was failed because of opening file is failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2931�E�Making default setting was failed.���[Contents]�Making default setting was failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2932�I�Making default setting is Normal End.���[Contents]�Making default setting is Normal End.���[Action]�Select [OK] and continue operation.������2933�I�Are you sure you erase history log?���[Contents]�Are you sure you erase history log?���[Action]�If you want to delete the history log, select [OK].������2934�E�Setting Fixed Group was failed.���[Contents]�Setting Fixed Group was failed.���[Action]�Select [OK], and reboot PC.  Please retry again.������2935�E�Saving data was abnormal end.���[Contents]�Saving data was abnormal end.���[Action]�Select [OK], and reboot PC.  Please retry again.������2936�E�Compress file open error.���[Contents]�Compress file open error.���[Action]�Select [OK], and reboot PC.  Please retry again.������2937�W�Do you want to move data file to FD?���[Contents]�Are you sure you want to move data file to FD?���[Action]�Select [OK], and reboot PC.  Please retry again.������2938�W�Moving data file is started.  Set 1st FD.���[Contents]�It starts the moving data.  Insert the 1st FD.���[Action]�Insert the FD and press [OK].������2939�W�The file A:\\ARTLOG.LZH already exists.  \nDo you overwrite?���[Contents]�The file A:\ARTLOG.LZH already exists.  Do you overwrite?���[Action]�You want to overwrite the artlog.lzh Select [OK].������2940�I�Do you want to load the data to HD?���[Contents]�Do you want to load the data to HD?���[Action]�If you want to load data, select [OK].������2941�I�Data loading ended normally.���[Contents]�Data loading ended normally.���[Action]�Select [OK] and continue operation.������

�ID�Kind�Description��2942�W�Data Loading ended abnormally.���[Contents]�Data Loading ended abnormally.���[Action]�Select [OK], and reboot PC.  Please retry again.������2943�E�File open error has occurred.���[Contents]�File open error has occurred.���[Action]�Select [OK], and reboot PC.  Please retry again.������2975�W�RMSV(CLIENT) is selected on Remote Console Server.  Please change the mode to ""Not used"" or RMSV(SERVER), because RMSV(CLIENT) of Remote Console Server and SNMP Agent can't be used together.���[Contents]�RMSV(CLIENT) is selected on Remote Console Server.  Please change the mode to ""Not used"" or RMSV(SERVER), because RMSV(CLIENT) of Remote Console Server and SNMP Agent can't be used together.���[Action]�Please select [OK].������2976�W�You have to select a mode.���[Contents]�You have to select a mode.���[Action]�Please select [OK].������2977�E�At least one asynchronous pair is active in this group. (Error Code = %04x)���[Contents]�GROUP OPTION operation to change Timer Type failed because the specified group has asynchronous pair ���[Action]�Renew and confirm the HRC/HORC screen.������2978�E�This password is invalid.  \nPlease call Technical Support Center to get valid password.���[Contents]�This password is invalid.  \nPlease call Technical Support Center to get valid password.���[Action]�Contact the Technical Support Center(TSC).������2979�E�The data of the selected term does not exist.���[Contents]�The data of the selected term does not exist.���[Action]�Please set the term that can display the use rate normally.������2980�I�SIMs of Remote Copy are cleared.���[Contents]�It cleared SIMs of Remote Copy.���[Action]�Select [OK] to continue.������2981�W�Are you sure you want to clear SIMs of Remote Copy?���[Contents]�It will clear SIMs of Remote Copy.���[Action]�Select [OK] if you clear SIMs of Remote Copy to a host for the disaster recovery.������

�ID�Kind�Description��2982�E�Port type exchange operation is rejected because the host(s) is(are) processing the port type exchange.  \n (Error Code = %04x)���[Contents]�Port type exchange operation is rejected because the host(s) is(are) processing the port type exchange.  \n (Error Code = %04x)���[Action]�Confirm the port status.  If the port type has never exchanged yet, try again.������2995�E�Illegal combination(%s and %s).  \nLine = %04d.  \nError Code = %04x.���[Contents]�Combination of the parameters specified as "%s"(left side) and "%s"(right side) is illegal.���[Action]�Please check the line(line no is displayed) and modify them.������2996�E�$CTG not found.  \nLine = %04d.  \nError Code = %04x.���[Contents]�$CTG is indispensable when create asynchronous copy pairs.���[Action]�Please check the line(line no is displayed) and modify them.������

�5. Error when operating HRC & HODM & HORC



Refer to chapter 4 on SVPMSG section for error codes.



[Procedure to trace the Online CHL route]



1.	Analyze the SSB.LOG

	HRC2080I;	The Specified R-VOL of HRC is still Online from the HOST.

	Check the SSB.LOG on SVP of the specified RCU.  SSB containing F/M=0F, EC=C0CA on the specified R-VOL number should be logged.

	HRC2070W;	The M-VOL of HODM is Online from the HOST.

	Check the SSB.LOG on SVP of the MCU.  SSB containing F/M=0F, EC=C0A6 on the specified M-VOL should be logged.



	Both SSB are same format, from SSB byte72(0x48) though byte75(0x4B) show the Bit Map of Port indicating Online from the HOST.  Each one bit corresponds to each port.  It indicates the LCP Port on which the valid Path Group is established for this device.
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2.	Run DSF/ANALYZE-ALLCHPID to trace the Path Group ID of the Online route.

2.1	In case that DKC Emulation Type is 3990-6 or 3990-6E.

	Run DSF/ANALYZE with ALLCHPID.  The output shows the Path Group ID which is Online to the subsystem.

LOGICAL PATH�SYSTEM�FULL�SP FENCES�HOST PATH GROUP ID��NUMBER�type�ADAPTER ID�ESCON LINK ADDRESS�0  1  2  3�CPU SERIAL#�CPU TYPE�CPU TIME STAMP��1�E�00�0101��XXXXXXX�YYYY�ZZZZZZZZ��2 - 32�N/E�00 - 01�������33�E�02�0200��XXXXXXX�YYYY�ZZZZZZZZ��	“SYSTEM ADAPTER ID” corresponds to the number of the CHL adapter port.

	(Ex; Port#1C is “02”.)

	Trace the Path Group ID indicated the SYSTEM ADAPTER ID corresponding to the value on SSB LOG of EC=C0CA or C0A6.



�Note; Reference of Port ID & SAID



CL1�CL2��CHA-1P�CHA-1Q�CHA-1R�CHA-1S�CHA-2V�CHA-2W�CHA-2X�CHA-2Y��Port#�SAID#�Port#�SAID#�Port#�SAID#�Port#�SAID#�Port#�SAID#�Port#�SAID#�Port#�SAID#�Port#�SAID#��A
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2.2	In case that DKC Emulation Type is 3990-3 DSF/ANALYZE-ALLCHPID is not available for 3990-3.  Therefore, trace the Path Online Route of the LCP.



�

[Action of the time out error “HRC2019W”]



When time out error “HRC2019W” may occur on remote copy operation, try to fined the cause of the time out and execute a recovery procedure.



(1)	Hardware error

(2)	Discontinuous of the pair status change procedure in the cause of high traffic condition



1.	Recovery procedure for the hardware error

	When time out error occurs in the cause of the hardware error, the SIM and SSB has be created and reported to the HOST.

	In that case, repairing the failure part according to the Trouble Shooting Section, and please execute a remote copy operation again.



2.	Recovery procedure for the discontinuous of the pair status change procedure

	When you does not fined out the SIM, please check the specified volume pair status on the Main Control Screen of the SVP.

	When pair status change to “Duplex” or “Pending Duplex”, you need not to execute a remote copy operation again. The operation has completed correctly.

	When pair status does not change to “Duplex” or “Pending Duplex”, it means that DCK discontinue the pair status change procedure in the cause of high traffic condition. You should be confirmed in it by SSBLOG (EC=C828, C410, C519) on SVP of the MCU. In that case, please execute a remote copy operation in the low traffic condition again.



�6 Action according to the error code.



6.1 Abstract

There are three tables in this section, Table A, B, C.

Table A:  Message ID and the table which you have to refer to. (Table B, C).

Table B:  Detailed action by error codes which are displayed in the message box of SVP.

Table C:  Detailed action by error codes which are displayed in the message box of SVP.

First, please refer to “First Action”.





6.2 First Action

Please check the message ID by referring to the table A.  The table A is described the next table which you have to refer to(Table B, Table C.).

If you determine the one of the table, please refer to the next table to determine how to act.



Table A.

Message ID�Next table.��1115�Table B��1127�Table C��1128�Table C��1141�Table C��1142�Table C��1168�Table C��1169�Table C��1170�Table C��1171�Table C��1174�Table C��1175�Table C��1176�Table C��1177�Table C��2243�Table C��2244�Table C��2245�Table C��2246�Table C��

�6.3 Second Action



(1)	Table B.

Table B.

Error code [vv]�Means�Action��1�Processing maintenance�Execute maintenance again after a few minutes.��2�Processing another maintenance�Execute maintenance again about 5 minutes.��3�Waiting master job time out�Execute maintenance again a few minutes.��7�Impossible to synchronize�Execute maintenance again after a few minutes.

Still this error has occurred, then follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��8�Some processor is transferring data�Execute maintenance again after a few minutes.

If same message is displayed three time, execute the maintenance when the load of subsystem is low.

Still this error has occurred, then follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��

�(2)	Table C.

Table C.

Error code [vv]�Means�Action��4�Bus no redundancy�Restore redundant bus. (SVP02-790)  Execute maintenance again.��5�Waiting maintenance job time out�Power on subsystem, and maintenance again.��6�Impossible to maintenance from selected processor�Confirm the selected processor has blocked or not on status display. (SVP03-80, 85)  If that has blocked, replace the PCB and maintenance again.��9�Impossible to hot line on�Follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��a�Impossible to hot line off�Follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��b�Impossible to change bus setting�Follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��c�Some processor has NG at bus access test�Follow the “Recovery procedure when an error code is reported during bus maintenance” (TRBL05-440).��1000000�You cannot execute the maintenance operation because the collision of access to shared memory occurred during configuration change.�Please retry the maintenance operation after a while.��1000008�You cannot execute the maintenance operation because the process concerning configuration change is working�Please retry the maintenance operation after a while.

•	When you find “executing” status of “Copy Status” or “Logical Device Status” at Maintenance display (Status display), please confirm the end of the “executing” process and retry the maintenance operation.

•	Even if the process concerning cache or shared memory is working, the status is not displayed.  So when there is no “executing” status at Maintenance display, please retry the maintenance operation after a while.��fffffffe�SVP logical error�Restore SVP (TRBL03-70), and maintenance again.��ffffffff�Communication time out�Check LAN cable. (TRBL05-70)��
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