2.10 New Installation procedures without the pre-installation at a customer site





2.10.1 Application





These procedures are applied to a new installation without the pre-installation at a customer site or the pre-installation at the warehouse as shown below.





� Installing the appropriate micro programs according to the various types of the packages.


� Installing the configuration information appropriating for the customer.





If these procedures are used in other cases, their processes are not assured.











2.10.2 Conditions to use these procedures





These procedures can be used in the following conditions.


(	The installation of the Hardware parts (for example, the connections of cables, power supplies and so on) have been finished.


(	The PC (SVP) can be used.





For the Hardware installation, refer to �2.1 New Installation Procedure General Flow� (INST 02T-10 step (1) through (13)) of Maintenance Manual.











2.10.3 Procedures





(1)	Summary


	The procedures are divided roughly into 4 processes.


(	Pre-processing ((1)-(11) in the following flow)


(	Using 4 Packages (2 CHAs (or 2 CHSs/CHFs/CHTs) and 2 DKAs) at the basic locations�(1P and 2V for CHA, 1B and 2H for DKA), the define configuration and installation of their packages is defined. ((12)-(32) in the following flow)


(	Installing more than 4 Packages, the additional installation of their packages is executed.  ((33)-(42) in the following flow)


(	others ((43)-(61) in the following flow)





(2)	Processing Flow


	The processing flow of the new installation is as follows.
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