3.22 Installation of Phase Conversion Kit (3((1()�(DKC-F310IU/IE-31U, DKC-F310IU/IE-31UP)


3.22.1 Parts list


Table 3.22-1  Parts List


No.�
Model Number�
Part Name�
Part No.�
Quantity�
Remarks�
�
1�
DKC-F310IU-31U�
DKC AC Box�
5500952-A�
2�
�
�
�
DKC-F310IU-31UP�
Power Cable Unit (DKC)�
3257345-A�
1�
�
�
�
�
Dummy Plate(AC)�
3253839-1�
1�
�
�
�
�
BASE(AC BOX)�
3253836-1�
1�
�
�
�
�
COVER(AC BOX)�
3253837-1�
1�
�
�
�
�
Edging Bush�
5394487-3�
1�
�
�
�
�
Repeat Binder (�
5409042-1�
2�
100mm�
�
�
�
Repeat Binder (�
5409042-2�
4�
140mm�
�
�
�
Repeat Binder (�
5409042-3�
2�
250mm�
�
�
�
PLATE�
3257381-1�
1�
�
�
�
�
Screw�
SB408�
21�
�
�
�
�
Lock Washer�
WT004�
5�
�
�
�
�
Label�
3257223-1�
2�
P250-1, P250-2�
�
�
�
Caution Label(�
3255556-1�
1�
UL5�
�
�
�
Caution Label(�
3255552-1�
1�
WARNING�
�
�
�
Caution Label(�
2103286-1�
1�
VｷHz�
�
�
�
Caution Label(�
5509048-1�
1�
UL4-C�
�
�
�
Coution Label(�
5502235-1�
1�
UL3�
�
�
�
Nameplate�
3257041-1�
1�
For DKC-F310IU-31U�
�
�
�
�
3257221-1�
�
For DKC-F310IU-31UP�
�
2�
DKC-F310IE-31U�
DKC AC Box�
5500952-A�
2�
�
�
�
DKC-F310IE-31UP�
Power Cable Unit (DKC)�
3257345-B�
1�
�
�
�
�
Dummy Plate(AC)�
3253839-1�
1�
�
�
�
�
BASE(AC BOX)�
3253836-1�
1�
�
�
�
�
COVER(AC BOX)�
3253837-1�
1�
�
�
�
�
Edging Bush�
5394487-3�
1�
�
�
�
�
Repeat Binder (�
5409042-1�
2�
100mm�
�
�
�
Repeat Binder (�
5409042-2�
4�
140mm�
�
�
�
Repeat Binder (�
5409042-3�
2�
250mm�
�
�
�
PLATE�
3257381-1�
1�
�
�
�
�
Screw�
SB408�
21�
�
�
�
�
Lock Washer�
WT004�
5�
�
�
�
�
Label�
3257223-1�
2�
P250-1, P250-2�
�
�
�
Caution Label(�
3255556-1�
1�
UL5�
�
�
�
Caution Label(�
3255552-1�
1�
WARNING�
�
�
�
Caution Label(�
2103286-1�
1�
VｷHz�
�
�
�
Caution Label(�
5509048-1�
1�
UL4-C�
�
�
�
Coution Label(�
5502235-1�
1�
UL3�
�
�
�
Nameplate�
3257043-1�
1�
For DKC-F310IE-31U�
�
�
�
�
3257222-1�
�
For DKC-F310IE-31UP�
�



�
3.22.2 Flowchart





(1)  Remove the Covers.


(


(2)  Change the Dummy Plate.


(


(3) Attach the AC Boxes.


(


(4)  Attach the Power Cable Unit.


(


(5)  Attach the Nameplate and Labels








3.22.3 Installation Procedure of Phase Conversion Kit (3((1()





1. Remove the Covers.


a.	Remove the Front Logic Box cover from the Front Logic Box.  Refer to page INST03-20 in the Installation sction in the main volume.


b.	Loosen the two screws and remove the cable duct cover.





�EMBED Word.Picture.6���


Fig. 3.22.3-1 Removal of Cable Duct Cover





�
2. Change the Dummy Plate.


a. Open the repeat binder and remove the AC cable (P103-1 and P103-2).





�EMBED Word.Picture.6���


Fig. 3.22.3-2  Removal of  AC Cable





b. Remove the AC Cable from the cable duct.





�EMBED Word.Picture.6���


Fig. 3.22.3-3  Removal of AC Cable








�
c. Bind the AC cable with repeat binders to prevent from sagging.  Insert the extra cable to the cable duct.





� EMBED Word.Picture.6  ���


Fig. 3.22.3-4  Binding of Cable





d. Remove the four screws and remove the dummy plate.





�EMBED Word.Picture.6���


Fig. 3.22.3-5  Removal of Dummy Plate


�
e. Attach the repeat binder( to the dummy plate(AC).





�EMBED Word.Picture.6���


Fig. 3.22.3-6  Attachment of Repeat Binder





f. Attach the edging bush to the frame.


g. Pull out AC cable from cut out for cable and attach the dummy plate with the four screws.


h. Bind the AC cable with the repeat binder.





� EMBED Word.Picture.6  ���


Fig. 3.22.3-7  Attachment of Dummy Plate





�
3. Attach the AC Boxes.


a. Attach the AC Box cover and the two repeat binders to the AC Box base.





�EMBED Word.Picture.6���


Fig. 3.22.3-8  Attachment of AC Box Cover





b. Loosen the screw( and attach the AC Box base with the three screws.





�EMBED Word.Picture.6���


Fig. 3.22.3-9  Attachment of AC Box Base





�



c. Attach the two DKC AC Boxes to the AC Box base.





�EMBED Word.Picture.6���


Fig. 3.22.3-10  Attachment of DKC AC Boxes





�
d. Fasten the six screws to DKC AC Boxes.





�EMBED Word.Picture.6���


Fig. 3.22.3-11  Attachment of Screws








e. Remove the old labels from the cables and attach the new labels.





�EMBED Word.Picture.6���


Fig. 3.22.3-12  Exchange of Labels





�
f. Connect the cables (P250-1 and P250-2) to the DKC AC Boxes.





�EMBED Word.Picture.6���


Fig. 3.22.3-13  Connection of Cables





4. Attach the Power Cable Unit.


a. Attach the Power Cable Unit with the three screws.





��� EMBED Word.Picture.6  ���


�Fig. 3.22.3-14  Attachment of Power Cable Unit


�


�
b. Loosen the four screws and remove the terminal block covers.


c. Attach the AC power cables to AC Boxes with the six screws.


d. Attach the terminal block covers to AC Boxes and fasten the four screws.


e. Fasten the two repeat binders.





�EMBED Word.Picture.6���





� EMBED Word.Picture.6  ���


Fig. 3.22.3-15  Attachment of AC Power Cables








�
5. Attach the Nameplate and Labels


a. Attach the Caution labels ( through (.


b. Remove the nameplate and attach the new nameplate.





� EMBED Word.Picture.6  ���


Fig. 3.22.3-16  Attachment of Caution Labels








�
c. Remove the labels.





DKC-F310IU-31U/31UP


c-1 Remove the label (IN) and label (CE).





DKC-F310IE-31U/31IP


c-1 Remove the label (FCC).





� EMBED Word.Picture.6  ���


Fig. 3.22.3-17  Removal of Labels





d.	Attach the cable duct cover and fasten the two screws.  Refer to Fig 3.22.3-1.





e.	Attach the Front Logic Box cover to the Front Logic Box.  Refer to page INST03-20 in the Installation Section in the main volume.





�
Note:	Limited work when transporting equipment.





1. Attach the Power Cable Unit.


a.	Attach the PLATE with the two screws.
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Fig. 3.22.3-18  Attachment of PLATE





b.	Bundle the AC Power Cable.
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Fig. 3.22.3-19  Bundle the AC Power Cable





�
c.	Attach the Power Cable Unit with the three screws.
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Fig. 3.22.3-20  Attachment of Power Cable Unit





d.	Fasten the AC Power Cable with two repeat binders.
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Fig. 3.22.3-21  Fasten the repeat binder
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For AC BOX-C1





For AC BOX-C2











