3.26 Installation of Phase Conversion Kit (1((3()�(DKU-F305IU/IE-13U, DKU-F305IU/IE-13UP)


3.26.1 Parts list


Table 3.26-1  Parts List


No.�
Model Number�
Part Name�
Part No.�
Quantity�
Remarks�
�
1�
DKU-F305IU-13U�
Power Cable Assy�
3239396-A�
1�
�
�
�
DKU-F305IU-13UP�
DKU AC Box�
5487286-1�
2�
�
�
�
�
Nameplate�
2099649-12�
1�
For DKU-F305IU-13U�
�
2�
DKU-F305IE-13U�
Power Cable Assy�
3239396-B�
1�
�
�
�
DKU-F305IE-13UP�
DKU AC Box�
5487286-1�
2�
�
�
�
�
Nameplate�
2099649-13�
1�
For DKU-F305IE-13U�
�






3.26.2 Flowchart





(1)  Remove the fall proof adapter (only for rear side).


(


(2)  Remove the plate.


(


(3)  Remove the Power Cable Assy.


(


(4)  Remove the DKU AC Boxes.


(


(5)  Attach the DKU AC Boxes.


(


(6)  Connect the Power Cable Assy.


(


(7)  Attach the plate.


(


(8)  Attach the fall proof adapter with the two screws.


(


(9)  Attach the Nameplate.





�
3.26.3 Installation Procedure of Phase Conversion Kit (3((1()


1. Remove the fall proof adapter (only for rear side).
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Fig. 3.26.3-1  Removal of Fall Proof Adapter





2. Remove the plate.


a. Remove the two screws.


b. Slide the plate toward the rear side to remove.
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Fig. 3.26.3-2  Removal of Plate





�
3. Remove the Power Cable Assy.


a. Remove the terminal block cover and disconnect the power cable Assy.
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Fig. 3.26.3-3  Removal of Power Cable Assy





b. Remove the frame ground cable for each input power cable from the frame.
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Fig. 3.26.3-4  Removal of Frame Ground Cable





�
c. Loosen the screws and remove the power cable Assy.
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Fig. 3.26.3-5  Removal of Power Cable Assy





d. Remove the cables (P101-1, P102-1, P101-2 and P101-2) from the DKU AC Boxes.


e. Remove the frame ground cables.
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Fig. 3.26.3-6  Removal of Cables





�
4. Remove the DKU AC Boxes.


a. Remove the four screws from the DKU AC Boxes.
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Fig. 3.26.3-7  Removal of Screws








b. Remove the DKU AC Boxes.
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Fig. 3.26.3-8  Removal of DKU AC Boxes





�
5. Attach the AC Boxes.


a. Slide the AC Boxes from the front to the rear.
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Fig. 3.26.3-9  Attachment of DKU AC Boxes








b. Secure the DKU AC Boxes with the screws.
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Fig. 3.26.3-10  Attachment of Screws





�
6. Connect the Power Cable Assy.


a. Secure the frame ground cables with the screws.


b. Connect the cables (P101-1, P102-1, P101-2 and P102-2) to the DKU AC Boxes.
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Fig. 3.26.3-11  Connection of Cables





�
c. Secure the power cable Assy with the two screws.





� EMBED Word.Picture.6  ���� EMBED Word.Picture.6  ���


Fig. 3.26.3-12  Attachment of Power Cable Assy





d. Secure the frame ground cables with the screws and lock washers.
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Fig. 3.26.3-13  Attachment of Cables





�
e. Connect the power cable to the terminal block with the screws.


f. Attach the terminal block covers to the DKU AC Boxes.
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Fig. 3.26.3-14  Connection of Power Cables





Table 3.26.3-1  AC Power Cable Conductors Locations


No.�
Model Number�
Input Voltage�
AC Power Cable Conductors�
Remarks�
�
1�
DKU305IU�
200-240Vac�
4 (R,S,T,FG)�
�
�
2�
DKU305IE�
380-415Vac�
5 (R,S,T,N,FG)�
�
�



�
7. Attach the plate.


a. Attach the plate with the two screws.
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Fig. 3.26.3-15  Attachment of Plate





8. Attach the fall proof adapter with the two screws.
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Fig. 3.26.3-16  Attachment of Fall Proof Adapter





�
9. Change the Nameplate.


a. Remove the old nameplate and attach the new nameplate.
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Fig. 3.26.3-17  Exchange of Nameplate
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