3.4	Unpacking the RK/RKA


�


(	The unpacking should be done by two or more personnel to prevent turning over of the subsystem or being caught under the subsystem.


(	Work carefully because the mass of the single RK is about 65 kg and that of the RKA is about 40 kg.


(1)	Unpacking


Figure 3.4.1 shows the subsystem within the outer package and Figures 3.4.2 show the packed subsystem without the outer package.


(a)	Remove the outer package and packing materials.


(b)	Take the subsystem out of the polyethylene bag.


(c)	Remove tapes, etc. applied to the subsystem.


(d)	Remove desiccating agent from the top of the subsystem.
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Figure 3.4.1  Packed Subsystem





�
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Figure 3.4.2  Packed Subsystem after Removing Outer Package





(2)	Inspecting the subsystem visually


Check the exterior of the subsystrem visually for distortion or damage owing to  the transport.
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Figure 3.4.3  Exteriors of Rackmount Models





�
(3)	Checking contents of package


(a)	Check if the contents of the package (their model names, product serial numbers, and quantities) agree with those in the packing list shipped with the subsystem.


(b)	Keep the two keys, which are contained in the accessory box, in custody.�(Since these keys are necessary to remove/attach the front bezel of the subsystem, keep them carefully in custody.�Keep the key carefully because it is necessary to open/close the front bezel which guards the disk drives. When the subsystem has been installed in the place where the security of the subsystem is ensured, you will not forget its location if you keep it in the place shown below.)


(i)	Open the window of the front bezel


(ii)	Hang the key on the hook (which is the usual keeping position).
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Figure 3.4.4  Safekeeping of Key


�
(c)	Attach the loop-back connector, which is contained in the accessory box of the RK, to the subsystem.


(i)	Loosen the thumb screw of the RK shown in Figure 3.4.5.


(ii)	Fit the loop-back connector to the thumb screw.


(iii)	Fix the loop-back connector with the thumb screw.
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Figure 3.4.5  Attaching Loop-Back Connector
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