(3)	When the VxVM DMP is used on the host side


(	When the VxVM V2.6/2.6.1 is used


[Procedure (1)] Refer to the flow of (INST 06-0750) to execute procedure (1).


[Procedure (2)] Perform the operation in accordance with the following procedures.


(a)	On “Window : 1”, click the port set in the “Host Connection Mode”.
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(b)	Select the [VxVM DMP mode enable] in the “Host Connection Mode 2”.
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(c)	Click the [OK] button.   Return to “Window : 1”.





�
(d)	Click the [Next>] button until “Window : 13” is displayed.


(e)	After “Window : 13” is displayed and click [Enable] in the “Controller Identifier”.�If nothing is input to a “Controller ID”, “DF500-00” (default value) is reported.�A controller identifier needs to be set every device.   When connecting only one device under control of a host computer, a default value can be used as is.   From the second host computer, the controller identifier needs to be changed.
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(f)	Click the [Next>] button.





�
(g)	After “Window : 14” is displayed and click [Enable] in the “Controller Identifier”.�If nothing is input to a “Controller ID”, “DF500-00” (default value) is reported.�A controller identifier needs to be set every device.   When connecting only one device under control of a host computer, a default value can be used as is.   From the second host computer, the controller identifier needs to be changed.
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(h)	Click the [OK] button.





[Procedure (2)] is terminated.


Go to [Procedure (3)] (INST 06-0930)
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