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History

Date
Version
Author
Observations

21.10.02
V1.0
GS/PFR3-Pinoit
First official version

31.10.02
V1.1
GS/PFR3-Pinoit
New version compatible with V6 Stand

12.02.03
V1.2
GS/PFR3-Pinoit
Integration of Modes 6 and 9

28.07.03
V1.3
GS/PFR3-Pinoit
Integration of Modes 2 and 7

Integration of ISO CAN (Protocol + OBD Modes)

Packet
n°
Module
Nestor Variant / Revision
Initial

ASC
1. 
ASC0F.C
.NFD.OBD_UPDATE_TP20 ;1
.NFD.OBD_UPDATE_TP20 ;0


2. 
ASC0R.H
#NFD#1.19.1#H; 3
#NFD#1.19.1#H; 2


3. 
ASC0F051.H
051 ;15
051 ;14


4. 
KWP2F051.C
051.NFD.OBD_UPDATE_TP20 ;1
051.NFD.OBD_UPDATE_TP20 ;0


5. 
KWP2F051.H
051; 25
051; 24

CAN
6. 
CAN_DST.C
#NFD1.37.1 ;1
#NFD1.37.1 ;0


7. 
CAN_DST.KGS
#NFD ;3
#NFD ;2


8. 
CANXB1.C
1; 7
1; 6


9. 

1.60 ;5
1.60 ;4


10. 

1.80 ;6
1.80 ;5


11. 
CANXB1.KGS
1; 4
1; 3


12. 

1.60 ;4
1.60 ;3


13. 

1.80 ;5
1.80 ;4

DFPM
14. 
SCATT.H
.NFD.OBD_UPDATE; 1
not changed


15. 
SCATT20.C
20.90_C1105I ;0
20.90_C1103W ;0


16. 
SCATT20.KGS
20; 17
not changed


17. 
TC1MOD31.C
31.10_PLATFORM; 2
not changed


18. 
TC1MOD31.KGS
31.10_PLATFORM; 0
not changed


19. 
TC2MOD30.C
30.10_PLATFORM; 4
not changed


20. 
TC2MOD30.KGS
30.10_PLATFORM; 0
not changed


21. 
TC3MOD6.C
6.10_PLATFORM; 0
not changed


22. 
TC3MOD6.KGS
6.10_PLATFORM; 0
not changed


23. 
TC4MOD3.C
3.20_PLATFORM; 0
not changed


24. 
TC4MOD3.KGS
3.20_PLATFORM; 0
not changed


25. 
TC6CMOD1.C
1.10_PLATFORM; 0
not changed


26. 
TC6CMOD1.KGS
1.10_PLATFORM; 0
not changed


27. 
TC7MOD11.C
11.10_PLATFORM; 0
not changed


28. 
TC7MOD11.KGS
11.10_PLATFORM; 0
not changed


29. 
TC9CON2.C
2.10.C1105I; 0
2.10; 0


30. 
TC9CON2.H
2.10; 0
not changed


31. 
TC9CON2.KGS
2.10; 0
not changed


32. 
TC9MOD15.C
15.30_C1105I; 0
15.30_PLATFORM ;3


33. 
TC9MOD15.KGS
15.30_PLATFORM; 1
not changed

TP
34. 
KWPTPISO1.C
1 ;4
1 ;3


35. 
KWPTPISO1.H
1 ;1
1 ;0


36. 
TPISOCAN1.C
1 ;2
1 ;1


37. 
TPISOCAN1.H
1 ;1
1 ;0


38. 
TPISOCAN1.KGS
1 ;1
1 ;0

SI_SIM_SIMAK
39. 
71XXX.PSB
#NFD_C1105I_348 ;1
#NFD_C1105I_348 ;0


40. 
PROKON.XLS
_ME7_010.C1105I_349 ;1
_ME7_010.C1105I_349 ;0


41. 
T71XXX_T.C
#NFD_C1105I_1.10 ;1
#NFD_C1105I_1.10 ;0

Adaptation of Task list T71XXX_T.C

ISO CAN processes have to be added (new lines in red). All processes of modules presented in part II have to be checked or added in this file. As the integration of these modules does not take part of ISO protocol, they do not appear in the following text.

Check SY values (new lines in red) :

#if (SY_PROGCAN == 1) && (SY_TP20== 0)




#error >>> one TP must be defined

#endif

#if (SY_INI_OBD == 5) && (SY_ISOTP == 0)


#error >>> Protocol ISO 15765 has to be activated

#endif
Definitions of processes :

Declaration of ISO protocol processes

#if (SY_TP20 == 1)

/* Transport Protocol */

T_process

tp_can_ini;

T_process

tp_can_10ms;

T_process   

can_tp_10ms;

T_process
   
can_tp_driver_10ms;

 
#if (SY_PROGCAN == 1)


T_process


kwp2000_TP_FLASH_10ms; 

 
#endif

#endif

#if (SY_ISOTP == 1)

T_process
tpisocan_r_10ms;
/* network level : reception */

T_process
tpisocan_s_10ms;
/* network level : emission */

T_process
kwptpiso_ini;

/* initialisation of interface */

T_process
kwpIso_10ms;

/* interface cyclic task */

#endif
Declaration of Mode 9 routines

T_process


dfpm_200ms;

T_process


dwuc_ini;

T_process


dwuc_200ms;

T_process 


bgvincid_bg;

T_process 


bgvincid_ini;
T_process


ddcy_ini;

T_process


ddcy_200ms;

Protocol initialization :

Initialization of ISO protocol (Interface layer)

#if (SY_TP20 == 1)


tp_can_ini,

#endif

#if (SY_ISOTP == 1)


kwptpiso_ini,

#endif
Initialization of Mode 9 routines

#if (SY_CAN_B == 1)


can_b_ini,

#endif


bgvincid_ini,
Processes :

Background routine for Mode 9

T_processPtrTab 
taskBgTab =

{


begin_bg,



/* begin of background task */


dfpm_bg,


sstb_bg,


dmdue_bg,


llzwaz_bg,


bgvincid_bg,


#if (SY_TUN == 2)



tuning_bg,


#endif

ISO protocol periodical processes : be careful, don’t change the order !

#if (SY_ISOTP == 1)
/* ISO 15765 protocol on CAN */

LZ_MITTE_10MS

tpisocan_r_10ms();
/* network level : reception */

LZ_MITTE_10MS

kwpIso_10ms();
/* interface level (calling service layer) */

LZ_MITTE_10MS

tpisocan_s_10ms();
/* network level : emission */

#endif
#if (SY_TP20 == 1)

LZ_MITTE_10MS

can_tp_10ms();
 /* CAN Level for Tranport protokol*/

 
#if (SY_PROGCAN == 1)


LZ_MITTE_10MS

kwp2000_TP_FLASH_10ms();

/* KWP2000 with TP */


#endif

 
#if (SY_WFS == 4)

 
LZ_MITTE_10MS

wfs_10ms();


LZ_MITTE_10MS

ComImsCyclic_10ms();


#endif

LZ_MITTE_10MS

tp_can_10ms();

LZ_MITTE_10MS

can_tp_driver_10ms();

#endif

I. Adaptation of Programmstandsbeschreibung 71XXX.PSB

All modules presented in part II have to be added too. They do not appear in the following guidelines.

Add  DAMOS directive :

define-name (OSP-PrV-BezeichnerListe,"bezeich")

define-name
(damos-script-dir,"[CODEWRIGHT]\script\dfpm\1v6")

Add new files for ISO CAN communication :

/* RESMON_FGROUP: Transport Protokol */


#if (SY_TP20 == 1)


tp_can20.c


tp_can20.kgs



#if (SY_PROGCAN == 1)



kwptp20.c



#endif


#endif


#if (SY_ISOTP == 1)


tpisocan1.c
tpisocan1.kgs


kwptpiso1.c


#endif
Update OBD modules (new versions in red) :

/* RESMON_FGROUP: DFPM */


ddcy15.c
ddcy15.kgs


dfpm3.c
dfpm3.kgs


dfpmnl2.c
dfpmnl2.kgs


dfpmovf2.c
dfpmovf2.kgs


dtip1.c
dtip1.kgs


dtop1.c
dtop1.kgs


dwuc14.c
dwuc14.kgs


scatt20.c
scatt20.kgs


tc1mod31.c
tc1mod31.kgs


tc2mod20.c
tc2mod20.kgs


tc3mod4.c
tc3mod4.kgs


tc4mod3.c
tc4mod3.kgs
#if (SY_INI_OBD == 5)


tc6cmod1.c
tc6cmod1.kgs

#else


tc5mod20.c
tc5mod20.kgs
#endif

tc6mod20.c
tc6mod20.kgs


tc8mod21.c
tc8mod21.kgs


tc9mod15.c
tc9mod15.kgs


tc9con.c
tc9con.kgs

II. Adaptation of Regeln 71XXX.RUL

Update DAMOS KDO software version :

define-name(mmtrans,        "[mmtrans-1.0]")

define-name(Damos-Kdo,      "[damos-kdo-1.19c3]")

define-name(asap2dam,       "[asap-7.18]")

III. Adaptation of PROKON.XLS

System constants values to be checked or added :

System constant
value

SY_CAN_B
1

SY_CIDSIZE
1

SY_CVNSIZE
1

SY_DELFCMS
0

SY_DVALMIL
0

SY_FCMCLRN
0

SY_INI_OBD
5

SY_ISOTP
1

SY_M9CALID
1

SY_M9CVN
1

SY_M9IPT
0

SY_M9VIN
1

The following system constants have to be removed  from this file :

· SY_M9I00A

· SY_M9I00B

· SY_M9I00C

· SY_M9I00D

IV. Adaptation of KON-file

Activation of Mode 9

FESTWERT  CWSCTMDE

  WERT  2.0

END
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