Project Name: DIR-655

HW version: B1

Region code: NA

WLAN Domain: 0x10/FCC

Channel List 2.4G: 1, 2, 3, 4, 5, 6, 7, 8 ,9, 10, 11

Firmware Query URL:

http://wrpd.dlink.com.tw/router/firmware/query.asp?model=DIR-655_Bx_NA

Flash size: 8MB

DRAM size: 64MB 

Algorithm: New Algorithm

Reference Mac: Wan Mac.

=======================================================================

Release notes history.

Firmware: v2.07NA Build: 05
Hardware:B1

Date: 14, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0052: Fri, 06, Jan, 2012
CheckSum: 0x35122BBF
IPv6 verson:2.01
Problem Resolved:
1. IPv6 status not display DNS address.
step1. setup WAN site RA server M flag=0, A flag=1.
step2. change WAN site RA server M flag=1, A flag=0.
step3. change WAN site RA server M flag=0, A flag=1.
2.Re-test:sometimes DUT not send solicit packet to query IAPD (RA M=0, O=1) at pppoev6 mode (create a new session). (ULA enable and V4 is pppoe)
3.  Re-test:sometimes DUT not send any packet (IPv4 and IPv6) after change IPv6 connection mode. (ex: from auto detection mode change to autoconfiguration
4. Multi save bug 
step 1:set WANv4  mode is PPPoE.

step 2:save setting , reboot later . 

step 3:set WANv6 mode is PPPoE

step 4:step 2 : save setting , reboot later .

step5: Enable ULA
step 6 : save setting , reboot now.

Result : olny ula success
5. IPv6 Autodetect mode bug :

 step 1 : server enable radvd, dhcp6s, dhcpd(with 6rd option)

 step 2 : reboot DUT.

 Result : somtime display 6RD mode

6. auto detection: DUT not to do detect after press release button and replug wan port cable.
7. auto detection: DUT not to do detect after replug cable. (replug 2secs)
Firmware: v2.07NA Build: 04
Hardware:B1

Date: 13, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0052: Fri, 06, Jan, 2012
CheckSum: 0x350d0205
IPv6 verson:2.01
Problem Resolved:
1. IPv6 status not display DNS address.
step1. setup WAN site RA server M flag=0, A flag=1.
step2. change WAN site RA server M flag=1, A flag=0.
step3. change WAN site RA server M flag=0, A flag=1.
2.Re-test:sometimes DUT not send solicit packet to query IAPD (RA M=0, O=1) at pppoev6 mode (create a new session). (ULA enable and V4 is pppoe)
3.  Re-test:sometimes DUT not send any packet (IPv4 and IPv6) after change IPv6 connection mode. (ex: from auto detection mode change to autoconfiguration
4. Multi save bug 
step 1:set WANv4  mode is PPPoE.

step 2:save setting , reboot later . 

step 3:set WANv6 mode is PPPoE

step 4:step 2 : save setting , reboot later .

step5: Enable ULA
step 6 : save setting , reboot now.

Result : olny ula success
5. IPv6 Autodetect mode bug :

 step 1 : server enable radvd, dhcp6s, dhcpd(with 6rd option)

 step 2 : reboot DUT.

 Result : somtime display 6RD mode

6. auto detection: DUT not to do detect after press release button and replug wan port cable.
7. auto detection: DUT not to do detect after replug cable. (replug 2secs)
Firmware: v2.07NA Build: 03
Hardware:B1

Date: 13, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0052: Fri, 06, Jan, 2012
CheckSum: 0x 35197FC8
IPv6 verson:2.01
Problem Resolved:
1. IPv6 status not display DNS address.

step1. setup WAN site RA server M flag=0, A flag=1.

step2. change WAN site RA server M flag=1, A flag=0.

step3. change WAN site RA server M flag=0, A flag=1.
2. not have reboot later page after change admin password and press "save settings" button for Multi-Save
3. Re-test:sometimes DUT not send solicit packet to query IAPD (RA M=0, O=1) at pppoev6 mode (create a new session). (ULA enable and V4 is pppoe)
4. Re-test:sometimes DUT not send any packet (IPv4 and IPv6) after change IPv6 connection mode. (ex: from auto detection mode change to autoconfiguration)
Firmware: v2.07NA Build: 02
Hardware:B1

Date: 12, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0052: Fri, 06, Jan, 2012
CheckSum: 0x350B7B2F
IPv6 verson:2.01
Problem Resolved:
1. auto detection: IPv6 status page display wrong connection mode, IPv6 connection type from autoconfiguration mode change to pppoev6 mode and network status display "disconnect" but WAN site IPv6 environment always is  autoconfiguration mode (SLAAC)..
2. auto detection: DUT not to do detect after replug cable. (replug 2secs)
3. auto detection: DHCPv6 release button not send release packet.

Step1: DUT detect autoconfiguration mode.

Step2: unplug wan port cable, wait 8 secs.

Step3: replug wan port cable and check DUT send confirm packet.

Step4: press release button.
4. auto detection: DUT not to do detect after press release button and replug wan port cable
5. Add for Multi-Save
Firmware: v2.06NA Build: 08

Hardware:B1

Date: 10, Jan 2012

ERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3248FD56

Problem Resolved:
1. QRS support DIRABLE WPS-PIN Method.
Base on Firmware: v2.05NA Build: 04 add Disable WPS-PIN Method

Firmware: v2.07NA Build: 01
Hardware:B1

Date: 09, Jan 2012
 KERNEL: 2.6.28

SDK: 1.0, Build: 0052: Fri, 06, Jan, 2012
CheckSum: 0x3529F15D
IPv6 verson:2.01
Problem Resolved:
1. auto detection setup4: DUT detect DS-lite mode failed, not query option 64 domain.
2. auto detection steup5: DUT should send DHCPv6 solicit but DUT send DHCPv6 solicit on IPv6CP
3. not support icmp destination unreachable message “code5"
4. sometimes DUT send RS packet unending.
5. not display GLA and ULA at IPv6 status page when wan type is 6in4
6. station can't get IPv6 address when wan type is 6to4
7. dns address can be blank at pppoev6/DHCPv6 mode.
8.ipv6 multicast snooping not work.
9.simple security REC13 NOT WORK
10. simple security REC10/REC12/REC14/REC15/REC18/REC36 NOT WORK, not block toobig packet.
11. autoconfiguration: can't get dns when wan site RA server setting is M flag 0 and O flag 0.
12. LLMNR: DUT always reply GLA address when DUT have GLA, ULA and Link-local at same time.
13. DUT not update prefix vaild lifetime.
14.DUT DHCPs: DUT send dhcpv6 reply status code is "notonlink" when reply confirm packet.
15. IPv6 setup wizard: can't detect autoconfiguration mode
16.IPv6 setup wizard: DUT send DHCPv6 solicit (IANA and IAPD) but wan site not have RA packet. (IPv4 WAN type is DHCP)
17.autoconfiguration: DUT send IANA DHCPv6 request when press renew button, but wan site RA server setting is M flag 0 and O flag 0
Firmware: v2.06NA Build: 07
Hardware:B1

Date: 06, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x324238FE
Problem Resolved:
1. Satatus: “Disable WPS-PIN Method” checkbox uncheck and Wi-Fi is configured
“Disable WPS-PIN Method” checkbox don’t keep uncheck, when manual wireless GUI
2. Satatus: Wi-Fi is unconfigured
“Disable WPS-PIN Method” don’t enable when “Wireless Connection Setup Wizard” set finish. 
Base on Firmware: v2.05NA Build: 04 add Disable WPS-PIN Method

Firmware: v2.06NA Build: 06
Hardware:B1

Date: 05, Jan 2012

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32411C69
Problem Resolved:
1. Disable WPS-PIN Method

Base on Firmware: v2.05NA Build: 04 add Disable WPS-PIN Method

Firmware: v2.06NA Build: 05
Hardware:B1

Date: 29, Dec 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0051: Thu, 29, Dec, 2011

CheckSum: 0x35013F04
IPv6 verson:2.01
Problem Resolved:
1. IPv6 Spec v2.01
- Separate address provisioning flow for Cable Network and Broadband Network
- UNH-IOL test plan v1.0.0b06
- Enhanced AutoDetection Mode
- Disable Simple Security by default
2. IPv6 Full Function Test
Firmware: v2.06NA Build: 04
Hardware:B1

Date: 13, Dec 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x34FE4378
IPv6 verson:1.20
Problem Resolved:
1. Support mDNS for QRS Mobile
2. Support HNAP Extension for QRS Mobile 
3. Support Web-based Setup Wizard
Firmware: v2.06NA Build: 04Beta01
Hardware:B1

Date: 05, Dec 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x34C6C93C
Problem Resolved:
1. Bonjour(mDNS) support
Firmware: v2.06NA Build: 03
Hardware:B1

Date: 01, Dec 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x333F9B33
Problem Resolved:
1. Remove 6to4 in Auto Detection Enhance version mode

2. PPPoEv6 Mode should follow TR-124i2, do not wait for RA and always send iana in DHCPv6 solicit
3. DHCPv6 Mode should follow RFC6204, wait for RA and send iana depand on set M bit or not.
Firmware: v2.06NA Build: 02

Hardware:B1

Date: 02, Nov, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x 333EC284
Problem Resolved:
1.Fixed Auto Detection Enhance version: DHCPV4/6RD fail,ipv6 still in auto mode

Firmware: v2.06NA Build: 01

Hardware:B1

Date: 28, Oct, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x 333B8E32
Problem Resolved:
1. Support IPv6 Auto Detection Enhance version

2. Pls test IPv6 UNH-IOL 

Firmware: v2.05NA Build: 04Beta01
Hardware:B1

Date: 27, Oct, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x328DBE8E
Problem Resolved:
1. Fixed :miniupnpd IGD icon for IPv6
Firmware: v2.05NA Build: 04
Hardware:B1

Date: 5, Oct, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x325899B0
Problem Resolved:
1. Fixed :D-Link IP CAM DCS-2121&DCS930 80 port issue
Firmware: v2.05NA Build: 04Beta
Hardware:B1

Date: 3, Oct, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x33216497 
Problem Resolved:
1.Support IPv6 Spec 1.20 ,no support mDNS
Firmware: v2.05NA Build: 03
Hardware:B1

Date: 14, Sep, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32548B88
Problem Resolved:
1.Fix : when all ipv6 wan type  don't get ipv6 address even cable connetcted (ppp not dial up /dhcp not get ip)and in lan side doesn't use pd (user static prefix) ,then client can't get ip
Firmware: v2.05NA Build: 02
Hardware:B1

Date: 8, Sep, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3254BE46
Problem Resolved:
1.Fix :After lan get IPv6 addr not access to internet
2.Fix:lan ip get error ipv6 address 

Firmware: v2.05NA Build: 01
Hardware:B1

Date: 8, Sep, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3251B81D
Problem Resolved:
1. Fix :LAN IPv6 not operating over WiFi
Firmware: v2.04NA Build: 02Beta04
Hardware:B1

Date: 5, Aug, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x 32B28C54
Problem Resolved:
1. miniupnpd - don't use port 65535, config to auto
Firmware: v2.04NA Build: 02Beta03
Hardware:B1

Date: 1, Aug, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32BB46EB
Problem Resolved:
2. UPnP IPv6 - Fix miniupnpd6 can't get UUID when booting
Firmware: v2.04NA Build: 02Beta02

Hardware:B1

Date: 1, Aug, 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32B5B7CB
Problem Resolved:
3. UPnP IPv6 - Fix dummy service, the same UUID
Firmware: v2.04NA Build: 02Beta01

Hardware:B1

Date: 22, Jul 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32AA2671 
Problem Resolved:
4. Add UPnP IPv6 – Announce webpage address of ULA, Global and Link-local.
Firmware: v2.04NA Build: 01

Hardware:B1

Date: 20, Jul 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x325CA73D
Problem Resolved:
5. Fix QRS issue : can’t disable advance DNS.
6. Fix QRS issue : PPPoe environment can’t detection.
Firmware: v2.03NA Build: 03Beta01

Hardware:B1

Date: 13, Jul 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x33888B83
Problem Resolved:
1. IPv6 Specification 1.18- SNTP optippn for DHCPv6
2. IPv6 Specification 1.19 - ULA support
Firmware: v2.03NA Build: 02

Hardware:B1

Date: 27, Jun 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x324AE1C6
Problem Resolved:
1.Fix the UI page go to a “unable to connect page” once when firmware has been uploaded.

Step 1 : check do not plug-in wan side.
Step 2 : firmware upgrade : push “upload” buttom
Step 3 : plug-in wan
Step 4 : after countdown finish
Result : UI page go to a “unable to connect page”
Firmware: v2.03NA Build: 01

Hardware:B1

Date: 17, Jun 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3234B7CF
Problem Resolved:
1. IPv6 Link local issue : In win xp, the Teredo client status could not keep in “cone” and when connect to internet(PPPoE) via DUT. The Link local function does not work. But Win7 SP1 could.
2. SONY TV with built in wireless to reboot.

3. RTSP issue : When serve was “Darwin streaming server”, the client coult play via RTSP.
4. Fix IGMP to wireless fail

Firmware: v2.02NA Build: 09Beta01

Hardware:B1

Date: 09, Jun 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x321DB970
Problem Resolved:

1. Fixed: User can't access IPv6 resource from internet when IPv6 wan mode at pppoev6.. 

2. Fixed: Lan pc can't receive echo reply packet from WAN site after change MTU at internet setup page.

3. Fixed: DUT not have lan IPv6 address when IPv6 wan mode at pppoev6 mode and autodetect mode(pppoev6 only). 
Firmware: v2.02NA Build: 09Beta
Hardware:B1

Date: 01, Jun 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3263DE20

Problem Resolved:

1. Follow TR-124 issue 2 Autoconfiguration flow in Autoconfigure Mode, PPPoE Mode, Autodetect Mode, IPv6 Wizard. 

2. Add connect/distconnect button in IPv6 status page when IPv6 PPPoE is share with IPv4 PPPoE.
Firmware: v2.02NA Build: 08

Hardware:B1

Date: 27, May 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x321A5413

Problem Resolved:

1. AdvanceDNS default enable

2. Fixed that dhcp6c always set IPv6 DNS Server from dhcpv6 reply even if user set obtain IPv6 DNS Server by manual

Firmware: v2.02NA Build: 07

Hardware:B1

Date: 20, May 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x3220D864

Problem Resolved:

1. WAN Traffic Shaping issue : When Disable the "Enable Traffic Shaping" of QoS Engine, after saving that the "Port Range" should not been modified by user.

 2. Support Menu check issue : IPv6-support menu

(1). DHCPv6 Mode -> Autoconfiguration (SLAAC/DHCPv6)

(2). Modify sequence same with IPv6 Connection type

3. Support Menu check issue : Fix Function menu is different with support menu.

4. Dynamic DNS issue : Fix Prompt message "Select Dynamic DNS Server" can be selected into the Server Address field.

5. System Check issue : It should display “IPv6 Ping Test” not “IPv6 Ping lost” in SYSTEM CHECK.

6. Time issue : Modify to have more future years be in Date And Time year option list.

7. Time Zone issue : Greenland time zone should be GMT-03:00.

8. Remote Management issue : Fix If set router’s WAN IP address as WAN PC's gateway, WAN PC can manage router through router's LAN IP address.

9. Admin / User Password issue : Do not support Fullwidth Forms.

PS. Deny if character is less than space(0x20) or greater than ~(0x7f)

10. IPv6 firewall issue : Fix Even Interface was changed then click "save setting" button. It still show nothing has changed.

11. USB settings issue : Fix When Change USB settings then click save settings. The web UI would displayed 404 error on Google Browser.

12. Web UI issue : Manual IPv6 Internet Connection Setup Wizard -> Manual IPv6 Internet Connection Setup

13. Multicast Streams issue : Fix The wireless client can not open multicast stream form WAN side.

14. WISH issue : Fix WISH can be set the same rule without any warning messages.

15. Web UI issue : When change USB settings to SharePort form WCN. "The SharePort For Guest Zone" field will be disappear on Google Browser.

16. Access Control issue : Fix To set the same MAC address on  the Machine Rules, it should not be set and show the warning message.

17. Network Filter issue : Fix To set the same MAC address on  the MAC Filter Rules, it should not be set and show the warning message.

18. QoS Engine Rule issue : Fix The QoS Engine Rule can been saved with the same name.

19. QoS Engine Rule issue : Fix QoS Engine Rule function does not work.

20. Port Forwarding issue : Port forwarding rule "IP Address" should DENY "192.168.0.0" and "SAVE change".

21. WCN issue : Some USB could change wireless settings just one time via WCN. And some USB via WCN function does not work.

22. Network Setting issue : It should not been set with the same MAC address on DHCP Reservation List. it should show the warning message.

23. Web UI issue : The copyright should been show 2004-2011.

24. Guest Zone with Schedule failed.

Firmware: v2.02NA Build: 07Beta03
Hardware:B1

Date: 19, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x320897E1

Problem Resolved:
 Please verify below issues which come from UNH-IOL
1. Support DHCPv6 Reconfig at WAN side
2. Support DHCPv6 Decline at WAN side
3. Support DHCPv6 Confirm at WAN side
4. DUT can't update DHCPv6 address lifetime time after renew at WAN side
5. DUT set DHCPv6 IANA default prefix len to 128

  (When RA not have the same prefix with IANA or have the same prefix with IANA but L flag is off)
6. DUT will get IANA from DHCPv6 when RA dosen't config address
7. DUT LAN IPv6 Address must do DAD at booting time
8. Support route information option in RA.
9. When DHCPv6 Server (at WAN Side) change DHCP-PD then a host ping an IPv6 adress with old DHCP-PD into LAN from WAN side.DUT should reply Unreachable.
Firmware: v2.02NA Build: 07Beta02

Hardware:B1

Date: 11, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011

CheckSum: 0x32236D24

Problem Resolved:
1. Fixed that dhcp6c can't clear old dhcp-pd, it will cause DUT return Redirect message when a host ping old prefix into LAN PC from WAN side
2.Fixed that DUT LAN interface doesn't do DAD at booting time.
3.Support route information option in RA

Firmware: v2.02NA Build: 07Beta01
Hardware:B1

Date: 10, Mar 2011
 KERNEL: 2.6.28

SDK: 1.0, Build: 0050: Thu, 10, Mar, 2011
CheckSum: 0x32236D24

Problem Resolved:
1. Set dhcp6c IANA default prefix len = 128

 2. Fixed dhcp6c can not update valid time after renew 

Firmware: v2.02NA Build: 06

Hardware:B1

Date: 25, Apr 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x321BE467 

Problem Resolved:

1. TOOLS DDNS add IPv6 DDNS

2. Fix MTU issue

Firmware: v2.02NA Build: 05

Hardware:B1

Date: 20, Apr 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x321B4A79

Problem Resolved:

1. Fix when enable Access control and filter web site that only allow computer to www.google.com site, some picture of “Google earth” will lose

Firmware: v2.02NA Build: 04

Hardware:B1

Date: 06, Apr 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x3207F352

Problem Resolved:

1. Fix nvram configuration version control when upgrade new firmware 

2. Ipv6 SETUP WIZARD page have wrong string : setp -> step 

Firmware: v2.02NA Build: 03

Hardware:B1

Date: 29, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x331D6BC1
Problem Resolved:
2. Modify String “ROUTING6 -->IPV6 ROUTING” in STATUS web page
Firmware: v2.02NA Build: 02

Hardware:B1

Date: 24, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x32082DC5

Problem Resolved:

3. Disables  a put-box for manual IA_PD hint configuration

Firmware: v2.02NA Build: 01

Hardware:B1

Date: 22, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x323D31F6

Problem Resolved:

1.     Support DNSSL (RFC6106) 

2.    Support D-Link Router IPv6 Specification v1.16R 

3.    Add status IPv6 routing table 

Firmware: v2.01NA Build: 18

Hardware:B1

Date: 08, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x32DAB0E4

Problem Resolved:

4. Fix: Can’t delete IPV6 DYNAMIC DNS LIST

Firmware: v2.01NA Build: 17

Hardware:B1

Date: 07, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x32C880A0

Problem Resolved:

5. Add DDNS For IPv6

Firmware: v2.01NA Build: 16Beta04

Hardware:B1

Date: 03, Mar 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0049: Fri, 25, Feb, 2011

CheckSum: 0x32A574C3

Problem Resolved:

1. Support a input-box for manual IA_PD hint configuration.

Firmware: v2.01NA Build: 16Beta03

Hardware:B1

Date: 27, Jan 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0047: Mon, 10, Jan, 2011

CheckSum: 0x3177EF87

Problem Resolved:

1. Renew IPv6 configuration of LAN that is depand on whether DHCP-PD or DNS have changed. 

2. Reduce the time that is between the old RA(router lifetime=0) and new RA(new prefix or DNS), form 10-15 sec to 0.5-4 sec. 

Firmware: v2.01NA Build: 16Beta02

Hardware:B1

Date: 11, Jan 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0047: Mon, 10, Jan, 2011

CheckSum: 0x32DBB00E

Problem Resolved:

1. Fixed : Network Status display disconnected when connection success.So user cannot use button to disconnect

Firmware: v2.01NA Build: 16Beta01

Hardware:B1

Date: 10, Jan 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0047: Mon, 10, Jan, 2011

CheckSum: 0x32D52C02

Problem Resolved:

2. Fixed : can't send DHCPv6 request packet

3. Support IPv6 Spec 1.16 - DS-Lite

*DS-Lite DHCPV6 Option(option code = 99)

*DS-Lite Manual Configuration.

Firmware: v2.01NA Build: 16Beta

Hardware:B1

Date: 07, Jan 2011

 KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32D7E33B

Problem Resolved:

4. Support IPv6 Spec 1.16 - DS-Lite

*DS-Lite DHCPV6 Option(option code = 99)

*DS-Lite Manual Configuration.

Firmware: v2.01NA Build: 15Beta05

Hardware:B1

Date: 14, Dec 2010

 KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32A8910F

Problem Resolved:

5. Fixed :Automatic DHCP-PD in LAN fail

6. Fixed :after seting pppoev6 with create new account from ipv6 wizard ,the check mark of dhcp-pd on lan be removed

7. Fixed :after doing ipv6  wizard ,static dhcp-pd on lan and may no be able to work

Firmware: v2.01NA Build: 15Beta04

Hardware:B1

Date: 10, Dec 2010

 KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x33D8AE83

Problem Resolved:

8. IPv6 1.14R Phase1

· IPv6 Wizard 

· SLAAC + Stateless DHCP

· Auto-Detection Mode 

· IPV6 1.14R Phase2

9. IPv6 1.14R Phase2

· Automatic DHCP-PD in LAN

· Static DHCP-PD in LAN

Firmware: v2.01NA Build: 15Beta03

Hardware:B1

Date: 3, Dec 2010

 KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32A81FBE

Problem Resolved:

10. Fixed : atuodetect.asp page value don't save

11. Fixed : ipv6 autoconfig nvram bug

12. Fixed : pppoe wizard can't do try again

Firmware: v2.01NA Build: 15Beta02

Hardware:B1

Date: 3, Dec 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32915B24

Problem Resolved:

1. Fixed : IPv6 wizard detected Autoconfigure then connect, but  ipv6 wan type still is Link_Local

2. IE8 run IPV6 wizard then press "prev" "Next" "Cancel"  button, but no response 

Firmware: v2.01NA Build: 15Beta01

Hardware:B1

Date: 2, Dec 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32A24749

Problem Resolved:

1.Fixed : adv_ipv6_static.asp page error,IPv6 Address Range(start & end) field behind the more / 64 words

2.Fixed :setup ipv6 Autoconfiguration Type  to SLAAC + Statless DHCPv6,pop warning message

3.Fixed :wizard_ipv6_1.asp page more error string

4.Fixed :When using IE8 executive ipv6 wizard ,pop warning message

Firmware: v2.01NA Build: 15Beta

Hardware:B1

Date: 1, Dec 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x32979B07

Problem Resolved:

1Support IPv6 1.14R phase 1


 IPv6 Wizard 


 Auto-Detection Mode 

 
 SLAAC + Stateless DHCP

Firmware: v2.01NA Build: 14

Hardware:B1

Date: 25, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0045: Thu, 25, Nov, 2010

CheckSum: 0x321D0A7D

Problem Resolved:

3. When push disconnect button ,LED should in solid status. (in pppoe manual mode)

4. When push connect button without pppoe server response ,LED should in solid orange.( in pppoe manual mode)

Firmware: v2.01NA Build: 13

Hardware:B1

Date: 23, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0044: Tue, 23, Nov, 2010

CheckSum: 0x323C83E0

Problem Resolved:

5. Fix ALG need reboot then work normal.

6. Fix when WAN type is PPPoE and reconnect mode is manual, after click Clonnect button. The WAN LED display blue -> purple -> orange loop.

Firmware: v2.01NA Build: 12

Hardware:B1

Date: 16, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0043, Date: Thu, 11, Nov, 2010

CheckSum: 0x32320297

Problem Resolved:

1. Add ALG

Firmware: v2.01NA Build: 11

Hardware:B1

Date: 12, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0043, Date: Thu, 11, Nov, 2010

CheckSum: 0x32236302

Problem Resolved:

1. Fixed: Error page at back_long.asp when set wireless wizard.

Firmware: v2.01NA Build: 10

Hardware:B1

Date: 12, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0043, Date: Thu, 11, Nov, 2010

CheckSum: 0x3222F383

Problem Resolved:

1.  Fixed: The login timeout failed. (It can access web page when key in webpage name (ex. lan.asp))

Firmware: v2.01NA Build: 09

Hardware:B1

Date: 09, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0042, Date: Tue, 09, Nov, 2010

CheckSum: 0x32219437

Problem Resolved:

1.  Fixed GuestZone function not works.

Firmware: v2.01NA Build: 08

Hardware:B1

Date: 08, Nov 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0041, Date: Mon, 08, Nov, 2010

CheckSum: 0x32197514

Problem Resolved:

1. Fixed TCP connection be disconnected when Enable SPI

2. Fixed TSD#2: Display INTERNET orange LED, disable INTERNET_LED off green LED at the same time.

3. Fixed TSD#3: Admin/User change password re-login issue.

4. Fixed TSD#8: Usb setting shareport description issue

5. Fixed TSD#20: Set same time to delete, edit and add schedule for TOOLS\SCHEDULES.

6. Fixed TSD#23: Website filter 'allow' URL/Domain can not given empty.

7. Fixed TSD#24: IP 0.0.0.0 is displayed in Status-> LAN Computer.

8. Fixed TSD#25: Website filter rules only the first tenth entries on both columns work.

9. Fixed TSD#26: Guset Zone security display show error page

10. Fix TSD#27,#28,#29: Port Forwarding TCP and UDP show error conflict message.

11. Fixed TSD#30: Port forwarding settings page hyper-link issue

12. Fixed TSD#31: Port Forwarding rule item 21 and 24 CAN'T work.

13. Fixed TSD#32: When Deny or NO-Allow wireless MAC and the wireless client using static IP address, it SHOULD NOT access LAN site resource.

14. Fixed TSD#38: Tcp port scan fail in port 0 and 1 by using www.grc.com/default.htm test tool.

15. Support Configuration Version Control.

Firmware: v2.01NA Build: 07

Hardware:B1

Date: 30, Sep 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0040, Date: Wed, 29, Sep, 2010

CheckSum: 0x3229AC80

Problem Resolved:

1. Fix bug: Enable automatic IPv6 address assignment click checkbox not auto fresh item on IE

2. Fix bug: 6in4 tunnel have error page.

3. Fix bug: 6to4 relay not support inputs domain name format

4. Fix bug: LAN get 6rd Stateful DHCPv6 range is different with show, Assign IPv6 Prefix display error.

5. Fix bug: PPPoE ipv6 cannot connect.

Firmware: v2.01NA Build: 06

Hardware:B1

Date: 27, Sep 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0039, Date: Fri, 24, Sep, 2010

CheckSum: 0x339C483E

Problem Resolved:

2. Fix bug: Advanced DNS checkbox not apply DNS after enable advance DNS, and GUI has error page.(Static/PPTP/L2TP)

2.  Fix bug: DNS server cannot set Manuel, Status not display.(Static/PPTP/L2TP)

Firmware: v2.01NA Build: 05

Hardware:B1

Date: 24, Sep 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0039, Date: Fri, 24, Sep, 2010

CheckSum: 0x33A067DA

Problem Resolved:

1. Fix bug:QRS v5.04b06 dns ip can’t be shown in wan status.

2. Follow the SPEC for D-link HNAP support the special character.

Firmware: v2.01NA Build: 04

Hardware:B1

Date: 21, Sep 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0032, Date: Tue, 21, Sep, 2010

CheckSum: 0x329CA3E0

Problem Resolved:

3. Support IPv6 Spec 1.12R

4. Fix bug:QRS v5.04b06 dns ip can’t be shown in wan status.

5. Fix bug:DCC 4.0 auto-channel check mark be removed after set wireless security via DCC,

6. Follow the SPEC for D-link HNAP support the special character.

7. Fixed routing page can't save setting without typing any rule name.

8. Modify "Checksum" to "checksum" in chklst.txt

9. Fixed bug: URL with capitalization cannot be blocked.

10. Fixed bug: Second RADIUS server not works.

Firmware: v2.01NA Build: 03

Hardware:B1

Date: 10, Aug 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0032, Date: Tue, 10, Jun, 2010

CheckSum: 0x3273DD3F

11. Fix the blank characters in port settings at port forwarding function,It will casue router NAT failed.

12. Fix IP address for Wake-On-LAN function should allow "x.x.x.255" to be saved

13. Fix DCC security hole : users can set and get setting or reboot from DCC protocol.

14. Fixed bug: WISH can’t work and can’t show help file.

15. Fix sometimes display wrong name for LAN Computers at "STATUS/DEVICE INFO"

16. Fixed BT issue. Start BT and run 7 hours , DUT WAN will disconnected then connected again.

17. Follow Specification of D-Link AP and Router Reset and Recovery Mode v1.0

Restore to factory default after reset button is pressed 5 seconds.

18. Fixed WLAN PC's(static IP) hostname can not displayed for LAN Computers at "STATUS/DEVICE INFO".

19. Fixed version.txt needs login and chklst.txt does not need to login.

20. Fixed GuestZone SSID not display on Device Info when SSID include special character(\).

21. Fix wrong strings "Low/option>" for "Transmit Power" at "Advanced Wireless Settings".

22. Fix bug: Wireless wizard security 64 describes display error.

23. Fix bug: Default port number issue for IPv6 firewall(TSD),The default port range for IPv6 firewall should start from "1"

24. Fix bug: IPv6 firewall all not work when schedule applied at any of rule.

25. Fix bug: DDNS not check public IP(DLinkDDNS.com/No-Ip.com)

26. Fix QoS will let wan on demand not work.

27. Fix ddns failed when DDNS Server Address is upper case string.

28. Fix Port Forwarding TCP and UDP port not single one, the configuration couldn't be saved.


29. Fix fail for saving config and restoring config twice.

30. Add check IP address must be within LAN subnet. 

31. Fix Port Forwarding Port Range issue.

32. Follow the SPEC for D-link Hidden Page Guidelines.

33. Fix bug - QoS page not WISH item on Left-Menu.

34. Fix bug - wireless page will show security key from page source.

35. Fix bug - There is no status note at DDNS support (help file) via SPEC1.05.

Firmware: v2.01NA Build: 02Beta04

Hardware:B1

Date: 25, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0027, Date: Fri, 18, Jun, 2010

CheckSum: 0x34BCCF34

1. fixed bug: 6rd dns address can’t save,when user save adv_ipv6_6rd .asp setting

Firmware: v2.01NA Build: 02Beta03

Hardware:B1

Date: 25, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0027, Date: Fri, 18, Jun, 2010

CheckSum: 0x34B87116

2. fixed bug : http://192.168.0.1/adv_ipv6_6rd.asp get “error page” when user save setting.

Firmware: v2.01NA Build: 02Beta02

Hardware:B1

Date: 25, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0027, Date: Fri, 18, Jun, 2010

CheckSum: 0x34C7FBF3

3. fixed bug : http://192.168.0.1/adv_ipv6_6rd.asp get “error page” when user save setting.

4. fixed bug : IPv6 over IPv4 Tunnel: Local IPv4 address not auto detect for IPv4.

5. fixed bug: Wrong String: “Turn IPv6 firewall on and allow ruless listed” and “Turn IPv6 firewall on and deny ruless listed”.

6. fixed bug:modify “Router advertisement lifetime”not work

Firmware: v2.01NA Build: 02Beta01

Hardware:B1

Date: 23, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0027, Date: Fri, 18, Jun, 2010

CheckSum: 0x34C1440C

1. fixed bug : static IPv6: station can't get IPv6 address when IPv6 LAN setting select stateless(always) or stateful(often).

2. fixed bug: 6to4: station can't get IPv6 address when IPv6 LAN setting select stateless(always) or stateful(often).

3. fixed bug: 6in4: station can't get IPv6 address when IPv6 LAN setting select stateless(always) or stateful(often).

4. fixed bug: stateless autoconfiguration: station can't get IP

5. Support IPV6 1.10 Spec

Firmware: v2.01NA Build: 02Beta

Hardware:B1

Date: 22, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0027, Date: Fri, 18, Jun, 2010

CheckSum: 0x34BF68B0

1. Support IPV6 1.10 Spec

Firmware: v2.01NA Build: 01

Hardware:B1

Date: 08, Jun 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0025, Date: Tue, 08, Jun, 2010

CheckSum: 0x30E356A2

1.Fixed the Wireless LED gpio behavior issue. When connect wireless, let Wireless LED blink. 

Firmware: v2.00NA Build: 34

Hardware:B1

Date: 28, May 2010

KERNEL: 2.6.28

SDK: 1.0, Build: 0023, Date: Fri, 28, May, 2010

CheckSum: 0x30F17FBC

1. Support HNAP v1.2 and PureNetwork tool 10.2.8130.1.

Firmware: v2.00NA Build: 33

Hardware:B1

Date: 12, May 2010

Firmware Version: ver2.00Nab33 

Firmware Date:Wed. 12,May, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0021, Date: Wed, 12, May, 2010

CheckSum: 0x30E5CFEC

1. Fix bug : When QoS is running rate estimation without internet, it will not stop.

Firmware: v2.00NA Build: 32

Hardware:B1

Date: 11, May 2010

Firmware Version: ver2.00Nab32 

Firmware Date:Tue. 11,May, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0020, Date: Tue, 11, May, 2010

CheckSum: 0x30E35F6A

1. Fix bug : Clear login list when change admin password for security issue

2. Fix bug : BT reboot issue, uplink over 2Mb

3. Fix bug : gadget, LAN port unmber is wrong.

4. Fix bug : Widget can't get any information.

Firmware: v2.00NA Build: 31

Hardware:B1

Date: 10, May 2010

Firmware Version: ver2.00Nab31 

Firmware Date:Mon, 10,May, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0019, Date: Mon, 10, May, 2010

CheckSum: 0x31597F0F

5. Fix bug : XMLAgent is fail.--> frimware_update_info_url should be firmware_update_info_url

6. Fix bug : Set static DNS can not get DHCP IP at Dynamic IP.

7. Fix bug : When setting password, let’s reboot to prevent security issue.

8. Fix bug : Delay the watchdog time to let’s work fine with heavy BT traffic.

9. Fix bug : When QoS is running and running BT, let’s icmp and http has higher priority.

Firmware: v2.00NA Build: 30

Hardware:B1

Date: 07, May 2010

Firmware Version: ver2.00Nab30 

Firmware Date:Fri, 07,May, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0018, Date: Fri, 07, May, 2010

CheckSum: 0x30E109B4

1. Fix bug : PPPoEv6 : on demand / Manual is fail

2. Fix bug : Lan MAC address on backup mode is different from normal.

3. Fix bug: DDNS function is fail. Always get IP is 124.9.4.124.

4. Fix bug: XMLAgent is fail.

5. Fix bug: Status(IPv4) page display IPv6 DNS address

6. Routing rule page web ui issue, if user typing routing rule "192.168.100.0 / 255.255.255.0 GATEWAY 0.0.0.0, metric 15" then click SAVE Button, UI seems like allow user set this routing rule. But, after finished SAVE process, web ui will display warning message.

Firmware: v2.00NA Build: 29

Hardware:B1

Date: 04, May 2010

Firmware Version: ver2.00Nab29 

Firmware Date:Tue, 04,May, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0016, Date: Thu, 29, April, 2010

CheckSum: 0x30E5D08F

1. Fix bug : reduce the usage of CPU.

2. Fix bug : Xbox 360 can not connect.

3. Fix bug : the length of log will let log page does not display normally.

4. Fix bug : schedule time would show wrong when set time start PM to AM and change time format.

5. Fix bug : Lan MAC address on backup mode is different from normal.

6. Fix bug : Wireless show message error.

Firmware: v2.00NA Build: 28

Hardware:B1

Date: 30, Apr 2010

Firmware Version: ver2.00Nab28 

Firmware Date:Fri, 30,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0016, Date: Thu, 29, April, 2010

CheckSum: 0x30EAA653

1. Fix bug : prevent mac clone to 00:00:00:00:00:00.

Firmware: v2.00NA Build: 27

Hardware:B1

Date: 30, Apr 2010

Firmware Version: ver2.00Nab27 

Firmware Date:Fri, 30,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0016, Date: Thu, 29, April, 2010

CheckSum: 0x30E8FBFF

1. Fix SPI.

2. enhance BT

3. Fix bug : version.txt and chklst.txt show error fw query url.

4. Fix bug : wireless drop issue.

5. Fix bug : QRS will set error dhcpd start and end address.

6. Mark some debug messages in syslog.

7. Fix bug : QRS will reject 1c mac clone.

8. Fixe bug: version.txt and chklst.txt Mac and domain can not show to Capital.

9. Fixe When change wan type connect, it will reboot.

Firmware: v2.00NA Build: 26

Hardware:B1

Date: 26, Apr 2010

Firmware Version: ver2.00Nab26 

Firmware Date:Mon, 26,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0015, Date: Tue, 20, April, 2010

CheckSum: 0x30FB43E3

1. QRS adds graphic auth setting.

2. Fix bug : Change “IPv6 in IPv4” to “IPv6 over IPv4”.

Firmware: v2.00NA Build: 25

Hardware:B1

Date: 23, Apr 2010

Firmware Version: ver2.00Nab25 

Firmware Date:Fri, 23,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0015, Date: Tue, 20, April, 2010

CheckSum: 0x30F1576C

1. Fix bug : When Advanced DNS is enabled, the DNS Relay should be enabled and grayed out.

2. Fix bug : When setting IPv6 page, the rc will not be idled.

3. Fix bug : IPv6 over IPv4 Tunnel name display issue on Title/Support.

4. Fix bug : Error page in PPPoE/6over4.

Firmware: v2.00NA Build: 24

Hardware:B1

Date: 22, Apr 2010

Firmware Version: ver2.00Nab24 

Firmware Date:Thu, 22,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0015, Date: Tue, 20, April, 2010

CheckSum: 0x30F2BCEE

1. Fix bug : QRS can not set Advanced DNS.

2. Fix bug : change “autoMHz” to “20/40 MHz in STATUS/DEVICE INFO.

3. Fix bug : IPv6-PPPoE, when select 'Always on' or 'Manual' should NOT be modified the "Idle Time".

4. Fix bug : IPv6-PPPoE NO display MTU default value and description.

5. Fix bug : Fix client can not get IPv6 LAN IP from DUT when Autoconfiguration Type is stateful.

6. Fix bug : When Guest zone is enabled, the router lan mac will become Guest zone mac.

Firmware: v2.00NA Build: 23

Hardware:B1

Date: 20, Apr 2010

Firmware Version: ver2.00Nab23 

Firmware Date:Tue, 20,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0015, Date: Tue, 20, April, 2010

CheckSum: 0x3104BBA3

1. Fix bug : Sometimes DUT can not access WAN side.

2. Fix bug : After mac clone, the remaining internet ping will not work.

3. Fix bug : IGMP proxy will cause reboot.

4. add http://router.dlink.com
5. Fix bug : WEP key ASSCII connect fail at guest zone.

6. Fix bug : LAN Computers list can not display LAN IPv6 Address at Status/IPv6.

Firmware: v2.00NA Build: 22

Hardware:B1

Date: 16, Apr 2010

Firmware Version: ver2.00Nab22 

Firmware Date:Fri, 16,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0014, Date: Fri, 16, April, 2010

CheckSum: 0x30ED855A

1. Fix bug : Sometimes nvram will be not right after some settings.

2. QoS can not be set over 2048Mbps manully.

Firmware: v2.00NA Build: 21

Hardware:B1

Date: 13, Apr 2010

Firmware Version: ver2.00Nab21 

Firmware Date:Tue, 13,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0013, Date: Fri, 09, April, 2010

CheckSum: 0x 30ECF4FD

1. Disable WISH in default.

2. Fix bug : Log will be disappeared after appling the setting.

3. Fix bug : IPv6 DHCPv6 mode, DUT don’t send out “Router Solicit” packets to get LAN IPv6 Address from DHCP-PD server.

Firmware: v2.00NA Build: 20

Hardware:B1

Date: 12, Apr 2010

Firmware Version: ver2.00Nab20 

Firmware Date:Mon, 12,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0013, Date: Fri, 09, April, 2010

CheckSum: 0x30F09F62

1. Fix bug : WAN MAC Clone fails.

2. If disable wireless, router will disable Advance wireless.

Firmware: v2.00NA Build: 19

Hardware:B1

Date: 09, Apr 2010

Firmware Version: ver2.00NAb19 

Firmware Date:Fri, 09,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0013, Date: Fri, 09, April, 2010

CheckSum: 0x30EE3ABD

1. Fix bug : Fix QRS can not set WAN type.

2. Fix bug : LAN Computers list sitll canot display LAN IPv6 Address.

3. Fix bug : Changed Autoconfiguration type-UI donot auto field in LAN IPv6 address.

Firmware: v2.00NA Build: 18

Hardware:B1

Date: 08, Apr 2010

Firmware Version: ver2.00NAb18 

Firmware Date:Thu, 08,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0012, Date: Fri, 02, April, 2010

CheckSum: 0x30E5388D

4. Fix bug : DNS error and lan can not ping wan

5. Fix bug : QRS can not set wan.

Firmware: v2.00NA Build: 17

Hardware:B1

Date: 08, April 2010

Firmware Version: ver2.00NAb17 

Firmware Date:Thu, 08,Apr, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0012, Date: Fri, 02, April, 2010

CheckSum: 0x30EAFB5B

1. Fix bug : QRS can not work with DIR-655.

2. Fix bug : The IPv6 status will not show the info of LAN IPv6 Computers.

3. Fix bug : The IPv4 device info will show IPv6 DNS.

Firmware: v2.00NA Build: 16

Hardware:B1

Date: 02, April 2010

Firmware Version: ver2.00NAb16 

Firmware Date:Fri, 02,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0012, Date: Fri, 02, April, 2010

CheckSum: 0x30FB7F1B

1. Fixed TCP Concurrent Sessions Test issue.

2. Fixed When change IPv6 type several times, DUT WAN IPv4 type will changed to “Bigpond” and WAN status page can’t access. And Fixed PPPoE value can’t be save in UI (That will display DHCP-PD null)

3.  Fixed DUT URL don't support IPv6 HTTP

Example, http://[DUT_LAN_IPv6_Address] and http://[DUT_LAN_IPv6_Link_Local_IPv6_Address]

Note, base on v.106 (General specification)

4.  Fixed Status-IPv6 page can't display LAN Computers IPv6 information

(Each IPv6 mode have the same issue)

Note, base on v1.06 (IPv6 status)

5.  IPv6 stateless mode, IPv6 in IPv4 mode and PPPoE mode - Status-IPv6 page can't display DNS address

Note, Status-IPv6 page basic function (no mater v1.06 or v1.08)

Firmware: v2.00NA Build: 15

Hardware:B1

Date: 02, April 2010

Firmware Version: ver2.00NAb15 

Firmware Date:Fri, 02,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0012, Date: Fri, 02, April, 2010

CheckSum: 0x30FD525F

1.  Fixed Device Name issue,the device name must not consist of all numeric values.

2.  Add email server port on GUI.

3.  Fixed Website filter can not apply.

4.  Fixed HANP1 Security issue.

5.  Fixed GUI show Wireless Mode issue.If use 802.11n WLAN card and 802.11n WLAN card connect Guest Zone SSID.display show error mode on GUI.

6.  Fixed Schedule issue.When DUT had configured Schedule, at this time, if click "Edit" to modify Schedule , this function fail. 

7.  Fixed DUT URL don't support IPv6 HTTP

Example, http://[DUT_LAN_IPv6_Address] and http://[DUT_LAN_IPv6_Link_Local_IPv6_Address]

Note, base on v.106 (General specification)

8.  Fixed Status-IPv6 page can't display LAN Computers IPv6 information

(Each IPv6 mode have the same issue)

Note, base on v1.06 (IPv6 status)

9.  Fixed IPv6-DHCPv6 mode, DNS don't enable by default.

Note, as D-Link IPv6 SPEC v1.08 define that should be enable by default (with PD enabled by default)

Note, v1.06, v1.08 also defin DHCPv6 mode, DNS server MUST be obtained automatically by default

10. Fixed IPv6-DHCPv6: DNS Address field can be set IPv4 address then cause DUT DHCPv6 service fail.

Note, basic DHCPv6 function (no mater v1.06 or v1.08)

11. Fixed IPv6-DHCPv6 mode, disable DHCP-PD and manual set LAN IPv6 Address then enable statefull(DHCP) mode, LAN PC could get IP Address from DUT. But, DUT can't send out DNS query packet to Interent when LAN PC query a domain name.

Note, DHCPv6 basic function (no mater v1.06 or v1.08)

12.Fixed IPv6-PPPoE: Default LAN IPv6 address should not display default value 2002:xx….

Note, v1.06 and v1.08 don't define LAN IPv6 default values by default. But, IPv6 address 2002:xx:.. SHOULD NOT fill in IPv6-PPPoE mode LAN address by default.

13.IPv6 stateless mode, IPv6 in IPv4 mode and PPPoE mode - Status-IPv6 page can't display DNS address

Note, Status-IPv6 page basic function (no mater v1.06 or v1.08)

Firmware: v2.00NA Build: 14

Hardware:B1

Date: 29, MAR 2010

Firmware Version:  ver2.00NAb14 

Firmware Date:Mon, 29,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0011, Date: Mon, 29, Mar, 2010

CheckSum: 0x311C3337

1.  Modify if disable wireless, router will disable wish.

2.  Fixed WebUI set Restore Default crash issue

3.  Fixed set Qos Engine disable, router crash issue.

Firmware: v2.00NA Build: 13

Hardware:B1

Date: 29, MAR 2010

Firmware Version:  ver2.00NAb13 

Firmware Date:Mon, 29,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0011, Date: Mon, 29, Mar, 2010

CheckSum: 0x30F64417

1.  Fixed Website filter should not set the same website.

2.  Fixed When WAN connected, the device can not show info.

3.  Fixed Qos Engine show the priority from (1..8) to (1..255).

4.  Fixed Wi-Fi Protected Setup can not load default.

5.  Measured Uplink QOS issue.

6.  When Qos uplink speed more than 2Mbps,show the strings: “Your broadband internet connection has surpassed the uplink measurement requirement.” 

Firmware: v2.00NA Build: 12

Hardware:B1

Date: 23, MAR 2009

Firmware Version:  ver2.00NAb12 

Firmware Date:Tue, 23,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0010, Date: Fri, 19, Mar, 2010

CheckSum: 0x30482BE0

1. Fixed bug: The DUT’s WebUI does not work after restore default .It must manual re-power.

Firmware: v2.00NA Build: 11

Hardware:B1

Date: 22, MAR 2009

Firmware Version:  ver2.00NAb11 

Firmware Date:Mon, 22,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0010, Date: Fri, 19, Mar, 2010

CheckSum: 0x3046AA7A

1. Add Qos 

a. Fix Measured Uplink Speed

2. Add WISH 

3. Fixed WIN7 LLTD issue.

Firmware: v2.00NA Build: 10

Hardware:B1

Date: 12, MAR 2009

Firmware Version:  ver2.00Nab10 

Firmware Date:Thu, 12,Mar, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0009, Date: Tue, 09, Mar, 2010

CheckSum: 0x3001CA4A

4. Support U-boot upgrde

5. firmware support new(add language pack mtd) and old u-boot 

Firmware: v2.00NA Build: 09

Hardware:B1

Date: 11, FEB 2009

Firmware Version:  ver2.00NAb09 

Firmware Date:Thu, 11,Feb, 2010 

KERNEL: 2.6.28

SDK: 1.0, Build: 0008, Date: Thu, 11, Feb, 2010

CheckSum: 0x2FCD4C9A

6. Add IPv6

7. DynDNS doesn't work fine after reboot.

8. Close the Port "21 & 23" & “111” 

9. Qos engine

Firmware: v2.00NA Build: 08

Hardware:B1

Date: 29, DEC 2009

Firmware Version:  ver2.00NAb08 

Firmware Date:Tue, 29,DEC, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0005, Date: Fri, 11, Dec, 2009

CheckSum: 0x2CDE4143

10. NAT performance

11. QoS engine

Firmware: v2.00NA Build: 07

Hardware:B1

Date: 15, DEC 2009

Firmware Version:  ver2.00NAb07 

Firmware Date:Tue, 15,DEC, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0005, Date: Fri, 11, Dec, 2009

CheckSum: 0x2BA3C30C

1. Fixed bug: switch can not be initialized successfully.

Firmware: v2.00NA Build: 06

Hardware:B1

Date: 14, DEC 2009

Firmware Version:  ver2.00NAb06 

Firmware Date:Mon, 14,DEC, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0005, Date: Fri, 11, Dec, 2009

CheckSum: 0x2BA3DD41

1. u-boot support firmware upgrade by web.

2. Fixed bug: switch can not be initialized successfully.

Firmware: v2.00NA Build: 05

Hardware: B1

Date: 24, Nov 2009

Firmware Version: ver2.00NAb05 

Firmware Date:Mon, 24,Nov, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0005, Date: Tue, 24, Nov, 2009

CheckSum: 0x30B71679

1. Firmware upgrade error.

Firmware: v2.00NA Build: 04

Hardware: B1

Date: 13, Nov 2009

Firmware Version: ver2.00NAb04 

Firmware Date:Mon, 16,Nov, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0004, Date: Mon, 16, Nov, 2009

CheckSum: 0x3138F44C

3. UI: Internet providers have incorrect settings.

4. internet sessions display incorrectly

5. Upnp external configuration are not showing up on webpages.

6. DIR655 Guest Zone support menu is missing.

7. There is no transmission rate field in manual wireless setup page.

8. Routing Gateway & subnet error check needed.

9. wireless schedule doesnt work.

10. Timezone does not affect current router time.

11. Even though wan side is not connected when dhcp renew is clicked, it goes to the countdown UI

12. There is no option to reboot later while saving settings

13. There is no https option in tools->admin page.

14. Status page error.

15. if wan cable is disconnected, dhcp client shall not start.

16. Routing - error check for invalid setting.

17. Email Settings: UI: 'Detail' in schedule should be more meaningful.

18. Routing ---rules doesn update properly.

19. UI: [Setup]->[Manual Internet Connection Setup] MAC Address is blank on factory default.

20. Time issue: 
Daylight Saving Dates DST start issue
Step 1 : Restore factory defaults
Step 2 : Go to Time
Step 3 :Press " Copy Your Computer's Time Settings " button
Step 4 :Press Save Settings
Step 5 : Enable Daylight Saving
Step 6 :Press Save Settings 
Result :Daylight Saving Dates DST start time  not default

21. Network Filter issue -- input error MAC , Cannot check MAC info.

22. The “Server name / IP” field for PPTP / L2TP  should avoid user to input illegal IP, for example: “0.0.0.0”.

23. WAN type PPPoE/PPTP/L2TP system check function fail.

24. User 802.11n , 11g , 11b WLAN card connect DUT , STATUS→WIRELESS→Mode show 802.11b

25. PC seting " Turn MAC Filtering and ALLOW computers listed access the network " , PC2 ipconfig release/renew , PC get IP address and can Ping LAN PC IP address.

26. Suggest Network Status display(DHPC/PPPoE/PPTP/L2TP):
WAN can get IP display Connected
WAN cannot get IP  display Disconnected

27. ZIPB fail with DSL-320B

28. ZIPB fail with BCM6338

29. WAN seting PPPoE type , QOS cannot Automatic Uplink speed.

Firmware: v2.00NA Build: 03

Hardware: B1

Date: 23, Oct 2009

Firmware Version: ver2.00NAb03 

Firmware Date:Fri, 23,Oct, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0003, Date: Fri, 23, Oct, 2009

CheckSum: 0x341D640B

1. mode of the wireless LAN PC connection 11n, 11a, 11b ,11g is not shown in the wireless status pageWCN Configuration settings page  suggest delete " Shareport for Guest Zone" setting.

2. WPS UI PUSH/PIN method doesnt say WPS succeeded even though client got configured successfully

3. UI doesn't update the wireless configuration(ssid etc) once the router is configured using VISTA registrar.

4. UI: PPPoE (Manual): Network Status says 'Establishing' when pressed 'Disconnect.'

5. Static Page shows 'undefined' for a split second.

6. UI: Start page is always at [Setup], not [Status] when WAN successfully connects

7. UI: keyboard tab through field does not select all the values in 'password' field (IE only)

8. UI: Restore configuration file wait is too long (120 seconds)

9. Network Filter -- input error check needed.

10. UI: System Check: No 'Stop' button.

11. System Check: blank page when trying to ping IP address.

12. WAN Setup Wizard: No wait time after saving.

13. UI: Syntax checking with MAC Address for WAN Setup Wizard.

14. UI: PPTP: Server IP address syntax checking is incorrect.

15. UI: Syntax checking with Local Domain Name.

16. email cannot be sent when tools->email-settings has schedule ON .

17. there is no priority column in status->logs->Log details section.

18. tools->time doesnt work with NTP server

19. WPS: external registrar(intel) can configure router even when wireless security is locked

20. Mail Settings: UI: Schedule does not work.

21. UI: Unable to set 'Learn NetBIOS from WAN'

22. even though wan side is not connected when dhcp renew is clicked, it goes to the countdown UI

Firmware: v2.00NA Build: 02

Hardware: B1

Date: 05, Oct 2009

Firmware Version: ver2.00NAb02 

Firmware Date:Mon, 05,Oct, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0001, Date: Tue, 22, Sep, 2009

CheckSum: 0x350B8F4C

1. Shareport settings page no have "Detection interval time" setting: Shareport settings page no have "Detection interval time" setting. As below: It should have red-range settings.

2. WCN Configuration settings page  suggest delete " Shareport for Guest Zone" setting.

3. After Press WPS button, the WPS LED cannot to shine

4. Website setting error: When type "http//:" into the field, it will be saved and change to "http". It should appear warning message.

5. Describe issue: Not support 3G USB type

6. Describe issue: change FW v : 2.00NAbxx

7. Help issue: IPV6 Unnecessary info

8. Measured uplink speed  function fail

9. Describe issue: BigPond Unnecessary info

10. Help issue: BigPond Unnecessary info

11. Press " Save Settings " button after PPTP/L2TP Server IP blank , but warning message display Server IP cannot be zero

12. Help issue: TRASMISSION Rate Unnecessary info

13. 802.11n only issue: 802.11n only not support " WEP "  and  " TKIP " , suggest display warning message .

14. Router IP Address issue: Router IP can setting in DHCP IP Address range , not display warning message.

15. Log issue: Cannot display Log message

16. Help issue: Add Routing and Guest Zone help info

17. WCN  LED issue: In WCN test, after plug-out USB storage from DUT, WCN LED not  to burn out .

18. QOS Manual Uplink Speed issue: Manual input Uplink Speed value , Press  " Save Settings " button ,  to count down WEB page finish , Speed vaule not to write in box.

19. Add QOS help info

20. Help issue: Extra Wireless Protection Unnecessary info

21. link fail: ADV=> WISH and WPS page Help more link

22. Conceal Password not applied to Admin Password field after using Wizard to set password, cause to could not set empty password.Must set other value and clear again then could set empty password.

23. Wireless security display mistake on Status.

1.        WPA mode set WPA only/WPA2 only(not AUTO)

2.        Security Mode will show WEP on Status

24. Disable Shareport for Guest Zone still can access.

25. UI Website Filter -- no error message with invalid input: would Drop the invalid " this web site address "1" , but no error meg.; keep the current behavior.

26. Fixed: There is no transmission rate field in manual wireless setup page

Firmware: v2.00 Build: 01

Hardware: B1

Date: 22, Sep 2009

Firmware Version: ver2.00b01 

Firmware Date:Tue, 22,Sep, 2009 

KERNEL: 2.6.28

SDK: 1.0, Build: 0001, Date: Tue, 22, Sep, 2009

CheckSum: 0x36931E01

1. New released wireless router firmware.

Firmware: v0.90 Build: 00

Hardware: B1

Date: 28, Aug 2009

Firmware Version: ver0.90b00 

Firmware Date: Fri, 28,Aug, 2009 

KERNEL: 2.6.28-mips

CheckSum: 

Problems Resolved:

1. First version for Ubicom linux project.

